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Software version described 


Changes to software version V19.01 


This operating manual in the version V08.0 is valid from base CD V19.00 and higher. 
The diagnostic software is only compatible with brand data of the same version. 


The following significant new features have been added for version CD V19.01. 


e Starting from the VAS-PC base CD V19.01, firmware versions of the hybrid measuring 
box from version 3.9 can be used. 


e During the function test, the multimeter measured values from VAS 6356 are automat- 
ically accepted when using the external measuring box VAS 6356 with VAS 5052A, 
VAS 6150x, VAS 6160 or notebook. 


e The operating system from VAS 5051B is re-equipped on Windows XP with at least 1 
GB main memory with the recovery DVD V2.0. When this is done, the "Vehicle iden- 
tification configuration” menu point in the administration, in which the Bluetooth coun- 
try selection was also included, in VAS-PC is omitted for the VAS 5051B with 
Windows XP. The Bluetooth country selection is taken over by an independent appli- 
cation. The configuration of the vehicle identification is done in Windows control panel 
and in external EDIC applications. 


Changes to software version V19.01 


This operating manual in the version 08.0 is valid from base CD V19.00,and higher. 
The diagnostic software is only compatible with brand data of the same version. 


The following significant new features have been added for version CD V19.00: 


e Upto VAS-PC base CD.V19.00, firmware versions of the hybrid measuring boxup to 
version 3.4 can be used. 


Changes to software version V18.00 


This operating manual in the version V07.0 is valid from base CD V18.00 and higher. 
The diagnostic software;is only compatible with brand data of the same version. 


The following significantznew features have been added for version CD V18.00: 


e For testing of hybrid vehicles, a hybrid measuring box is available for vehicles from 
V18. The measurements are carried out by the respective function test from the GFS 
or GFF. 

e The representation of the’‘measured values from measured value tables has:been 
supplemented in the user interface and in the protocols with values for Tls«text iden- 
tifiers). t3 

A 


os 
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Changes to software version V17.00 


The following changes have been made towersion V06.0: 


». The equipment numbers, which had five digits up to now, have six digits in the new 
version. 


« The software is also available to independent workshops. The distribution is done 
entirely by CD. 


e Thelicensing model has been changed due to the addition of independent workshops. 
If no original testers of the VAS series are used, the identification is done over the 
erWin portal. Via this portal, a time-limited licence can be obtained after a free regis- 
tration. 


Changes in the previous software versions V16.00 and V14.00 


Compared to the previous version, changes have been made in three important areas: 


e The communication with the vehicle via an external vehicle communication module 
has been expanded by a USB wired version (VAS 5054, VAS 5055). 


e The battery management via the "Administration" operating mode has been replaced 
with the independent software package SAM (Siemens Accumulator Maintainer). The 
battery service on the 5051B tester-will continue to be doné.With “Administration” as 
long as SAM has not been installed. Theinstallation of SAM tompletely replaces the 
battery management used up to now. 


e The installation of the diagnostic software has changed starting from the base CD 
V14. The Windows operating system is installed via a recovery DVD specific to the 
tester. The base CD no longer includes a Windows operating system and applies for 
all testers equally (VAS 5051B, VAS 5052, VAS 50524). The installation instructions 
for the tester were incorporated in /7/. 
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Associated Documents 


In addition to this operating manual, which describes the use of the individual operating 
modes, the following relevant technical documents may exist for the individual testers: 


/1/ Start-up/unpacking instructions (tester-specific) 
with important information concerning start-up and registration of the device. 


/2/ Brief instructions (tester-specific) 
Fold-out sheet with information about the tester and also brief information about using 
it. This printed documentation is a component of a tester package. 


[3 


— 


Operating Manual, VAS 505x Hardware (tester-specific) 
Description of tester structure, display and control elements, functions of diagnostic 
and measurement cables, troubleshooting as well as technical data. 


/4 


— 


Diagnostic radio head VAS 50544 / diagnostic interface VAS 5055 - installation and 
start-up 

Description of the installation and start-up including the installation of the necessary 
wireless/Bluetooth connection; contains technical data of both diagnostic radio'heads. 


/5/ User manual printer 
The documentation for the printer is included in the printer package (also see the 
accompanying data carrier). 


^-^. 


/6 


— 


VAS 505x Service Information 
contains important information, addresses and telephone hotlines in case of a fault. 


[T 


~~ 


Vehicle self-diagnosis operating manual 
Describes the use of the “Vehicle self-diagnosis” operating mode. 


18 


— 


VAS 505x diagnostic software installation manual 

Describes the software installation on the tester from the Windows operating system 
(recovery DVD) up to the diagnostic software (base and brand CD) with allowance for 
the installation of SAM (Siemens Accumulator Maintainer). 


/9/ VAS 6558 operating manual 
/10/VAS 61xx operating manual 


Reference can be made to these documents in the operating manual as follows: 
Example: (See /3/, chapter entitled "Troubleshooting") 
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4) Note 


The operating manuals are kept up-to-date and are (except for the brief instructions) 
delivered with every base CD: You can find information on the display of the manuals in 
Section 9.14. 
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SAFETY NOTES 


Explanation of symbols 


The safety instructions in the operating manuals, in the start-up and unpacking instruc- 
tions or in other documentation provided, in screen displays on the platform during oper- 
ation and on the products themselves use symbols with the following meaning: 


A Caution! 


Text with this symbol contains information relating to your safety and how you can 
reduce the risk of serious or fatal injury. 








The CAUTION A symbol warrants particular attention for your safety. 


O Caution! 


Text with this symbol contains information on how you can avoid damaging the vehicle 
or device. 








The Warning © symbol warns you that if the information is ignored, damage to the vehi- 
cle or the tester could result (for example, be sure not to touch the touch screen with 
sharp objects). 


B = 


Texts with this sýmbol contains additional useful information. 








A Note symbol (å) indicates important information about the product, how to use it and 
other information. 





4) Note on other safety instructions 


The following section describes general safety instructions which apply to the entire 
VAS 505x family of testers. Additional safety instructions can be found in'the operating 
manuals. For this reason, always read the operating manuals before using the devices. 


Safety instructions can also be displayed on the tester screen. Be sure to follow all dis- 
played instructions. 


i> 
if 
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IMPORTANT SAFETY INSTRUCTIONS 


AN Caution! 


Read all instructions. 


A Caution! 


If the power cable or the device is damaged, it must not be used until it has been 
checked by a qualified specialist. 


A Caution! 


Do not allow cables or leads to hang over the edges of tables, desks or consoles. Pre- 
vent cables or leads-coming into contact with hot components or rotating fan blades. 


A Caution! f 


i , 
Use of an extension cable is not permitted. Only the ébecified cables and leads may be 
used for test purposes. =— 


A Caution! 


Always disconnect the device from the mains power when it is not in use. Never pull on 
the cable to disconnect the power cable from the socket. Pull on the plug housing to dis- 
connect the power. 


A Caution! 


The platform must not be operated in the vicinity of open fuel containers, as otherwise 
there is a risk of explosion or fire. 
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A Caution! 


Ensure adequate ventilation when working on combustion machines. 
Otherwise there is a risk of poisoning. 


A Caution! 


Always use the device in accordance with the description. Use only accessories speci- 
fied by the manufacturer. 


A Caution! 


Risk of explosions 

The devices have parts that generate internal sparks and must therefore not be 
exposed to inflammable.fumes!The device should be operated at least 460 mm 
(18 inches) above the floor, since petrol and: other fumes sink to the floor. 


A Caution! 


All measurement leads may only be used within the measurement ranges stipulated in 
the technical specifications and the descriptions in the operáting manual. All measure- 
ment probes may only be used on cables whose sheathing issundamaged. Do not per- 
form measurements on damaged leads. 


A Caution! 


The devices, when connected to an electrical power supply, correspond to protection 
class 1 and are fitted with a safety-tested power cable. They may only be connected to 
mains grids with a protective earth conductor (TN network) or mains sockets with a pro- 
tective earth conductor. 


O Caution! a 


Fluctuations and deviations in the Power.supply beyond the permitted range of toler- 
ance can lead to malfunctions and damage. 
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A Caution! 


During test drives, use a strap to secure the tester to the vehicle's back seat and con- 
nect it with the diagnostic socket of the vehicle. A second person must operate the 
tester on the rear seat. Operation from the front seat is too dangerous, e.g. in the event 
of airbag activation. 


A Caution! 


Electrical ignition systems have voltages up to approx. 30 kV. Always observe the gen- 
eral safety regulations for workshops. 


A Caution! 


Opening the tester or accessories without permission, or making unauthorised modifi- 
cations, can expose both yourself and thé'device to significant danger. 


A Caution! 


If a power cable, diagnosis cable, measurement cable, of the platform or any other volt- 
age carrying accessory is damaged, it must not be used again until it has been checked 
and approved by a qualified specialist. 


A Caution! 


If you do not intend to use the device for a significant period of time, please switch it off 
via the On/Off switch and disconnect it from the mains’ power when the battery is 
charged. Simply switching it off is not sufficient to disconnect the power supply to the 
mains adapter, charging circuit and any connected accessories. 


A Caution! e 


Data communication cables must not be connected or removed and the device must 
not be operated during a thunderstorm. 
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O Caution! VAS 5051B workshop trolley — ventilation 


When operating the VAS 5051B workshop trolley, ensure adequate ventilation of the 

table power adapter for the tester and printer. Remember that even when the tester is 

switched off, the battery charger remains in operation and the printer is online even if 

the device enters the energy-saving mode. 

e Open the printer flap and/or the roller door (depending on the workshop trolley) fully 
during operation. 


e The heat dissipation of the table power adapter must not be blocked by articles 
placed on top (cables, rags, etc.). 


e Disconnect the workshop trolley's power cable to switch off the entire device. 








O Caution! Changing fuses 


To prevent the risk of fire and to protect the device, fuses may only be replaced with 
fuses of the same type and current rating. See also the technical data in the relevant 
operating manual. 








O Caution! When connecting vehicles from another source 


The VAS 505x diagnostic: devices were developed for vehicles made by Volkswagen. 
Connecting the tester directly to vehicles from other manufacturers can result in dam- 
age to the vehicle. 


To check vehicles from other sources using the generally applicable OBD self-diagnosis 
functions, you must therefore connect the VAS 5052/16 OBD adapter cable (with fewer 
conductors) between the diagnostic cable and the diagnostic socket of the vehicle. 








O Caution! When handling the battery 


e The battery may only be changed by trained personnel... 
e Never short-circuit the battery. A 
e Never throw the battery into a fire. = 
e Always dispose of/recycle the battery in accordance with the local regulations. 
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Safety instructions for radio-operated devices 


A Caution! 


The antenna(s) used for this transmitter must not be co-located or operating in conjunc- 
tion with any other antenna or transmitter. 


A Caution! 


Do not use portable transmitters (e.g. a WLAN or Bluetooth device) in the vicinity of 
unshielded detonators or explosive environments, unless the device has been modified 
and approved as suitablefor this type of environment. 


A Caution! 


FCC and FAA regulations prohibit the use of wireless HF devices in the air because 
their signals can-interfere with important aircraft instruments. 

















The following three notes are valid for the following countries with the required 
FCC approval: 


Bermuda, Canada, USA, Barbados, Cayman Islands (UK), Costa Rica, Dominican 
Republic, El Salvador, Guatemala, Honduras, Jamaica, Mexico, Dutch Antilles, Nicara- 
gua, Panama, Puerto Rico (US), Trinidad & Tobago, Argentina, Brazil, Bolivia, Chile, 
Columbia, Ecuador; Paraguay, Peru, Uruguay, Venezuela, Australia, Guam, New Zea- 
land, Lebanon, Qatar; Brunei, Hong Kong, India, Indonesia, Malaysia, Philippines, Sin- 
gapore, Sri Lanka, Taiwan, Vietnam 


f£ 
Ai 


f 
4) Note e 


FCC 15.19: This device conforms to part 15 of the FCC regulations and the RSS-210 of 
Industry Canada. The following two conditions must be satisfied for operation: 


* The device must not cause any dangerous interference. 


e the device must tolerate external interference, including that which may cause unde- 
sirable operating states. 
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A Caution! 


FCC 15.21: Changes or modifications to the device that are not explicitly approved by 
the manufacturer can result in FCC approval to operate the device being revoked. 


A Caution! 


FCC 15.105: This device has been tested and conforms to the Class B regulations for 
digital systems, with regard to part 15 of the FCC regulations. These regulations were 
developed to avoid undesired interference when the device is operated in a commercial 
environment. This equipment generates, uses and receives radio signals and can pro- 
duce harmful radio interference if it is not operated in accordance with the provisions of 
the device manual. Operating this device in a residential area can trigger influences that 
are dangerous to health. The user must bear the costs of correcting these influences. 











The following information is only valid for Canada: 


/N Caution! 


When using an IEEE 802.11a wireless LAN, this product is restricted to use in closed 
rooms, because it operates in a frequency range between 5.15 and 5.25 GHz. 


Industry Canada'specifies that this product in the frequency range of 5.15 GHz - 

5.25 GHz must be operated in closed roomsThis is intended to reduce the potential 
risk of interference in the same channels as those used by mobile satellite systems. 
Largecradar systems have priority in the frequency bands 5.25 to 5.35 GHz and 5.65 to 
5.85 GHz. These radar stations can interfere with or destroy this device. 











Note 


Dieses digitale Gerát entspricht dem kanadischem Standard ICES-003. 
This Class B digital apparatus complies with Canadian standard ICES-003. 
Cet appareil numérique de la classe B est conforme à la norme NMB-003 du Canada. 





KEEP THESE INSTRUCTIONS! 
Version: 2009-10-30 


k 
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Copyright Information Volkswagen AG 


Starting with V18, the safety instructions also include the following copyright information 
of the Volkswagen AG: 


Any transfer, distribution or duplication as well and any unintended use and/or use which 
does not serve interoperability is not permitted. 


Exception: copies/printouts for company-internal uses and purposes are permitted by 
Volkswagen AG without written permission. In this case, company-internal use means 
within a company with the same dealership number. 


Exception: printouts of maintenance tables, work times and test records may be trans- 
ferred to customers. 


The transfer of technical knowledge and general technical information to recognised 
NORA customers (according to the NORA principles of the VW AG) is permitted in the 
form of extracts. 


Expressly not permitted in this context: 

1. Information/data from RESERVE concerning repair history 
2. Information about product recalls 

3. Service Technology manual contents 

4 


. Information/data about repair of electronic components 


Warranty work is carried out exclusively with VW original parts. For other repair work, the 
automatically selected spare parts via AposPro are recommendations. Otherwise, 
please note the stipulations of articles 5 and 6 of the service contract. 
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Notes about pyrotechnical components 


Starting from V18, the safety instructions have been supplemented as follows with impor- 
tant instructions about pyrotechnical components: 


General safety regulations for work on airbag, belt tensioner, and battery separa- 
tion units (pyrotechnical components) 


Pyrotechnical components always contain a fuel which produces gas during:combustion. 


In some versions, pressurised:gas is available in addition to the gas production: 

This pressurised gas is stored in a pressurised gas container under high pressure. 
The ignition of the pyrotechnical components is done by electrical/mechanical igniter. 
Testing, installation and-repair work may only be carried out by trained personnel. 
There are no changing intervals for airbag units. 

Never test with test lamps, voltmeters or ohmmeters. 

Pyrotechnical components may only be tested in AUAM inus by vehicle diagno- 


sis, measuring and information systems which Have been approved by the manufacturer. 


When working on pyrotechnical components and on the control unit for the Airbag -J234-, 
the battery's earth strap must be unclamped when the ignition is switched on. 


Then cover the negative terminal. 
After the battery is unclamped, a waiting period of 10 seconds is required. 


The clamping of the battery must be done when the ignition is SWITCHED ON. When 
this is done, no person may be in the interior of the vehicle. 


Exception: vehicles with batteries in the passenger compartment. 
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When doing this, avoid being within the effective range of the airbags and the seat belts. 


Wash your hands after touching ignited pyrotechnical components of the restraint sys- 
tem. 


Pyrotechnical components may neither be opened nor repaired; always use new parts 
(danger of injury). 


Pyrotechnical components which have fallen on a hard surface or which exhibit signs of 
damage may no longer be installed. 


Before handling the restraint:System's pyrotechnical components (for example, discon- 
necting the electrical plug connector) the mechanic must be electro-statically discharged. 
The electro-static discharging is achieved by touching earthed metal parts, for exarnple, 
by briefly touching the door closing wedge. 


Pyrotechnical components are to be mounted immediately after their removal from the 
transport container. 


In the event of work interruption, the pyrotechnical component is to be placed in the 
transport container. 


It is not permitted to leave the.pyrotechnical component unattended. 


f£ 

i) 
Pyrotechnical components may not be treated with grease*cleaning agents or similar 
materials. = 


Pyrotechnical components may never be exposed to temperatures over 100°C. 
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Special notes for driver and passenger airbags 


Driver and passenger airbag units are to be stored in dismounted condition so that the 
padded side faces upwards. 


For the following vehicles having an initial registration in the USA, two-staged airbag 
units might be installed. In these the second stage remains functional after the first stage 
had been ignited: 


“Volkswagen Phaeton: driver and passenger airbags 
“Volkswagen Touareg: passenger airbag 
“Volkswagen New Beetle Limousine: passenger airbag 


"Volkswagen New Beétle.Cabriolet: | passenger airbag 
For all other vehicles, the second stage is alwayS.ignited. 
Identifying features of the two-staged airbag units: 


1. "PASSENGER AIR BAG OFF' indicator lamp in the foot of the interior mirror 
2. Warning sticker on the inside of the sun visor 


The following instructions are to be additionally observed for the indicated vehicles with 
two-stage airbag units. 


/N Caution! 
em. 


In thosé^airbag units with ignifüd first stages, it is not certain that the second stage has 

ignited! Airbag:units in whichthe firststage has ignited can cause serious injuries if the 
second stage ignites. A possibility to check whether the second stage had ignited is not 
currently available. 








For this reason, the indicated airbag units are to be supplied in the original packaging for 
proper disposal in accordance with national regulations. 
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Special notes for head air bag modules 


Place dismounted head airbag modules in the transport container or onto a clean, even 
surface with a cover placed under it. 


Folding is possible as long as no damage (in particular to the protective cover) occurs 
during this. 


Head air bag modules are to be treated with the greatest care during mounting and dis- 
mounting to prevent possible damage. 


Hold on firmly to the gas generator during the whole process (transport, dismounting, 
mounting etc.) as long as it is NOT screwed in. 


Special notes for belt tensioners 
The open end of a belt tensioner may never be pointed at anyone. 


Belt tensioner units are to be treated with the greatest care during dismounting and 
mounting. There is an increased potential of injuries if belt tensioner units are handled 
incorrectly. 


When connecting the belt tensioner unit, all mechanicalparts, including the three-point 
seat belt, have to be correctly secured. Should it not be possible to connect the belt ten- 
sioner unit due to a lack of space, the seat belt strap has to be completely rolled up 
before the connection. In this case, there is no increased safety risk if the other safety 
instructions are noted and observed. Here the greatest attention is to be paid to the 
unclamping of the battery and the electro-static.discharging of the mechanic before con- 
necting the belt tensioner unit:) 


^ 


^X. 


Depending on the crash, it can be that the belt tensioner has been ignited but NOT the 
belt-load limiter. These components are to be handled as non-ignited components! 
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Special notes for battery separation units 


Volkswagen Phaeton with two-battery concept: 


Sequence for unclamping the batteries. 





O Caution! 


If the sequence is not observed, the pyrotechnical battery separation can be triggered 
and the electrical vehicle equipment can be damaged. 





1. First unclamp the battery in the boot on the right. 
2. Then unclamp the battery in the boot on the left. 


Storage, transport and disposal of airbag, belt tensioner, and battery separation 
units (pyrotechnical components) 


The respective national regulations are to be observed for storage. 


Transport is subject to national and international legal provisions in which packaging, 
designation, labelling and accompanying documents are regulated in detail. 


Non-ignited pyrotechnical parts are to be supplied in the original packaging for proper 
disposal in accordance with national regulations. If you have any questions, please con: 
sult your importer. 


i} 
Only completely ignited pyrotechnical parts may be disposed of industrial waste. 
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1 General Information 


1.1 Target group 


This documentation is intended to be used by technically qualified personnel and 
requires relevant knowledge in the field of vehicle diagnosis and instrumentation. 


1.2 Contents and structure 


The software operating manual contains the information needed for the proper use of the 
VAS-PC diagnostic software. Depending on which device the software is installed, there 
are differences inthe structure of the masks and in the availability of different operating 
modes or functions. 


For reasons of clarity, not all details of all i aga el the operating modes dealt with here 
are described. 


Since the VAS-PC software runs;on different testers and:with different user rights, test- 
specific differences will be marked in the text. For'this, the individual designations mean: 


e “Platform” is the general name for computer or tester. If no platform is mentioned in 
the text, then the information generally applies to computers and testers. 


Type names that apply to more than one tester are designated as follows: 


"VAS 505x' stands for VAS 5051B, VAS 5052, VAS 5052A. 
e “VAS 5052x” stands for VAS 5052 and VAS 5052A. 
e "VAS 61xx' stands for VAS 6150, VAS 6150A and VAS 6160. 


If the diagnostic software is installed on a commercially available PC or laptop, devia- 
tions can occur due to the limitations of the PC or different installation. The manufacturer 
of the software can not assume any liability for this. 


Information about the tester design and hardware can be found in the VAS 505x hard- 
ware operating manual/3/. 


1.3 Safety instructions 


You should comply with all safety instructions. These will be found after the table of con- 
tents and at the various relevant places in the operating manual. 


Operating manual for VAS PC software V08.0 — 02/11 — All rights reserved. 
A5E00330050/080 1-1 


General Information 





1.4 Difference between “normal” and “EU5” operating modes 


The "normal" operating mode of the VAS-PC software is started then when the 
VAS-PC-SW is installed on a tester or on a VAS61xx diagnostic laptop. In these cases all 
operating modes are available and the tester can be operated in off-line mode (without 
existing Internet connection). 


The “EUS” operating mode of the VAS-PC software is started in cases when the 
VAS-PC-SW is installed on a commercially available computer. In this case, the operat- 
ing modes are available which are needed for the repair and maintenance of the VW 
Konzern's EU5 vehicles. When the software is started, the:computer must have an online 
connection to the licence server of the VW Konzern. After the user has been identified as 
valid and authorised, the VAS-PC software can be operated off-line. 


1.5 Differences between the devices in use 


1.5.1 Operating modes 


The followingtable provides arroverview of the operating modes available in the plat- 
forms. 


Table 1-1 Operating modes of the VAS-PC platforms 


























Mode VAS 5051B | VAS 5052x | VAS 61xx EU5 
licence 
Administration + + + + 
Vehicle Self-Diagnosis + + + : 
OBD + + x J 
test instruments + 5 = » 
Guided Fault Finding * + + + 
Guided Functions + + + + 
Audi Flashing + + + + 























+ available 
- not available 


Communication of control units with LT3 commercial vehicles and UDS control 
units 


Communication with LT3 vehicles is available since the base CD V10.00 and with UDS 
control units from base CD V11.00. 
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1.5.2 Testers with and without test instruments 


Within the VAS device series there are testers with and without test instruments. For the 
correct use of the function tests with test instruments available in the Guided Fault Find- 
ing, so-called “replacement values” (see Section 6.11) must be input via a virtual key- 
board in the case of testers without test instruments. Carry out the measurements using 
an external test instrument and enter the measured values. 


Table 1-2 





Devices with test instruments VAS 5051B 


Devices without test instruments | VAS 5052, VAS 5052A, VAS 6150, VAS 6160, 
PC/laptop 

















1.6 Associated Documents 


Associated documents are listed after the table of contents. Please note that each tester 
has its own hardware description. The software description is valid for the different plat- 
forms and is contained in a shared operating manual. 


Using the operating manuals 


The operating manuals are on the VAS-PC base CD. They can be called up using the diag- 
nostic software or via the CD/DVD drive at the file path C:\S/D/S\home\/Ing.ger\MANUALS\... 
For more detailed information, see Section 9.14. 


1.7 Open Windows Operating System 


The installation of the diagnostics software was separated from an installation of the 
Windows operating system. This makes it possible to' install the VAS-PC on a notebook, 
provided ‘it,corresponds with the general requirements for the hardware. 

If you use á tester of the VAS fanffly of devices; then the Windows operating system is 
installed via a recovery DVD specific to the tester. Then the base CD containing the diag- 
nostics software and support data is installed. 


A utility CD is used for providing and installing supplementary software. 


One or more brand CDs provide vehicle-specific data. Several brands can be installed in 
parallel. 


The installation instructions for the software and tester were incorporated in /7/. 
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2 Initial start-up of the VAS-PC software 


2.1 Start-up and starting the VAS-PC software 

Generally, the following applies for the start-up of the VAS-PC software: 

e After the VAS-PC is started, the operating mode (“normal” or “EU5”) is determined and 
then a check is made whether a valid licence is present. 


e The software is to be configured when the initial start-up is done: enter workshop code 
(based on the importer number and. the.dealership number), correction of date and 
time. 


e Atleast one brand CD'must be installed to use the "Guided Fault Finding" and the 
"Guided Functions". 


The following sections show how the VAS-PC software is put into operation: 


e Section 2.2 for testers with “normal” operating mode 
. Section 2.3 for computers with “EUS” operating mode. 


e The conclusion of the start-up applies to both operating modes and is shown in 
Section 2.5. 


DE 
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2.2 Start-up of the VAS tester 





4) Note 


In this chapter, the start-up of a tester in the VAS device series (VAS 5051B, 
VAS 5052/52A and VAS 6150/A and VAS 6160) is described. 


The start-up of a free computer via a EU5 licence is described in the next chapter. 





Once thë tester has completed the initial start-up, a warning is displayed that no commu- 
nicationink exists to the vehicle. The messages vary with the tester. 








Tester type Warning message 

VAS 5051B No network communication is possible withthe current sta- 

VAS 5052 tion name. 

VAS Ie Use the menu item Administration/Network settings to 
change the station name. 














After an update of the.base CD or when thé new installation is done, the warning mes- 
sage appears: I 





VAS 5052A The diagnostic head being used is not installed correctly. 
VAS 6150 
VAS 6150A 
VAS 6160 














This message will appear at every start-up until the error sources are remedied. More 
information may be found in VAS 505x Diagnostic software installation instructions /8/. 


Click on OK to close the warning message. 


Another dialog box "Warnings / Notes" appears. It appears each time the tester is 
started. It explains the meaning of the symbols used for warnings and notes. Pay atten- 
tion to the note and close the dialog box with OK. You can call up the global warnings 
and notes at any time by using the operating button "Safety instructions". 


A prompt to initiate a battery service cycle can appear on the VAS 5051B. This depends 
on the tester's battery condition and whether the Siemens Accumulator Maintainer 
(SAM) is installed. For more information, see Section 9.20. 


Closing the dialog boxes enables the start mask. It contains the initial graphic, the dis- 
play of the current software version of the base CD and the operating buttons “Adminis- 


» & D 


tration”, “Warnings and notes”, “Help” and “Print”. 
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PX we LEM 
VAS5052A 


Vehicle diagnostic-, measuring- and information system 
Version -GB- V16.00.00 17/09/2009 


Information on the cur- 
rently loaded base CD 
is shown here 









Press this operating 
button to open Admin- 
istration. 


“Print, help, warnings 
and notes, display of 
date and time 


29.09.2009 
10:29 


image 2-1 -Start mask as it appears during initial start-up 





2.2.1 8 Enter workshop code 
Before you can use the tester in your workshop, the tester requires your workshop code. 
To do this;the “Enter workshop code" function is used which only appears at the initial 
start-up. ~ Ş 


After it is saved, the eop code cannot be changed. 





e, 





To enable worldwide equipment anra bnda uniqüe user assignment, three ele- 
ments are used: Jog ov open” 

»« equipment number 

e VZlimporter number 

e Dealership number 


The equipment number is determined automatically at start-up and can not be changed 
by the user. 


The VZ importer number and the dealership number must be entered prior to the initial 
start-up. Both numbers are provided by the Volkswagen-Konzern. The VZ/importer 
number here designates the sales centre in Germany or the number of the importer. 


This procedure is required again after the base CD has been reinstalled. If the VAS-PC is 
updated via the base CD and the "Update" selection of the installation menu, the work- 
shop code is kept. 
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To enter the workshop code, select the “Administration” operating button and then the 
line "Enter workshop code". 






Entered by 


Equipment Number: 8001 
manufacturer 





Administration 











Install update 
Net Update 
Self-test 
Enter workshop code 

Signal Generator 

Date/Time 

Expanded Functions 

Select Initial Graphic 
Contents 

Touch Screen Calibration 
Display User Documentation 
Application Statistic 
Dimension Pressure / Temperature 


Network Settings 
| (EAE eal 


“Administration” mask, “Select function” 







Select this 
function. 




















image 2-2 
2.2.1.1 Equipment number 

The equipment number is determined using various algorithms and can not be changed 
by the user. It has:six digits starting from base CD 17.00. For those platforms with five- 


digit equipment numbers, a zero is added at the beginning. 


Table 2-1 Equipment numbers 














Range of num- Model 
bers 
050000 - 073200 | VAS 5052 
080000 - 099998 | VAS 5051B a 


173201 - 189999 | VAS 5052A 
190000 - 199999 | VAS 6150 
100000 - 119999 VAS 6150A 
120000 - 139999 | VAS 6160 
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2.2.1.2 Importer number and dealership number 


Two entry masks now appear once for entry of the workshop code (importer and dealer- 


ship number) and then another mask appears for the entry of the dealership identifier. 
This can be changed at any time. 


Table 2-2 Workshop code 





Parameter Type of input 





importer number Three digits between 0 and 9 (number is provided by VW) 





Dealership number Five digits between 0 and 9 (number is provided by VW) 





Dealership identifier Up to two lines, each containing a maximum of 60 num- 


bers and letters for the input of the name and address of 
your workshop; no special characters allowed 














Administration 
Enter workshop code 


Equipment Number: 80113 


Enter your 3-digit 
importer number 
and confirm by 
pressing "Q". 


The *C" key is used to 
delete the last entered 
digit in the display. 





ww 


image 2-3 “Enter importer number” mask 


$ 
a $9. 
o 
Fori ‘information on using the virtual keyboards, also see section Section 3.3.8. 
g 8 
3 3 
o 9 
$ S 
2 S 
o, E 
A & 
Mo) S 
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Administration Equipment Number: 80113 
Enter workshop code Importer Number: 123 


Enter your 5-digit 
dealership number 
and confirm by 





pressing “Q”. 
Qus, 
é Soo 
%, 
; a a co 
image 2-4 “Enter dealership number" mask «o 
aS Z 
i z ó. 
The workshop numbér that has been entered can not be changed after it has been 
saved. = % 
$, $ 
5 2 
a 








Administration Equipment Number: 80113 o 
Deaurhip Number” 12345 “pris vou have n 
entries you have made 
are correct. Select 
“Cancel” to enter the 


information again. 


Note: 
After confirming input, it is no longer possible to 
change the importer number and the dealer number! 


image 2-5 “Confirmation of input for importer number and dealership number" mask 
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2.2.1.3 Dealership identifier 


After you have confirmed the entries for the importer number and dealership number, a 
mask appears for the entry of the dealership identifier. The dealership identifier is freely 


selectable to describe your company; it can, therefore, be the name and address of the 
company. 


Administration Equipment Number: 80113 
Enter workshop code Importer Number: 123 
Dealership Number: 12345 


Volkswagen/Audi Service 
Siemensallee 50, 76187 Karlsruhe 


ase ae 
eae 





image 2-6 Keyboard for entering the -= identifier 


AG. Volkswa 
Enter your dealership identifier here line by linge SEM AG q 


doe LN 
Conclude the input of each line using the white "Q" function key. Sey, 
Use the white arrow key to switch between lower and upper case letters. The other arrow 
keys change the input position. d Z 

S 
For more information on using Y virtual keyboard, see Section 3.3.8. 


Changing the dealership identifier 


replaced by “Change dealership identifier’. With this function, you can change your deal- : 
ership identifier at any time? | 
o an 
3 S 
$ E 
9 S 
9 3 
E & 
6 S 
E S 
Te S 
i» $ 
1. d 
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2.2.2 Completion of the start-up 


After the tester has been initialised with the necessary basic data, two steps are still 
needed: 


»«. Check whether the date and time correspond to actualtime. Correct the data, if need 
be. You can find more information about this in section Section 9.9 Date/time. 
e In order to use the platform for maintenance and diagnosis, you need the respective 


brand data. They are delivered on CD and can also be ordered via'the erWin portal. 
Section 2.5 shows how the brand data is installed. 


k 
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2.3 Start-up of a computer with EU5 licence 
2.3.1 Basic information about “EU5” operating mode 


4) Note 


This chapter will show how a free computer is put into operation using the EU5 licence. 


The start-up of a tester in the VAS device series (VAS 5051B, VAS 5052/52A, 
VAS 6150, VAS 6150A and VAS6160) is described in the previous chapter. 








When VAS-PC software is started on a free computer, it enters the “EU5” operating 
mode. Then a check is made via a secure Internet link whether the user is registered and 
authorised to use VAS-PC. 


As soon as a registered user selects an (installed) brand in the “Guided Fault Finding” or 
“Guided Functions” operating modes, another check is made via a secure Internet link 
whether a licence for the selected brand is present and still valid. If the authorizations are 
present, the user is granted access to the desired operating mode. 


2.3.2 Initial start on the VAS-PC 


2.3.2.1 Prerequisites 





(è) Note: Required characteristics 


Before you start VAS-PC for the first time, be sure that you have a user name and pass- 
word which are registered at the VW's erWin server. 

Be sure that when you register that you do not use any special characters such as 
umlauts or diacritical characters. Limit yourself when selecting a user name and pass- 
word to the 26 letters of the international alphabet as well as the Arabic digits 0 to 9. 
Also be sure that you already have an importer number and a dealership number. 

VW will provide you with these. 

Additional information may be found in the installation instructions for the diagnostics 
software /8/. 
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2.3.2.2 | Logging onto the erWin server 


After successful installation, click on the "VAS-PC" icon which is put on the desktop by 
the installation routine. After a short delay, VAS-PC starts up and starts the consistency 
test. If the data structure is consistent, you will be prompted to enter the user name and 
password which you defined during the free registration at the erWin server. 
gen AG. Volkswagen 4G y 
T a 28s Nog 


io May. 





Pata; ; Ue 
image 2-7 Logging onto the erWin server with the user name registered there 


After the test is successfully completed, the start screen and a dialog box opens with 
general warnings about operation of the platform and VAS-PC software appears. Pay 
attention to the note and close the dialog box with OK. 


The start screen opens and only displays the “Administration” operating mode. Before 


you can work with VAS-PC-SW, the importer number and dealership number have to 
entered. 


To do this, open the Administration by clicking on the “Administration” operating button. 
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2.3.2.3 Input importer number and dealership number 


Vehicle di i . d inf i i Information on the cur- 
enicie diagnostic-, measuring- ana information system : 
Version-GB- — V17.00.00 17/09/2009 rently loaded base CD is 
shown here 


Press this operating but- 
ton to open Administra- 
tion. 


Print, help, warnings and 
pream] notes, display of date 
= e Aa n 


image 2-8 Start mask as it appears during initial start-up 





In order to be able to use VAS-PC, the platform requires the importer number and dealer- 
ship number. VW will provide you with these beforehand. 


The "Enter workshop code" function is used for the input and only appears at the initial 
start-up. 


To enable worldwide equipment Ienncsuen 
ments are used: xev 





d a unique user assignment, three ele- 


«e equipment number 
e importer number 
e Dealership number È 


The equipment number is determined automatically at start-up and does nob reed to be 
entered by the user. © 





This procedure is required again after the base CD has been reinstalled. If the A. PC is 
updated via the base CD and the "Update" selection of the installation menu, the work- 
shop code is kept. 
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Equipment Number: 80113 


Administration 
Enter workshop code 





image 2-9 "Enter importer numer mask 
Select the “Administration” operating mode and the "Enter workshop code" function. $ 
First use the virtual keyboard to enter the three-digit importer number and confirm with. 
the special key "Q". Then enter the five-digit dealership number. If you want to delete the 
last digit entered, actuate the special key “C”. Confirm you inputs. 


For information on using the virtual keyboards, also see section Section 3.3.8 


leu 
440, 
4UI Jo SSƏu}291109 


vj purp 
Oy 


2.3.3 Dealership identifier 


After you have entered to number and dealership number, a mask appears for 


the entry of the dealer identification. The dealership identifier is freely selectable to 


describe your company; it can, therefore, be the name and address of the company. 
d 
go> 


or 
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Administration Equipment Number: 80113 MCA s 
Enter workshop code Importer Number: 123 o. 
Dealership Number: 12345 Z 


Volkswagen/Audi Service 
Siemensallee 50, 76187 Karlsruhe 


RSS PES 
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image 2-10 Keyboard for entering the dealership identifier K 
B l Ò 


Enter your dealership identifier here li line by line. 





Conclude the input of each line using j thewhite “Q” fun tio key. 
"9y Y? 


Use the white arrow key to switch between lower and upper case letters. The other arrow 
keys change the input position. 


For more information on using the virtual keyboard, see Section 3.3.8. 


Change Dealership Identifier 


After you have entered the importer number, the “Enter Importer number” function is 


replaced by “Change Dealership Identifier” function. With this function, you can change 
your dealership identifier at any time. 


2.3.4 Notes for start-up with EU5 licence 


You can obtain the licence and the brand CD via Volkswagen's erWin portal. For this you 
have to registered as a user. 


The user authorization refers to the licensed period of time and begins from the moment 


you first call up “Guided Fault Finding” or “Guided Functions”. The validity period is dis- 
played in a dialog box after the licence check. 


Note about this: the time point of the first dial up is decisive for the duration of validity and 
not the number of hours used. You will be automatically logged off by the erWin server 
after the expiration of the utilisation period. Under certain circumstances, this can lead to 
an already started fault finding not being completed. 
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2.3.5 Completion of the start-up 


After the platform has been initialised with the necessary basic data, two steps are still 
needed: 


e Check whether the date and time correspond to actual time. Correct the data, if need 
be. You can find more information about this in section Section 9.9 Date/time. 


e In order to use the platform for maintenance and diagnosis, you need the respective 
brand data. They are delivered on CD and can also be ordered via the erWin portal. 
Section 2.5 shows how the brand data is installed. 


£^ 
LJ 
A 
cu 
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S aas “esp. Initial start-up of the VAS-PC software 


Jor 
{9 
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co ey 


2.4 After er the start-up $, 
£ Z 


With the “Go to” operating button and subsequent selection of the “Exit” line, you can 


$ 


return to. the start screen from the “Administration” operating mode. $ 


Depending on the operating mode, the platform displays a start mask which reflects the 
valid usér rights. For a tester with the “normal” operating mode, this is the following 
mask: = 


* JOsseujoeuuc 
Se «ULT 


Vehicle diagnostic-, measuring- and information system 
Version -GB- 16.00.00 17/09/2009 





image 2-11 Start mask in normal operating mode after entering the dealer data 


The current version of the base CD is shown in the start mask. Included in this informa- 
tion are the language designation, version number and version date. 


The start mask offers the following selection: 


e Vehicle Self- Diagnosis, see /7/ (only for testers with “normal” operating mode) 
e OBD, see /7/ (only for testers with “normal” operating mode) 

e Test Instruments, see Chapter 5 (only VAS 5051B) 

e Guided Fault Finding, see Chapter 6 

e Guided Functions, see Chapter 7 

e Audi Flashing, see Chapter 8, is only displayed, if an Audi brand CD is installed 
e Administration, see Chapter 9 
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In the navigation toolbar you will find the following functions: 


e Operating button “Go to” to change to another operating mode or end the VAS-PC 
. i Print, see Section 3.5 and the corresponding sections of the respective operating 


modes 
.  ? (Help), see Chapter 10 
. (safety information), see Section 3.3.6 


e Set correct date and time 


2.5 Installing brand data from CD 


n Note 


VAS-PC diagnostic software is only compatible with brand data of the same version. 
Installing brand CDs with other compatibility numbers leads to cancelling of the installa- 
tion procedure. 








For Guided Fault Finding and Guided Functions to work, you must install one or more 
brand CDs. Within this context, the compatibility numbers from the base CD and the 
brand CD must correspond. The installation attempt will otherwise be aborted with an 
error message. 


The brand CD is installed as follows: 

1. Open the CD/DVD drive and'insert the desired brand CD. Be sure to read the infor- 
mation about inserting CDs (see Operating Manual VAS 505x Hardware 13/). 

2. Close the CD/DVD drive. 


3. Actuate "Administration" operating button. 
The “Administration, CD Update/Installation” mask appears. 


4. Select the "Install update" menu item. Confirm the subsequent security query. 


f^ 
LJ 
ae 
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5. The contents of the brand CD are now installed on the platform. It can take up to an 
hour to carry out a full installation. As soon as installation is complete, the platform 
switches from "Administration" operating mode back to the start mask. A brand sym- 
bol in the upper right of the screen shows you which brand CDs are installed on the 
platform. 


VAS 5051B 


Vehicle diagnostic-, measuring- and information system 
Version -GB-V17.00.00 23/09/2009 





image 2-12 Start mask with two installed brand CDs 


6. Remove the CD from the drive. 
If you want to install additional brand CDs, repeat steps 1 through 6: 
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3 Operation of the masks 


Gerátenummer: 73209 
Importeursnummer: 123 
Betriebsnummer: 99968 
SIEMENS AG 


Netz-Update 

Selbsttest Schlüssel-CD einlegen! 

Andern Betriebs 

Signalgeber Zur Freigabe der erweiterten Funktion 


Startgrafik ausW47 Wm Sperren der erweiterten Funktion 
Inhaltsverzeichni 


Dimension Druck / Temperatur 
Netzwerkeinstellungen 





image 3-1 Overview — masks 


More information for the individual elements of the mask may be found in the following 
sections. The relevant number inthe figure must thereby be referenced: 


Left and right information window 


Scroll bar 2 
Dialog box á 

Navigation bar with control buttons “Back”, Go to”, "Print", "Help 
Operating buttons of the navigation toolbar 

Selection bar P 

Work window (behind the activated dialog box) 


In "Vehicle self-diagnosis" operating mode, the use of the. masks may differ from this 
description. For more information about the operation of the vehicle self-diagnosis, see 
the Operating Manual for Vehicle self-diagnosis /7/. 


» & 


, Warning" and clock. 


ee le ee cx 
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3.1 Masks 


The graphic displays on the screen are known as "masks" (Fig. 3-1). They display all the 
information and control functions. 


The VAS-PC software masks are usually structured in the same way: in the bottom sec- 
tion there is a bar with control elements (the navigation bar); the middle and largest sec- 
tion is taken up by the work window in which you make your selection or can enter 
values. The two information windows are above the work window. 


3.2 Operating buttons 


In each mask, you will only see the operating buttons (Fig. 3-1, No. 5.) that are neces- 
sary at the moment. You select the various functions with these operating buttons. The 
colour of the control operating buttons you whether or not it is activated. If the operating 
button is dark, it is pressed or switched on. 


pressed operating operating button not 
[EE button, function | pressed, function 
active can be activated 


You have selected and\activated this The operating button offers a function that 
operating button..As soon as you are no Can be activated. You have not, however, 
longer touching the operating button, the selected it. 

desired command is executed. 


3.3 Work window 


The work window (Fig. 3-1, No. 7.) takes up the largest part of the mask. The display 
changes according to the operating mode and current progress. 
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3.3.1 Left and right information window 


Most of the masks contain two information windows (Fig. 3-1, No. 1.), which are located 
above the work window. 


n Note 


The contents of the working and information windows illustrated in this operating man- 
ual are examples and need not necessarily be the same as the contents of your plat- 
form. 








The left-hand information window displays the following information: 


». 1.liné: Name of the operating mode (example: Guided Functions). 
e 2 line: Name of the activated function (example: Vehicle Identification) 


&' 3. and 4th line: Operating instructions (e.g.: Select engine code), status (e.g.: Function 
not found) or detailed information on the displayed function 


Audi V07.58.00 21/06/2004 
Audi A8 USA 2004» 

2004 (4) 

Saloon 


Guided Fault Finding 


Vehicle Identification 





BFM 4.21 Motronic / 246 kVV 


BHT 6.0l Motronic / 331 kVV 


25.05.2007 
10:52 


image 3-2 Display in the left-hand information window 
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The right-hand window shows the results or the previously selected section. In “Test 
instruments” operating mode, fault reports are also displayed in this window. 





image 3-3 Selection of a complaint report in the right-hand information window 
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3.3.2 Dialog box 


A dialog box (Fig. 3-1, No. 3.) is a small mask which is.displayed over the.main mask. 
It shows additional information, operating possibilities and malfunction messages to be 
able to execute further steps in the selected program. 


,8 = 


As long as a dialog box is open, the-operating buttons of the main mask cannot be 
pressed. You have to press an operating button in the dialog box to close it first. 








The following operating buttons may appear in the dialog boxes: 


Table 3-1 Control buttons of the dialog boxes (selection) 
































Operating Meaning 
button 
Cancel You abort an action and return to the previous mask. 
Display Allows you to display image or text documents. 
Exit You end an operating mode and return to the system start screen. 
OK You confirm the action or,a dialog with "OK". em] 
Pause Work is interrupted briefly andthen continued ^^ 
Close The dialog box is closed. 
Overview You are shown a selection list where you can select the desired 
text or action. 
Interrupt Work is interrupted for an extended period of time, and data is 
saved. 
c Printer symbol: Starts a screen printout which sends what you see 
ee on screen to the selected output medium. For more details, see 
bet Section 3.5.1 














The help also appears in a dialog box. See Chapter 10 for using help. 
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3.3.3 Selection bar 


After selecting a line in the work window or in a dialog box, this line is highlighted by 
means of a black selection bar (Fig. 3-1, No. 6.). The words in the line you have selected 
are shown in white. 


After you have marked your text, the next mask will usually appear as soon as you stop 
touching the touch screen. 


If this is not the case, the diagnostic software offers you the possibility of selecting sev- 
eral texts. Select all the texts you want to mark. To then go to the next mask, press the 
“Continue” operating button (see Page 3-8). 


3.3.4 Scroll bar 


If the complete text cannot be displayed in a dialog box or mask, a scroll bar (Fig. 3-1, 
No. 2.) appears on the right. It consists of a slide and two arrows. The length of the slide 
shows you whether it is a large or a small document. The smaller the slide the larger thé 
text which has not yet been displayed. In order to read the text not being shown, move 
the slide up or down with the left mouse key or with your finger. The desired text 
becomes visible in this way. You can, however, also move it line by line. If you activate 
the "Arrow down" ( y) the text-moves up one line; with the "Arrow up" (AJ) key it moves 
down one line again. 


v Ps 
i 


k 
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3.3.5 Cursor 


The cursor (Fig. 3-1) of the software takes on various forms depending on its current 


function. 


Table 3-2 Forms of the cursor 





Appear- 
ance 


Function 


Note 





The “arrow” is the cursor form 
with which you select functions 
or operating buttons. 


Depending on the device and the 
connected hardware, you can acti- 
vate the functions and operating but- 
tons with the touch screen or with the 
mouse. 





PX 








The "hourglass" appears when 
the software is processing your 
inputs. 


The “printer” appears when you 
have sent a print command to a 
connected printer by pressing 
the “Print” operating button. 





No further inputs should be made 
when this display appears. Wait until 
the cursor changes back to an arrow. 


No further inputs should be, made 
when this display appears. Wait until 
the cursor changes back to anvarrow. 








I3) 
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p E QS, 
3.3.6 Navigation bar. > o 


S 


The navigation bar (Figs f 1, No. 4.) is at the bottom part of the mask. You can all help 
and service functions with the operating buttons in this line. The navigation bar contains 
a maximum of eight different operating buttons as well as the indication of the date and 
time. The number of operating buttons actually available depends on the type of mask 

and its current states 


SƏu}29ə1109 aU} ¢ 





25.05.2007 
10:45 


image 3-4 Overview of zd buttons on the navigation bar (example) g 


After you have pressed the desired operating button, the software will carry out the corre- 
sponding action. S 9 


If provided, the operating buttons appearing on the navigation bar have the folowing 
functions: s 


KA S 
'Qr e ^ 
You abort the current function or retuímto the previous mask. 
M8199), o6eN 
vi Old "OM Ug 


Switch from “Guided Fault Finding” or "Guided Functions" to another 
operating mode. You can select all possible operating modes in the 
opening dialog box. 


You switch directly to the selected operating mode. 


n “Guided Functions”, you switch directly to the mask of the vehicle 
system test. 


n “Guided Functions”, you switch directly to the vehicle system test. 
You call the platform help function (see Chapter 10). 
By pressing this button, you can view general warnings ("Caution", 


"Warning") and notes. 


You switch to the next mask. 
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Gate You open the “Go to destination” menu. In the menu, you will find dif- 
| ferent items depending on the current operating mode and function of 
the platform. 


e Press “Cancel” to go to the first mask of your operating mode. 
e Press “Exit” to go to the start mask. 


» When you select "Administration", you go to a limited number of 
administration functions. You can also use these functions in other 
active operating modes, such as "Test Instruments" and "Guided 
Fault Finding". Afterwards, press the appropriate operating button 
on the navigation bar to return to the original operating mode. The 
following functions are available at present (depending on the 
device; see Chapter 9 for function descriptions): 

- Change Dealership Identifier 

- Contents 

- Display user documentation 

- Network settings 

- Configuration of vehicle communication (not VAS 5052A) 


» lf other applications are active in addition to the described operat- 
ing modes, you can switch to the applications by selecting the cor- 
responding name. 


e In "Guided Fault Finding", the test steps are offered that have 
already been carried out. This allows you to go back in the function 
test in order to change entries or selections as needed (see 
Section 6.3). 


Print the screen image or save.as image. 
For the print options, see Section. 3.5. 


Ç 


Operating manual for VAS PC software V08.0 — 02/11 — All rights reserved. 
A5E00330050/080 3-9 


Operation of the masks 





3.3.7 Slide control 


You can change the setting values continuously with the slide control. 


image 3-5 Slide control 
Touch the lighter coloured slide control and pull it slowly to the right or to the left depend- 
ing on whether you want to set the value higher or lower. 


If you touch the area to the right or left.of the slide control bar, the value is incremented or 
decremented. 


3.3:8 Using the virtual keyboards 


Not all testers have a traditional keyboard. If it is necessary to input data, a so-called “vir- 
tual keyboard" appears on the touch screen, allowing you to enter text by touching the 
individual keyboard buttons on the screen. The layout ofthe virtual keyboard changes to 
suit the application case in question. 


A virtual keyboard consists of an input field which provides various keyboard keys and a 
display field alongside or above it which displays the text you have input. 


The tester uses several types of virtual keyboards for special tasks. Examples are shown 
in the following chapters. 


4) Note 


You can also enter characters using a keyboard connected to the tester or use a mouse 
to-actuate the keyboard buttons. See Section 3.4.1: 


2 
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3.3.8.1 Alphanumeric keyboard 


When the alphanumeric keyboard appears on the screen, you can enter letters, numbers 
and special characters. You can view the input in the field above the keyboard. 


To enter a text or string of numbers, touch or click the desired keyboard buttons in the 
right order. 


(è) Note 


If the text or the sequence of numbers is too long, an acoustic signal is emitted. 


Examples of alphanumeric keyboards are shown in Fig. 3-6 and Fig. 3-7. Depending on 
the task, different keyboards arrangements are used. 











-—— Display field for 
entered texts 


HUBEBHBDHUDU H 
wje|r[t]viu[r]e| eO |. 
ajsie[risik' MEN 
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préssed and marked dark grey 


oU 
Y 


RS 
image 3-7 “Alphanumeric keyboard ur letters) with display field; the “uppercase letters” key is 
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Special keys 


The alphanumeric keyboard has special keys. Special keys“C” and“Q*are highlighted in 
white in order to differentiate these from the greysletter keys “C” and “Q”. 


The special buttons have the following special functions: 


= Bp 


"numm 


This special key (C 7 "Clear") deletes the last entered character. To 
delete several characters, activate the "C" key several times in a row. 


With “Q” (Q 2 *Quit") you confirm and terminate your entry in the 
active line. 

In multi-line input possibilities, you can use "Q" to move to the next 
line. In the left hand information window you are shown how many 
characters and lines you can enter. 


This key corresponds to a keyboard shift key. When you use it, the 
display of the‘keyboard changes from uppercase letters with special 
characters to lowercase letters with numbers and vice versa (see 
Fig. 3-6, Fig. 3-7). This key only appears in the alphanumeric key- 
board. 

Note: Special keys-are only available in the “Uppercase” mode and 
numbers only in the “kowercase” mode. 


p + 
+ 


This key inserts a space between words or atl 
This key moves the input position up a line. 

This key moves the input position back a character. 
This key moves the input position forward a character. 


This key moves the input position down a line. 
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3.3.8.2 | Numerical keyboard 


Enter the desired value by touching the number keys. The numbers you have input will 
be displayed in the field at the top. 
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image 3-8 Numerical keyboard with display field 
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3.3.8.3 Decimal keyboard 


Enter the desired volu pyra detmsthe number keys. The numbers you have input will 
be displayed in the field to the left. Ot oy 
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image 3-9 Decimal keyboard with display field 
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The décimal keyboard includes special keys "C" and Qa ‘and the arrow keys. The two 


special buttons "C" and "Q" are highlig hted in white, Similar to the alphanumeric key- 


board and correspond in their functign. The keyboard also has the following additional 


106, 
special keys: “4g Pape. = opens 
al This key inserts a positive sign. 
E This key inserts a negative sign. 
ie This key inserts a decimal point. 
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3.3.8.4 Hexadecimal keyboard 


Enter the desired value by touching the characters. The numbers you have input will be 
displayed in the field to the left. > 
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image 3-10 Hexadecimal kéyboard with display field 


Special keys 


The hexadecimal keyboard includes special keys “C” airo and the.arrow keys. The 
two special keys "C" and “Q” are highlighted i in white, sifailar to the-alphanumeric key- 
board and correspond in their function. ~~ one" 
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3.4 Keyboard and mouse 


3.4.1 Keyboard 
You can also make inputs via a connected keyboard. It is an alternative to the virtual key- 
board in Section 3.3.8. 


The keyboard is supplied for a particular language. Your keyboard assignment can be 
set using the usual procedures under Windows. Additional information may be found in 
the VAS 505x Installation instructions for the diagnostics software /8/. 


3.4.2 USB mouse 


As an alternative to operating the touch screen, the diagnostic software can also be 
operated with a connected USB mouse. 
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3.5 Print 


There are two possibilities to print from the respective program run: either using the 
"Print" operating-button in the navigation toolbar or in the title bar of the active mask. You 
can cancel the "Print screen" function by clicking on "Continue" without making a selec- 
tion. 





If you select the "Print" operating button in the navigation bar, you can 

select the output location (printer or external memory drive). 

e Screen 
Prints the contents of the screen that is currently visible (screen 
shot). This option is always possible. 

e Enter vehicle ID no./licence plate no. 
In operating modes "Vehicle Self-Diagnosis", "Guided Fault Find- 
ing" and "Guided Functions", you can enter the chassis number 
and licence plate number of the tested vehicle before issuing the 
log by using the alphanumeric keyboard that appears. In this way, 
the vehicle ID number and"lióence plate number will appear in the 
log, allowing clear identification later on: When logs are saved to 
removable storage device, the. vehicle ID number also appears in 
the file name. For this reason, it must be entered before saving. 
This data is deleted after you quit the operating mode. 

e Safely remove hardware 
This menu item is only available if you have used a USB external 
memory drive to output data. Make sure to select this option prior 
to disconnecting the external memory drive from the tester, other- 
wise the transferred data might be lost. A dialog box informs you 
when you may disconnect the external memory drive without any 
loss of data. 

You can find further print functions (diagnosis protocol, ...) in the 

appropriate sections of the corresponding operating modes. 


When starting a print job, a dialog box appears for the determination 
of other options; see Section 3.5.1. 


4) Note about protocols 


In the diagnosis software, protocols are output in XML format together with the corre- 
sponding format file “report.xsl”. If data is on an external memory drive and it is to be 
displayed on a PC, an appropriate application for reading the data is required, such as 
Internet Explorer 6.0. The format file is only written to the external memory drive once, 
even if multiple protocols were output. It specifies the format of the pages displayed. 
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3.5.1 “Print/Save” dialog box 


On assigning a print job, a dialog box appears. Its operating buttons depend on the cur- 
rent situation: 


Print or save screen shot 





image 3-11 Dialog box for output of a screen printout 


Use this dialog box to specify the print Jobin ‘detail. You may. enter multiple outputs in 
succession, e.g. one fora printer, (paper) and one for a USB memory. 


Select whether the screen printout i is to be sent to an installed printer (*Print operating 


button) or be saved as pictüre file ("Save as" operating button). You can | Save the picture 
anywhere you want. & 2 


Y 


€ 
The dialog box remains open until you press the "Continue" button. 


If you press the printer symbol on the title bar, another dialog box appears a ou can 
use to specify the output of the desired screen content. 


os 


Functions of the possible operating buttons: 3 
. Print 5 3 

Printout to the configured printer. z 
e Saveas. 5 8 


Output to a i storage location which will be specified in the next dialog field, "Select 
folder". If you connect a USB memory later on, the corresponding drive willbe dis- 
played in the folder selection list. y 
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e Send for online technical support 
Output to the “ProtoURL” address via LAN connection (display option, see 
Section 9.17.3). If there is no connection, an appropriate message is displayed and 
the protocol is stored temporarily on the tester (also see Section 6.16). You can only 
send the diagnostic protocol of the “Guided Fault Finding/Guided Functions” online. 


e Safely remove hardware 
This operating button appears if a USB memory is connected. Press it before you 
remove the USB memory (also see Section 3.5). 


«e Enter vehicle ID no./licence plate no. 
If the vehicle identification no. and the:ticense plate no. are required to output a pro- 
tocol (also see Section 3.5), these values are requested here if they/have not been 
entered yet. 
If the vehicle identification number has already been entered or found automatically 
during the vehicle systemtest, then you only need to enter the vehicle license number. 
It is not possible to repeat the entry. After such a data request and the corresponding 
input, you will need to:restart the printout. 


«e Help 
Help for the dialog. 

e Continue 
Closes the dialog box. If you have selected neither a printer nor a storage location; 
cancel the dialog bex without output. 


Printing the diagnosis protocol 


If a diagnosis protocol is output, you are asked whether you would like a complete proto- 
col or a short version (see Section 6.13; not for “Send for online technical support"). 


vo? 


Printing user manuals A 


Printout is only possible using a printer; the-^Print/Save" dialog box does not appear. 
However, the desired page range can be entered prior to printing. 
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4 Vehicle self-diagnosis/OBD 


The vehicle self-diagnosis is only available on testers of the VAS 505x series (VAS 5051B, 
5052, 5052A, VAS 61xx diagnosis laptop) and on a PC with ALM licence. 


B. 


Information on the use of the "Vehicle self-diagnosis" mode can be obtained from the 
Operating Manual Vehicle Self-Diagnostics/7/. 
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5 Test instruments 


5.1 Overview 


The "Test Instruments" operating mode allows you to set the testing unit with the help of 
parameter masks and then use the unit to perform tests. Measurement results are dis- 
played numerically or graphically-on the screen. 


4) Note 


The VAS 5052x and VAS 61xx testers and those for installation on commercially availa- 
ble computers do not have their own test instruments. The measurements required for 
"Guided Fault Finding" must be obtained using external testing devices. The measure- 
ment results are entered as replacement values into the Guided Fault Finding via a vir- 
tual keyboard when using commercially available measuring devices. When using the 
VAS 6356, the measured values are automatically taken over in function tests. The 
"oscilloscope" function is not available here. A malfunction message appears for the 
selection. 








The following functions are available in7Test Instruments" operating mode: 


e Multimeter 

. DSO =< 

In addition, you can also use the operating buttons on the navigation bar to switch to the: 
e Vehicle Self-Diagnosis, 

e Guided Fault Finding and 

e Guided Functions 


operating modes. You can only do this if you began your diagnostic session in one of 
these operating modes. 


O Caution! 


Use the test instruments only on vehicles and vehicle components. 








In the “Test instruments” operating mode functions you can also have selected measured 
values from “Vehicle Self-Diagnosis” displayed in parallel. 


5.1.1 Printing measured values 


Via the “Print” operating button and then selecting “Screen”, you can output a copy of the 
screen to the output medium specified. 
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5.2 Starting the Test Instruments 


The test instruments are accessed from.thestarkangsk. ey pressing the “Test Instru- 
ments" operating button. e No. o 
Ss 


ee 
cO. 





VAS5052A 


Vehicle diagnostic-, measuring- and information system 
Version -GB- V16.00.00 17/09/2009 


* JOsseujoeuioo eur 0? 


"Uu, 


Sy, 
Al “Uo 
Ney 









Start mask, calling up “Test Instruments” 
Dy, 


The “Multimeter” mask always appears after it is. 


9813 990, | 


image 5-1 





Free use 


Test instruments can be programmed to carry out a fault search as part of a function test 
(see Section 6.11) — for example, for checking wiring — or be used as desired. For free 
use you can select instruments directly from the start mask using the "Test Instruments" 
operating button or using non-fixed functions on the navigation bar of the other operating 
modes. If the test instruments are currently in use in a function test, they will not be avail- 


able for free use. 


When "Test Instruments" is started from the start mask, the "Multi- 


aa meter” mask always opens first but when switched from the operating 
modes, the mask last used will open first (multimeter or DSO). 


You can change between the “Multimeter” and “DSO” masks via the “Go to” menu. 
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5.3 Multimeter 


Setting the multimeter 


When accessed from the start mask, the “Multimeter” mask is displayed in its “Voltage 


URD” basic setting (see Fig. 5- -2), When youretum to the "Multimeter" mask, the setting 


shown will be the last one used since the operating mode was started. 
Once the mask appeals, the current setting is used to perform a Calibration. 
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Test Instruments Voltage U/R/D 
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The "Multimeter" mask is used to operate the fiultimeter as a free measuring device. You 


can set measurement functions, perform measurements and read the test results in it. 
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Function blocks 


The operating buttons on screen for selecting the measurement functions of the two 
function blocks have differently coloured inscriptions. 


The selectable measurement functions are divided into two function blocks (Fig. 5-2): 


e Function block 1 (measurements via U/R/D measuring lead, yellow inscription) 
- Voltage U/R/D 
- Current U/R/D or inline current 
- resistance U/R/D 
- diode test U/R/D 
- continuity test U/R/D 


e Function block 2 (measurement via current.pick-ups, DSO1 measurement cable, 
pressure / temperature sensor, green.inscription) 


- voltage DSO1 

- pressure T/D 

- temperature T/D 

- Current via current pick-üp 


Two measurements simultaneously 


You can perform one measürement from function block 1 or function block 2 or you can 
perform one from each of the function blocks simultaneously (for example, see Fig. 5-9). 


You can operate both measurement functions the same way as if each of them was the 
only measurement currently performed. 


To display both measured values, the display is divided in the middle and the first meas- 
ured value is cyclically shown on the left and the second on the right, parallel to the first. 


If there is a second measurementfunction selected in the function block which is not 
needed, you can switch it off by selecting it again. 


The measurement value bar and the Min/Max display under theWalue displayare omit- 
ted when two measurements are active at the same time. 


Overflow / underflow of measurement values 


An overflow or underflow of measurement values for measuring the voltage, current and 
resistance is indicated by “+++++” or “- - - - - "in the display field and the value display of 
the Min/Max function. 
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Calibration 


An automatic self-calibration feature is built in to the multimeter functions. It is performed 
the first time the corresponding operating button is activated. If you switch measurement 
types, it will also calibrate in the new measurement type. 


This calibration will also take place when you return to the “Test Instruments” operating 
mode if has been more than an hour since the last switch. 


You can also perforni the calibration manually if necessary (see "Calibration" control but- 
ton, Section 5;3.10). 


5.3.1 Direct and alternating voltage measurement 


Measurements can be performed directly with the tester (VAS 5051B) or by entering a 
replacement value (5052x, VAS 6150). You will receive a replacement value by taking 
the values with an external measuring device and make these:manually available to the 


Press "Voltage U/R/D" to select the “Voltage measurement" measure- 
ment function. 


You select the "Direct voltage" measurementtype. (max. 50 V). 
You select the "Alternating voltage" measurement type (max. 40 V). 


Use the display box for the measurement range to switch from auto- 
matic to manual Measurement range selection. You can reactivate 
automatic measuf@ment selection by pressing on the display box a 
sécond time. = 


You set the next higher measurement range when selecting measure- 
ment ranges manually. 


You set the next lower measurement range when selecting measure- 
ment ranges manually. 


+ 
(D 
o 
+ 
gu 


The colours of the triangles on the measurement selection buttons 
indicate their status: 


e Yellow triangle = Measurement range changes possible 
e Black triangle = operation blocked 
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With "Freeze Frame", you "freeze" the measured value display. 


This pauses the cyclical repetition of the measurement and the last 
display remains on screen without changing. 


Press the "Freeze Frame" operating button again. Cyclical repetition 
of the measurement restarts and the display is updated on a continu- 
ous basis. 


Freeze frame remote.control 


Press the button on the end of the measurement cable test probe to 
start the "Freeze Frame" function by remote control: when measuring a 
vehicle. 


Extreme values 


While a measured value is being displayed, you can press the Mini- 
mum Maximum operating button to start the "Extreme values? func- 
tion. 


The "Extreme values" function calculates the current minimum and 
maximum values from the measured values displayed and shows 
them both in the measured values bar in the form of two vertical lines. 
These extreme value lines represent the fluctuation range ofthe 
measured values. 


The values calculated for the minimum and maximum measured value 
are displayed below the lines. 


Extreme values can only be switched on when one measured value is 
being displayed (but not for two diis ous measurements). 
ae 
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§.3.2 Direct and alternating current measurement inline 


measure currents up to 2 A (VAS 5051B) or 10 A (VAS 5051) here. 
The current circuit is opened and the tester is connected into it directly 
as an ammeter (in-line measurement). 


Press the display box for the measurement range to switch from auto- 
matic to manual measurement range selection. You can reactivate 
automatic measurement selection by pressing on the display box a 
seconditime oec 
jov? esy, 


Por 


To select the "Current measurement" measurement function, actuate 
zz the “Current U/R/D” or “Inline current" operating button. You can 


N 
aol Ju. 
e 2 Vany 


The other elements of this mask are identical to those of the direct and alternating volt- 


C 


age measurement masks (see Section 5.3.1). Se 
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image 5-4 "Multimetei" mask, current  measürément 
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5.3.3 Direct and alternating current measurement using current pick-up 


If the operating button is pressed without a current pick-up being 
zo | plugged in, an error message will appear: “Current pick-up not con- 


nected”. If, however, one of the four current pick-ups (50 A, 100 A, 

500 A or 1800 A) is plugged in, it will be detected automatically and dis- 
played in the right-hand information window. Disconnecting the current 
pick-up will only be detected during measurement. Plugging the current 
pick-ups into another socket during a pause will be detected when 
measurement i is restarted: ang ine right-hand information window 


c 


«^ will be carried out before the first measurement i is made. 
( | The measurement ranges are adapted: automatically to the pick-up 
ERI type which was detected. D 
S Press the display box for the measurement range to switch from automatic 
> to manual measurement range selection. You can reactivate automatic 
measurement selection by pressing on the display box a second time. 


o 





Note 


If carrying out measurements with current pick-ups, remember to recalibrate the pick-up 
when measuring low currents because of possible magnetisation: if you have previously 
uséd the pick-up to measure currents in a higher range. For example, this would arise 
when ll the quiescent current after switching off the ignition. 





The ot elements of this mask are identical to those of the direct and alternating volt- 
age measurement masks (see Section 5.3.1). 7 


Test ERG 50A current pick-up y 
Multimeter 


Q 






image 5-5 “Multimeter” mask: current measurement with the 50 A current pick-up 
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5.3.4 Resistance measurement 


Press the display box for the measurement range to switch from auto- 
matic to manual measurement range selection. You can reactivate 
automatic measurement selection by pressing on the display box a 
second time. 


Test Instruments Resistance U/R/D 
Multimeter 


Press the "Resistance U/R/D" operating button to select the “Resist- 
rM ance measurement" function. 





image 5-6 “Multimeter” mask, resistance measurement 
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When the 0...100 Ohm measurement range is selected, the calibration for this measure- 
ment range is started. Dialog boxes prompt you to take the actions necessary for this. 


d 

D , 2 

2 Use of the “=” and “~” keys is blocked. 2 

$ The other elements of this mask are identical to those ofthe direct and alternating volt- 

© age measurement masks (see Section 5.3.1). e 
v > 
o S 
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5.3.5 Continuity test 


Press the “Continuity test U/R/D" operating button to select the "Conti- 


EDAM nuity test" measurement function. It indicates a connection or an open 
line. 
Test Instruments Continuity test U/R/D 
Multimeter 


gu 
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“Multimeter” mask, continuity test, connection 
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penes] D Press the "Freeze Frame" operating button. z 
“This pauses the cyclical repetition of the measurement and the last 
display remains on screen without changing. $ 
i so 
Press the “Freeze Frame” obi ating button again. Cyclical repetition 
ja d the display i is updated on a continu- 


of the meásurement restarts= 
9193) Oy aĵ 
ous basis. Oley “owe 






Freeze frame remote control 
Press the button on the end of the probe tip of the measurement cable to start the 


"Freeze Frame" function by remote control. 
Use of the “=” and “~” keys is blocked. 
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Display 


The results of the continuity test are shown in graphical form: 


Rec = Connection (see Fig. 5-7) 


— Open circuit 


od 


When the closed switch symbol is displayed, a signal tone is also heard. 


a 


LJ 
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5.3.6 Diode test 


Press the “Diode test U/R/D” operating button to select the “Diode 
pe Test” measurement function. 


Press the Freeze S Eae aprating button. 


This pauses the c óydical repetition: ofthe | measurement and the last 
display 1 remains on screen without changing. 


Press the "Freeze Frame" operating button again. Cyclical repetition 
of the measurement restarts and the display is updated on a continu- 


ous basis. 
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Freeze frame r remote control 


In wp. 


Press the button on the end of the probe tip of the measurement cable toa ctivate the 
"Freeze Frame" operating button by remote control. 


Use of the." and “~” keys is blocked. 
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image 5-8 “Multimeter” mask, diode test, diode in conducting direction 
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Display 


The result of the diode test is displayed as a graphical symbol: 


ca Diode in conducting direction (see Fig. 5-8) 
| 


+ | 


Diode in non-conducting direction 


/N 


ES 


Short circuit 


Open circuit 
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5.3.7 Voltage DSO1 


The “Voltage DSO1” function gives you in addition to the U/R/D functions a greater volt- 
age measurement range up to + 400 V peak voltage (also with AC voltage). You can use 
this function in combination with the measurement functions of function block 1 (Fig. 5-2) 
and thus make two,measurements:in parallel. 

ak? Esp 


‘Of 


Qu, 


o9! € 
Test Instruments Voltage U/R/D 
Multimeter Voltage DSO1 











Js, "oS 
MA. [n cox 
© Ay E AI. e] : 
Catition! a Use of the DSO cable 
The DSO cables (with blue identification of the pin plug) are approved for voltage peaks 
up to 400 V and not designed for use in the measurement categories Il, Ill and IV. 


For this reason, use the DSO cables only for measurements on the vehicle. Keep possi- 
ble overvoltages in mind when measuring. 


Measurements on the mains voltage are not permitted. 
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5.3.8 Pressure T/D 


Connect the appropriate pressure sensor and press the “Pressure T/D” 

mW | operating button. The connected pressure sensor will then be 
detected automatically and calibrated to atmospheric pressure. The 
corresponding measurement range will then be preset. The measured 
value display is the relative pressure. In "Administration" operating 
mode you can specify "bar" or "Ib/in?" (see Section 9.16). 


Press the "Filter" operating button.to filter out higher frequency inter- 
ference (more strongly damped display):«.,. 
eo" T a 
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5.3.9 Temperature TID 
S 
> 
& 
Connect the temperature sensor for measuring fluids or air and press 
the button "Temperature T/D". The connected temperature sensor will 


pee $ 
-  fhen be detected automatically and calibrated. In "Administration" 
operating mode, you can specify Celsius (°C) or Fahrenheit (°F) 


Z: 
$.. 
Z. 
Zs 





= 
5 
5 (see Section 9.16). 
a 
Test Instruments Temperature T/D (air) 


Multimeter 
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image 5-11 "Temperature T/D" mask 
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5.3.10 Calibrate 


Calibrate Press the “Calibrate” operating button to perform a manual calibration 
e of the test instruments and the attached measürement cable. Where 
necessary, dialog boxes guide you through the further actions. 





You should always carry out manual calibration any time you change the DSO measur- 
ing:cable, change or use the current pick-ups at a different location, or use the tester for 
the-first time after a long period, especially if it has been exposed to wide temperature 
fluctuations. 


Calibrate manually in order to compensate additional transition resistance up to the test 
object. when measuring the resistance. Short the connections to the measured object. 
The calibration will then cover not only the measurement cable but also the connections 
to the measured object. 


a 


ae 
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5.4 Digital Storage Oscilloscope (DSO) 


Starting the DSO 


yor" 
N 


Once you are in the “Multimeter” mask press the “Go to” operating button arid select the 
“DSO” menu item. If you want to return to the “Multimeter” mask afterwards, select the 
“Multimeter” menu item in the “Go to” menu. Z 


When changing from application operating modes the mask last used in “Test 
instruments” operating mode-will appear: either the “Multimeter” or the “DSO” mask. 


When entering for the first time, the “DSO” mask will be called up in the basic settings. 
(Fig. 5-12). 


From then on, each time the “DSO” mask is selected the settings used the last time the a 
mode was started remain in force. 


Test Instruments E Auto-Level Mode 
DSO 


Measurementrange Blime base 
coupling, channel A 


Measurement range 
coupling, channel B rigger point 


[Eon | | Time/Div. ! | 
N 


image 5-12 “DSO” mask, basic setting 





The “DSO” mask allows you to use the digital storage oscilloscope as a free measure- 
ment device. You can set parameters, trigger measurements and read the measurement 
results. 


You can display up to three measurement curves on screen simultaneously. To provide 
clearer assignment of the functions, the button labels, the parameters and the displayed 
measurement signals are displayed in different colours: 

e Channel A: yellow 

e Channel B: green 

e Preset measurements: blue 
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You can make the following settings in the “DSO” mask: 


Select the measurement channels using the “Channel A” and “Channel B” operating 
buttons. 


Set parameters for the measurement channels (not available in Auto Setup) 


Select and set parameters for the trigger channel using the "Trigger mode" operating 
button (not visible when you are working in "Draw mode"). 


Select the measuring mode using the "Measuring Mode" operating button. 
Setting the time base via the arrow keys 


Image position and time base 


If none of the operating.buttons "Channel-A", "Channel B", “Trigger mode” or “Measuring 
mode" has been pressed, you can select the image position and the time base. 


Press this operating button to shift the cürve grid-by-grid to the right 
and so to bring sections that are further left into view. 


Press this operating button to shift the curve-grid-by-grid to the left 
and so bring sections that are further right into the display. 


If the curve is shifted to the right or left, the trigger point (shown by a 
coloured arrow) will also be moved. 


Press this operating button to set the next higher time base. 


Press this operating button to set the next lower time base. 





Note 
The smallést time base (VAS 5051 fort VAS 5051B: 1.25 us/Div) can only be set 


with single-channel operation (chanel A or B OFF): The operating button of the 
switched-off channel is hidden. 


Time bases 20, 50 and 100 s/Div can only be set in the draw mode. 


Div. = division (raster). 





Operating manual for VAS PC software V08.0 — 02/11 — All rights reserved. 
A5E00330050/080 5-20 


Test instruments 





5.4.1 Channel A, Channel B 


Press the operating button “Channel A” or “Channel B” to display the 
El operating functions for “Channel”, “Measurement range”, “Coupling”, 
“Min/Max” and “Measurement preset” below the display field and thus 
Ea be able to access them for this channel. 
In addition, a slide control appears at the right-hand margin of the display box which can 
be used to set the vertical shift of the displayed curve. 


Beneath the slide control is the offset voltage displayed (in volts). 


In a two-channel display, for example, you can position channel A in the upper portion of 
the display box and the signal curve of channel B at the bottom. This provides you with a 
clearer screen view, especially if the signal curves do not intersect. 


Test Instruments Auto-Level Mode 
DSO 
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i f ge 5-13 “DSO” mask, two-channel display 2 
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Test connection 


Press the “Channel” operating button to enter the test connection for 
ER the pre-set channel; e.g. "Channel A". 


A submenu appears with the following selection options: 


SZ 50A Pressure DSO2 
SZ 100A Temp. DSO1 
SZ 500A KV OFF 
SZ 1800A 


The designations mean: 
e SZ: Current pick-up 
e KV: kV pick-up 


The line you select is shown inverted. 


Select the desired test connection (measurement cable) and press the “Channel” operat- 
ing button again (or any other operating-þbutton) to accept the selection and close the 
menu. If you select OFF, “Channel A” is switched off. s 


4) Note 


It is not possible to switch off both channel A and B. If “Channel B” is already off, the 
OFF choice does not appear for “Channel A” and vice-versa. 





Measurement range 
You can change the measurement range by one step by pressing the “Arrow up” or 
“Arrow down” operating button. The current measurement range, e.g. “10 V/Div.”, is dis- 


played on the left of the display box (yellow — at the top — to match with channel A and 
green — at the bottom — to match with channel B). 


rw Press this button to set a larger voltage range. 
nd Press this button to set a smaller voltage range. 
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Coupling 


Press the “Coupling” operating button to select the coupling for 
“Channef A”. 





A submenu appears with the following selection options: 


With channel KV and = With channel DSO1, With pressure 
temp.: DSO2 and current pick- 

ups: 
GND (earth) GND (earth) GND (earth) 
DC DC DC 

AC LF 


The line you select is shown inverted. 
Select the desired coupling ànd then press the "Coupling" operating button again. 


« If"GND" is selected, "ChannéL A" is set to its referenée)potential (teste? ground) and 
a flat line is displayed as the sigríal characteristic. In tiis function you'can set the zero 
point of the curve display with the slide.control. - 


«e If“DC” is selected, the direct and alternating voltage portions of the test signal are rep- 
resented. The pre-set DC coupling appears as a “=” symbol on the touch screen (e.g. 
“2 V/Div.=", see Fig. 5-12). 

e If“AC’” is selected, only the alternating voltage portion of the test signal is represented. 


The pre-set AC coupling appears as a “~” symbol on the touch screen. 


e When “LF” is selected a low-pass filter is activated which filters out higher-frequency 
noise. 


If “OFF” is selected in the channel menu, the “Coupling” operating button is not visible. 


Moving the curve vertically 


Press on the slide control and move it up or down the slider track to 
— shift the displayed curve up or down. 


If you touch the slide track above the slide control, you can shift the slide control upwards 
in small steps. 


If you touch the slide track below the slide control, you can shift the slide control down- 
wards in small steps. 
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Preset measurements 


After pressing the “Preset measurement” operating button, the “Preset 
measurements” mask appears displaying a list of available preset 
measurements. 


Preset measurements show sample curves for individual signals compared with the sig- 
nal to be measured. This presets the DSO and you do not have to make any other set- 
tings. If you change some settings, they will no longer match the preset measurement 
and the sample curve will disappear. 





Select a preset measurement from the list. The selected line is'shown inverted. 


Press the "Display" operating button in the "Preset measurements? 
mask to display thesselected sample curve. 





If none of the lines has been selected in the list, a prompt appears: 
Select a preset measurement first that must be acknowledged with the "OK" button. 


« Inthe "DSO" mask, you can use the "Document" operating button that appears to dis- 
play a document relating tothe selected sample curve, containing e.g. notes for adap- 
tation, the installation position of the object measured and the operating conditions. 
Press the “Back” preset measurement to display the sample curve again. 

e Inthe “DSO” mask the saved sample curve is displayed in blue. 

e The “Preset measurement" operating button is shown inverted. 

«e The name of the preset measurement is displayed in the right information window. 

«e The measurement parameters of the selected channels are set to the values at which 
the curve path of the preset measurement was saved. While a preset measurement 
is displayed, only the slide control, the trigger position, the display documents and the 
freeze frame function can be used: 


You can now compare the cyclically measured curve with the fi 


T (ai curve: 
Press the “Preset measurement” operating button again to end the: "Preset measure- 
ment" function. The hidden operating buttons reappear: 


If you press the one of the operating buttons “Channel A”, “Channel B”, “Trigger Mode” or 
"Measuring Mode" during the "Preset measurements" function, the function will be exited 
automatically and the preset curve will disappear from the screen. 


Min/Max values 


This function delivers the extreme values (minimum and maximum) of all curve values of 
the selected channel which occurred since the start of measurement. Display of the 
values cannot be moved to another position on the screen. 
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Press the “Min/Max” operating button to display at the-lower edge of 
the oscillogram the extreme values of the current channel in numerical 
form and in the same colour as the corresponding channel (see 

Fig. 5-13). 





Extreme values are recorded by an overscanning even between the actual scanning 
times. Due to the alternating display of minimum and maximum values, the curve dis- 
played does not appear as smooth as in the normal plot. 


With the two smallest time bases (ms/Div) and in draw mode, extreme values:cannot be 
displayed. 


You can switch display of extreme values back off by pressing the Min/Max operating 
button a second time. Switching the Min/Max function off and on resets to Zero the dis- 
play of the extreme values during scanning. 
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5.4.2 Measuring mode* N 


S 
$ 


Mode” operating button. 


EBENEN Measured value acquisition is parametrised with the ' "Measuring 


When it is pressed, the operating buttons "Auto setup", "Auto level", "Auto"; ZNormar', 
Single" and ' ‘Draw mode" appear below the display field. 


Test instruments i Auto-Level Mode 
DSO 





image 5-14 “DSO” mask: auto-level mode, measuring mode 


In auto setup mode the amplitudes of channels A and B, the time base 
and the trigger threshold are set automatically. 


Auto setup is performed only once each time it is called up. Measuring 
mode then switches automatically to auto-level mode. 


In auto-level mode the set trigger threshold (percentage threshold in 
the range +100% of the signal amplitude) is tracked automatically so 
that a triggered image is always visible independent of the signal 
amplitude. 


In auto mode measured value recording starts automatically in free- 
running operation when a valid trigger event occurs (according to the 
set trigger level) or when a wait time dependent on the selected time 
base has elapsed (no freeze frame). 


In normal mode, cyclical measured value recording takes place only 
when a valid trigger event occurs. If the trigger is missing, a prompt 
appears in the display box at the right. 
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rum In single mode, a measurement is taken only once after a valid trigger 
event. 





Note 


The "Auto Setup" and "Auto-Level" functions can only be used if triggered internally 
(that is, the trigger signal must be selected as a measure channel) or if the trigger pick- 
up is used. 


Auto level and auto setup can only function smoothly with periodic signals with low 
interference. 





In draw mode, measured values are recorded without triggering and 
Rees] the curve is plotted continually from left to right. Draw mode is used for 
displaying low-frequency signals. Long-term measurement is also 
possible in draw mode: Extreme values cannot be displayed. 
(è) Note 
The time base in draw mode can be set from 0.2 to 100 s/Div. 








Operating manual for VAS PC software V08.0 — 02/11 — All rights reserved. 
A5E00330050/080 5-27 


Test instruments 





5.4.3 Trigger mode 


Here you can set the trigger time point from which the signal to be measured is to be 
recorded. 


Press the “Trigger mode” operating button to display the operating 
S| functions for “channel”, “coupling”, “edge” and “horizontal movement” 
under the display field and thus be able to set it. 


A slide control also appears at the right edge of the display box which you can use to set 
the trigger level. 


Volkswar 


Test Instruments Auto-Level Mode 
DSO 





ERU ttr 
10:45 


mage 5- 5 “DSO” mask, trigger mode 


The vertiéal position of the triggef-point in the display field (Shown by an arrow) indicates 
the trigger position. Below the slid@ control you will see the corresponding trigger voltage 
or (in the case of "Auto level’ measuring: mode) the trigger value in %. 


Provided the trigger position is within the valid measurement range, the trigger point 
lights up in the colour of the channel selected (blue in the case of external triggering — 
does not take place via the measurement lines for channel A or channel B). The upward- 
or downward-pointing direction of the arrow shows whether triggering will happen with a 
rising (positive) or falling (negative) edge. 
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Press the “Channel” operating button to select the test connection-for 
the trigger signal. 





A submenu appears with the following selection options: 


SZ 50A Pressure DSO2 
SZ 100A Temp. DSO1 
SZ 500A Pick-up 

SZ 1800A kV 


The designations mean: 


SZ: current clamp 
Pick-up: trigger clamp 
KV: high voltage clamp 


The line you select is shown inverted. 


Select the desired test connection for the triggering. Then press tlfeY'channel" operáting 
button again. 


X^ 


Press the "Coupling" operating button to select the "Coupling" for 
"Trigger mode". 





According to the selection "channel A", "channel B" and the "coupling" set there, a sub- 
menu appears with at least part of the following selection options: 


DC 
AC 


The selected line is shown inverted. 

Select the desired "Coupling". Then press the "Coupling" operating button again. 

e Selecting “HF” (high-pass filter) filters out the low-frequency components of the trigger 
signal. 


» Selecting “LF” (low-pass filter) filters out the high-frequency components of the trigger 
signal. 


. If "DC" is selected, the trigger signal will be DC-coupled (standing DC and alternating 
components included). 


» If "AC" is selected, the trigger signal will be AC-coupled (standing DC components fil- 
tered out). 


Selecting "AC" is not possible in draw mode. 
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4) Note 


If the "Pick-up" trigger signal is selected, the "Coupling" operating button is not visible. 


Only one AC or DC coupling type can be selected: ^ AC" coupling is not displayed when 
thereis "DC" coupling shown for the selected measurement channel, and vice versa. 


Press the "Edge" operating button to select the edge of the trigger or 


ER test signal for the triggering. 
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A submenu appears with the following selection options: 


neg. 
pos. 


The selected line is shown inverted. 
Select the desired “Edge”. Then press the “Edge” operating button again. 


e If “neg.” is selected, the falling edge of the trigger or test signal is used. 
e If “pos.” is selected, the rising edge of the trigger or test signal is used. 





Note 


If the “Pick-up” trigger signal is selected, the “Edge” operating button is not visible. 





The “Left” operating button moves;the trigger grid by grid:to the left, thus 
bringing sections further to the right into view. 


The "Right" operating bütton moves the rigger grid by grid to the right, 
thus bringing sections further to the left into view. 


Slide control for change of the trigger level: 
— Up: sets the trigger level to higher voltage values 
— down: sets thé trigger level to lower voltage values 


Note 


The slide control is not visible when the "Pick-up" measuring channel is selected. 
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5.4.4 Bandwidth limitation (only VAS 5051B) 


By default, the “Bandwidth limitation” operating button is enabled 
automatically up to 0.01 ms/Div. A low-pass filter with a 75-kHz cut-off 
frequency is activated in all measurement channels. High-frequency 
components are blocked. For high-frequency signals (such as CAN 
bus signals), the “Bandwidth limitation” function can be disabled man- 
ually if need be. 





5.4.5 Freeze frame 


Press the “Freeze Frame” operating button. 





Cyclical repetition of the test is paused and the last curve is frozen. 
The “Cursor 1” and “Cursor 2” control buttons also appear (see Section 5.4.5.1). 


Press the "Freeze Frame" operating button button again. 


The cyclic repetition of the measurement is restarted. 


Freeze frame remote control 


Press the button on the end of the probe tip of the measurement cable to start the 
"Freeze Frame" function by remote control. 


Parameters changed 


If you change parameters while using the "Freeze Frame" function, the curve on display 
is not affected. The message "Parameter changed" does, however, appear in the infor- 
mation box at the right because the curve and the set parameters no longer match. 
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5.4.5.1 Freeze.frame with one measurement cursor displayed 


S cS 
S > 


R d. 


9 Press the “Cursor 1” or “Cursor 2” operating button to determine volt- 
issu age values at specific time points on the curve. $ 


gan] The following mask appears when you press the operating button: 


Test Instruments Auto-Level Mode 2 
DSO S 


Cursor | ! 
25.05.2007 
10:45 


image 5-16 “DSO” mask, freeze frame with a cursor 





The “Amplitude Channel A” display box (amplitude) shows the voltage value at the point 
in the curve for channel A where the cursor is positioned. 


The "Amplitude Channel B" display box shows the voltage value at the point in the curve 
for channel B where the cursor is positioned. 


The "Time value" display box shows the time value at the point in the curve where the 
cursor is positioned, relative to the trigger point. 


Touch the curve to move the cursor to this point (rough control). 


Ku Press this operating button to move the cursor to the left (fine control). 


E Press this operating button to move the cursor to the right (fine con- 
trol). 
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5.4.5.2 Freeze frame with measurement cursor 1 and measurement cursor 2 
displayed 


Press the “Cursor 1” and “Cursor 2” operating buttons to determine voltage and time dif- 
ference values between particular points on the curve. 


Press the “Cursor 1” button and place the cursor, as described in 
Section 5.4.5.1, at the point on the curve for which you want to deter- 
mine the voltage and/or time differences when compared with the cur- 
sor 2 position (reference point). 


Press the “Cursor 2” operating button and place the cursor at the point 
on the curve for which you,want to determine the. voltage differences 
to the position of cursor’. 


When the “Cursor 2” operating button is pressed, cursor 1 cannot be moved. 


Touch the curve to move the cursor to this point (rough control). 


The “Left” operating button moves the cursor to the left (fine control). 


The “Right” operating button moves the cursor to the right (fine control): 
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Once both of the cursors have been activated, the following mask is displayed: 


Test Instruments Auto-Level Mode 
DSO 





image 5-17 "DSO" mask, een frame, with, mao 1 and Cursor 2 
The “Amplitude: ditt. NN e. box shows the: Voltage difference between the two points 
on the curve "for channel A where the cursors are located. 


The "Aniplitude diff. B" display box shows the voltage difference between the two points 
on the curve for channel B where the cursors are located 






The “Time difference” field shows the time difference value between the points where the 
cursors are located. E 
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5.4.6 Long-term measurement in draw mode 


Long-term measurement allows a time interval to be set for the measurement process in 
“Draw” measurement mode. After recording, the signal curves are compressed to the 
width of the window and output accordingly. A zoom function allows you to look more 
closely at selectable parts of the curves. 


When the “Draw mode" operating button is pressed, the "Long-term measurement" oper- 
ating button appears (see Fig. 5-18). 


Test Instruments Draw Mode 
DSO 





image 5-18 'DSÓ" mask with operating button for setting long-term measurement 


D- dE 


Since all measured values are compressed to the width of the "UN... values from self- 
diagnosis cannot be displayed or recorded during long-term measurement. 











z Pressing the “Long-term measurement” operating button takes you to 

etarenend the mask for setting long-term measurement (see Fig. 5-19). The 

e "Freeze frame" function is switched on for this purpose. The "Long- 
term measurement" operating button remains jeden during the 
> measurement. Ss 

Hours “m Touch one of the buttons for hours and minutes to select them for set- 
| ] ^. ting with the arrow keys, The previously settime i is kept for a repetition 
= Of, ihe OD -term meas ent. 
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The right-hand operating button decrements the hour or minute by 
v| one unit. 
Al The left-hand operating button increments the hour or minute by one 
unit. 


The maximum duration of a long-term measurement is limited by the sampling rate and 
the number of channels being recorded, since as the sampling rate increases, the quan- 
tity of data also rises. The maximum recording period at a sampling rate of 5 Hz is 

48 hours. 


Test Instruments Draw Mode 
DSO Parameters changed ! 


Hours Minutes 


y ( | 
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image 5-19 "DSO" mask with elements for setting‘long-term measurement 


After pressing the "Long-term measurement" operating button and 
gs setting the time for the measurement interval, start the measuring 
4) Note 


process by disabling the "Freeze frame" operating button. 
During the long-term measuremeBit no USB cables or USB peripheral devices, such as 
external memory drives, keyboard etc. may be removed or connected. That could 
result in the loss of data. 
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While recording is in progress, the right-hand information window shows the reception 
time. During this period you cannot change the parameterisation of long-term measure- 
ment but you can abort early by pressing the “Freeze Frame” operating button again. 
The measurement result is then displayed as if the time up to that point were actually the 
time which had been set. 


Once the time period has finishedy,long-term measurement ends. The “Freeze Frame” 
function switches itself c on automatically and'all of the data recorded is compressed to the 
window width, and displayed (see Fig. 5-20). This presentation is formatted in such a way 
that the extreme values of the compressed data are displayed. 


At the end of long-term measurement you can evaluate the oe curve with the aid of 
cursors 1 and 2 (see Section 5.4.5.2). 


Test Instruments Draw Mode 
DSO Long-term measurement ended 


Hours Minutes 


00 Fi v 
Ee ol i 


image 5-20 “DSO” mask with normal display 





You can however zoom in on any section you wish. 


The "Zoom" operating button is only displayed when no cursor func- 
tion is active. 


Press the "Zoom" operating button to zoom in on a section of the 
ERR recorded data. Pressing the "Zoom" operating button again switches 
the zoom function off again. 
Select the section you want to magnify either by tapping at a point on the measurement 
curve or by selecting a section, dragging it over the screen and releasing it. In the mean- 
time the start and end of the zoom section are marked by cursor 1 and cursor 2. 


The selected range is now expanded to fill the width of the display (see Fig. 5-21). You 
can keep magnifying a section until the data displayed cannot be expanded any more. 
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Briefly tapping on a point causes the data in its vicinity to be expanded to the maximum 
immediately. 


Press this operating button to move the displayed area grid by grid to 
the left until the lower storage limit is reached. 


|l Press this operating button to move the displayed area grid by grid to 


the right until the upper storage limit is reached. 


Test Instruments Draw Mode 
DSO Long-term measurement ended 


Position | | 
EAAS 


image 5-21 “DSO” mask with zoomed display 
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Even in the zoom display you can use the cursor functions in the usual way. 
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5.4.7 Tips and notes 


Auto setup — Your most valuable operating button 


The DSO is equipped with an auto setup mode which automatically calculates and 
makes all DSO settings in response to periodic input signals. If channels A and B and the 
trigger are correctly selected, after a short time you will get an optimally triggered display 
which continues in "Auto level" mode. 


If no curve is displayed, check for the cause in the following order: 


1. Are the DSO cables correctly connected to the tester? 


For most applications, connect the DSO cables as follows: 
DSO1 cable to DSO1 input, DSO2 cable to DSO2 input 


2. Is the correct channel input selected? 
For most applications, set the DSO.for “@hannel A” or “Channel B” as follows: 
Channel A to DSO1 (default), channel B to DSO2 (default) 

3. Is the correct trigger channel selected? 


For most applications, set the channel in trigger mode as follows: 
Channel to DSQ1 (default) 


4. Repeat auto setup. 


If possible, it is always preferable to have auto setup mode with switch to auto level 
mode. Auto setup can also be repeated at any time. 


No trigger 


In normal and:single mode: Triggering will work best when you bring the trigger point 
onto a clear amplitude value. Use the trigger's fine adjuster. If the trigger is outside the 
amplitude, the“No trigger” message appears. Depending on the preconditions, no signal 
curve or a frozen signal curve (no measurement) will then be displayed. 


Now return the trigger manually to the amplitude range until the message disappears. 


i> 
E Y 
P 
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Auto level 


In auto level mode you can trigger signals independently of their amplitude and zero 
position, because then the triggering is based on a percentage amplitude value. 


After the auto setup is completed the mode changes automatically to auto level and the 

triggering is set to 096 of the amplitude value. In trigger mode you can use the slide con- 
trol to set any unambiguous trigger value between + 100%; otherwise the DSO triggers 

in the middle of the measured signal. 


Auto mode 


If you have no information about the signal, use auto mode. In this case, the curve is also 
output even if the trigger is outside the amplitude (untriggered display). 


Afterwards move the trigger manually to a value within the amplitude range for a freeze 
image. 
Normal 


Use normal mode if you are familiar with operation of the DSO. You will only get an trig- 
gered image when the trigger is within the amplitude range of the measured signal. 


Single 


In single mode you can record à one-off event. The signal is measured and displayed 
immediately as a freeze frame. Make sure there is a valid trigger event. 


£7 
J. ^ 
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5.5 Parallel mode with “Test Instruments” and 
“Vehicle Self-Diagnosis” 


5.5.1 Overview 


As an option you can run “Vehicle Self-Diagnosis” and “Test Instruments” in parallel. 
Here, in the “Multimeter” and “DSO” masks, you can also (in addition to the measured 
values) display the following values which “Vehicle Self-Diagnosis" reads off cyclically in 
the background (see Fig. 5-22): 


e Measurement and status values of.the Final control diagnosis" diagnostic function 
e Measurement and status, valües of the “Read data’ block” diagnostic function 
e Measurement and status values of the “Basic settings” diagnostic function 


e Measurement and status values of the OBD functions MS 
. Measurement ànd status values of the LT2 functions c 
. Measurement and status values of the LT3 functions 2 


In each case dp to four self-diagnosis values can be displayed. If more values are read 
out, the first four will be displayed. 


nase 
002°" 


Jo Sseujoauoo eut Ot 


Test SUITES 
Multimeter 


Voltage U/R/D 





25.05.2007 
10:45 





image 5-22 “Multimeter” mask displaying measured values from the “Vehicle Self-Diagnosis” 
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(è) Note 


Since the two operating modes do not function synchronously, in the display of the 
measured values phase shifts will occur, these being caused by the time behaviour of 
the control units and of the tester operating system. With fast dynamic events the val- 
ues from “Vehicle Self-Diagnosis” serve only as additional information and should not 
be linked with the measured values from “Test instruments” in a causal temporal rela- 
tionship. 





After you return to a “Vehicle Self-Diagnosis” mask, a triggerable parameterised DSO 
measurement is retained; for example, a single-shot measurement for a valve control 
pulse. In the "Vehicle Self-Diagnosis"; yóü-can then perform operations in the usual man- 
ner — in other words, you could press the "Continue" button, for example, to continue with 
a final control.diagnosis. When you return to the “DSO” mask afterwards, it will now also 
show the curve which was measured in the background, 


5.5.2 operation 


Parallel mode of "Vehicle Self-Diagnosis" and "Test Instruments" is only possible if you 
switched from "Vehicle self-diagnosis" operating mode to "Test instruments". If "Test 
instruments" operating mode is called directly from the start mask, parallel mode will not 
be available. 


In the “Multimeter” or the “DSO” mask press the “Meas. values Self- 
Diagnosis” operating button. It will only is displayed in the “Test Instru- 
ments" masks if you have switched over from:“Vehicle Self-Diagno- 


SIS . 





With OBD and LT values you can, if applicable, display the corresponding designator by 
briefly tapping on the value from “Vehicle Self-Diagnosis” (for example, see Fig. 5-23). 
Tapping oncemore on the screen onide the measurement value bar causes the desig- 
nator to disappear’again. I 


While parallel mode is activé, you can use the "Test Instruments" and "Vehicle Self-Diag- 
nosis" operating buttons to switch back and forth between the operating modes. 
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Press thee*Freeze Frame” operating button to "freeze" the measured 
value display. 


This pauses the cyclical repetition of the measurement and the last 
display remains on screen without changing. 


Press the “Freeze Frame” operating button button again. The cyclic 
repetition of the measurement is restarted. 


The cyclic display of the measured values from the “Vehicle Self-Diag- 
nosis” is not affected by the “Freeze frame” function. 


In the “Multimeter” or the “DSO” mask, press the “Meas. values Self- 
Diagnosis" button again to hide display of parallel:mode. Self-diagno- 
sis measurements here continue in the background. 


You càn only end parallel mode and self-diagnosis measurements in "Vehicle self-diag- 
nosis" operating mode. 


a 
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5.5.3 Values of "Final control diagnosis" function 


To display values of the "Final control diagnosis" diagnostic function, proceed as follows: 
1. Switch from "Vehicle self-diagnosis" operating mode to "Test instruments" operating 
mode, “Multimeter” or “DSO” mask. 

Press the “Meas. values Self-Diagnosis” operating button. 

Switch over to “Vehicle self-diagnosis” Pean mode. 

Start final control diagnosis. nAG. vokswagen AG 


Switch back over to the "Multitieter" c or the “DSO” Bes: Here. the value recorded by 
final control PE bo be displayed (see Fig. 5-23). 


Dr £u NI 


Test Instruments > Auto-Level Mode 
DSO Eng. Speed Sens.-G28-, induct. sens., 






current reg. 0.000 A 


| a BAAN Ao 


image 5-23 "DSO" mask displaying vaos from the final contr fbi IE (attow) 


While the display is active you can charge back to “Vehicle Self-Diagnosis" and press 
the “Continue” operating button in order to access the next final control diagnosis. 


Trigger conditions cannot be set within multimeter mode. Display is solely the values of 
“Vehicle Self-Diagnosis" in parallel with the measured values of the multimeter. 


(à) Note 


Designators of values are currently available only for OBD values and LT2 control units. 
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5.5.4 Values of the “Read data block” and “Basic setting” functions 


To display values of the “Read measured values block” and “Basic setting” diagnostic 
functions, proceed as follows: 

1. In "Vehicle Self-Diagnosis", select a measuring value block (see /7/). 

2. Switch to the “Multimeter” or the “DSO” mask. 


3. Press the “Meas. values Self-Diagnosis” operating button. Up to four values recorded 
cyclically in the background will be displayed (Fig. 5-22)... . 


5.5.5 Values of *OBD" operating mode 


Basically the same rules apply as with displaying values of the “Read measured values 
block” and “Basic settings” diagnostic functions: A maximum of four values is displayed. 
In addition the following restrictions apply: 5 


e When more than four OBD values are measured (for example, six PIDs), only the first 3 
four values are displayed. 

»«. Only numerical values are displayed. 

e Only actual values without setpoint values are shown (such as Min/Max values). 


Test Instruments Draw Mode 
DSO RPM sensor, ABS (inductive) 





Factory-set speed warning 
Ui 37 km 


Erg pepper 


image 5-24 "DSO" mask with examples for the display of OBD values 
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5.6 VAS 6558 hybrid measuring module 


Starting from VAS-PC V 18, a hybrid measuring module (VAS 6558) is available for spe- 
cific measurements on hybrid vehicles. 


The hybrid measuring module (also,“insulation tester”) is connected via USB to the tester 
and set up and read out\via Guided Fault Finding of the VAS-PC software by new test 
language instructions. 


For more detailed information, please consult the hybrid measuring module manual. 


5.7 External measuring technology VAS 6356 


TheVAS 6356 test instruments box is available for testers without internal test instru- 
ments and notebooks. 


The?VAS 6356 is connected via USB to the tester. The data is readout by a particular 
application. For test instrument applications in function tests of the VAS-PC software, the 
measured values of the VAS 6356 are taken over. 


For more detailed information, please consult the VAS 6356 manual. 
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6 Guided Fault Finding 


6.1 Overview 


The “Guided Fault Finding” operating mode guides you from the vehicle identification 
and detecting a vehicle malfunction (fault symptoms) to locating the cause of the fault 
and finally to eliminating that cause. All the vehicle information (equipment, symptoms, 
functions and components; documents and function tests) is automatically compiled and 
made available for this purpose. 


All functions from the. operating modes “Vehicle self-diagnosis” and “Test instruments” 
(only VAS 5051B) aré available in the "Guided Fault Finding" application and are'inte- 
grated in function tests there. 


The fault symptoms:are made available to the "Guided Fault Finding" application from 
three different sources: 


e Fault memory contents (from vehicle systems) 
e Complaint reports (from user input) 
»« Experience rules (field findings stored in the system) 


In addition, you have the option of selecting functions or components yourself and incor- 
porating them into the test plan or displaying the documents assigned to them; 


The sequence of operations for "Guided Fault Findingi-Can be seen in Fig. 6-1; this dia- 
gram will also direct you to the séctions in which the individual areas are explained in 
detail. A 


4) Note 


You can only use the "Guided Fault Finding" operating mode if at least one brand CD 
has been installed on the platform. For information on installing brand CDs, see 
Section 2.5 and Section 9.4.2. 


a Note 


“Guided Fault Finding” provides only limited testing possibilities for old vehicles: the 
vehicle system test for reading the fault memory and also a few customer service func- 
tions via the function/component selection. Special fault-finding programs are not pro- 
vided here. 














Operating manual for VAS PC software V08.0 — 02/11 — All rights reserved. 
A5E00330050/080 6-1 


Guided Fault Finding 








© 


. Section 6.4 Vehicle 
identification 


| 
| ' 
| 
| Section 6.6 | 
| ; 
| 


(3) Section 6.6.3 


Section 6.7 


Section 6.9 Section 6.8 


© 


© 





Section 6.10 O 


Section 6.11 
Section 6.12.3 © 


Section 6.15 














image 6-1 Basic.run sequence of Guidetifaut Finding; theé-numbers are explained below. 
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(1) Start mask 


Guided Fault Finding is initiated from the start mask (for further information, see 
Section 6.2). 


(2) Vehicle identification, gateway installation list, basic feature components 


“Guided Fault Finding” begins with vehicle identification. This can occur either automati- 
cally, by means of a gateway installation list, or manually, via input of the basic feature 
components or via a mixture of the two (automatic and manual). In some cases, ques- 
tions can be presented e.g. concerning the national variants. The diagnostic cable must 
be connected and the ignition must be switched on for automatic and mixed vehicle iden- 
tification (for further information, see Section 6.4). A connection to the vehicle must exist 
as well. The following communication possibilities are available: 


e for “Normal®mode: diagnosis cable or diagnosis head, which is either connected via 
USB or Bluetooth. 


e for 'EU5" mode: PT box. 


Please go to Chapter 9.21 for more information on the configuration of the vehicle com- 
munication. 


i. 


(3) Vehicle identification, vehicle system test, fend fault memory 


The vehicle system test follows once the.basic feature^components have been deter- 
mined and/or entered. All the electronic vehicle systems that can be present, given the 
basic features of the vehicle specified, will be represented in a mask. Vehicle communi- 
cation will be used to check which vehicle systems and variants are built into the con- 
nected vehicle. In addition, their fault memories are be read and their contents displayed 
once the start module has finished (for more information, see Section 6.6). 


(4) Execute start module 


Depending on the nature of the diagnostic data, a start module may be run after the vehi- 
cle system test. One or more function tests can be started in it, for example, to read out 
the vehicle identification number (VIN) (for more information, see Section 6.6.3). 
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(5) Fault memory contents 


Here the fault memory contents read from the vehicle systems and the associated texts 
sorted by default by control unit number and fault code are displayed in a mask. If the 
corresponding ambient conditions are present, they can also be sorted by these (for 
more information, see Section 6.7). 


From this mask on, you can use the “Go to” button to switch to selection of function and 
component. There you can select a component yourself and either enter it in the test 
plan or display its associated documents. 


(6) Fault memory entries available? 


If there are fault memory entries available, the run sequence proceeds to the test plan; if 
this is not the case, it goes to the "Complaint Report" mask. 


(7) Test plan 


In the test plan, an automatic test plan is compiled from the fault symptoms that were 
available and that were entered. The component with the highest degree of suspicion is 
placed at the very top and is preselected for processing. The results of each function test 
lead to a re-evaluation of the test plan with a suggestion for the next processing 
sequence, so the order of function tests suggested can change or others can be added 
(for further information, see Section 6.10). 


(8) Function test 


A function test starts a function test (test program) that consists of a sequence of test 
steps, with which it can localise a fault down to the level of an individual component, lead 
and plug or control unit. As its end product, the test program supplies a statement on the 
status of the tested vehicle functions, component groups or components, e. g.: “OK”, 
"Not OK", *Unknown" etc. The function test is dialog-controlled and makes use of the 
"Vehicle Self Diagnosis" functionality e.g. "Read data block", "Adaptation" etc. With the 
VAS 5051B, the internal test instruments (multimeter, oscilloscope) are utilised for the 
function test, e.g. for lead and signal tests. 


For platforms without integrated test instruments, these measurements are made using 
external testing devices: The respective function test dialog boxes allow replacement 
values to be entered. Please follow these steps: You use an external device to take 
measurements at the méasuring points specified and then enter the measured value via 
a virtual keyboard (for further information, see Section 6.11). 


em 
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(9) Leaving the “Guided Fault Finding” application 


You leave “Guided Fault Finding” via the “Go to” function. You can “Interrupt” the diagno- 
sis session, “Cancel” it or “Exit” it. 


Interrupt 


This function permits you to interrupt the diagnosis session briefly (to pause it) or to save 
the diagnostic session in order to resume it later (for further information, see 
Section 6.12.1). 


Exit 


At exit all vehicle systems are checked once again and«with faults set the fault:memory is 
cleared and then read again. If there are still faults present, Guided Fault-Finding can be 
continued or be definitively terminated (for further information, see Section 6.12.3). 


When the readiness code is deleted or faulty from OBD vehicles, it can still be generated 
again via an inquiry. 


Cancel 


Cancel is like “Exit”, except here the program goes back to the first “Guided Fault Find- 
ing” mask instead of the start mask. 


(10) Executing end module 


Depending on the nature of the diagnostic data, an end module may be started before 
leaving the “Guided Fault Finding” application. One or more function tests can be started 
in the stop module, which can be used; for example, for feedback to the vehicle manu- 
facturer (for more information, see Section 6.15). 


Y y 


G 


^X^. 
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(11) Complaints 


If no fault is recognised in the vehicle system test, the “Guided Fault Finding” application 
automatically takes you to the “Complaint report” mask. Information about “Technical 
problem solutions” is available here. In addition, you can enter the complaint lodged by 
the customer or your own observations. Several symptoms can be registered, in order to 
establish the fault characteristics as precisely.as possible. The tester evaluates the 
symptoms using the expert knowledge contained on its-hard drive (for further informa- 
tion, see Section 6.8). 


You can also reach the:dialog for entering complaints using the “Go to” button from the 
"Test plan" mask (seeSection 6.10). This enables you to give the tester additional infor- 
mation for its faultzmemory entries. 


(12) Function/Component selection 


Here, you can directly enter functions or components that, according to yourexperience, 
could possibly be the sources of the fault(s). The functions and/or components selected 
are entered in the test plan (User Test Plan) (for further information, see Section 6.9). 
However, you can also select "Display Documents" with the “Go to” button and display 
the documents belonging to the selected component. 


Problem log 


If you have problems during a function test, you can use the “Go to” function to save the 
previous process to an external storage device (for more information, see Section 6.3) 
and pass the information.on. em 


e 


^-^. 


Online feedback log 


An on-line feedback log is available at the end of the diagnosis session for sending feed- 
back to the manufacturer (for further information, see Section 6.16). 
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“Operating mode” operating button in the navigation bar 


In “Guided Fault Finding", you can use the "Operating mode" operating button to switch 
over to other operating modes, for example, to perform a measurement or a diagnostics 
function outside “Guided Fault Finding”: 

» "Test Instruments" (VAS 5051B only) 

e “Vehicle Self-Diagnosis" (only for platforms with “normal” operating mode) 

e “Guided Functions” 

Functions from “Test Instruments” or “Vehicle Self-diagnosis” that are presently being 
used by “Guided Fault Finding" will disappear. 


Switching back to the-*Guided Fault Finding" operating mode always takes you back to 
the mask from.which the switchover occurréd. Processing of the operating mode can 
continue unrestricted from that point. 


“Go to” operating button on the navigation bar 


You can use the “Go to” control button to interrupt Guided Fault Finding, cancel it, exit it, 
read ECU identification data, generate the problem log, resume an interrupted diagnosis 
order, or switch over to other Guided Fault Finding functions that have already been run 
(see Section 3.3.6 and Section 6.3). 


There is also an option to switch from “Guided Fault Finding” to the “Administration” 
operating mode, where a reduced selection of functions is offered: 

e Change Dealership Identifier 

èe Contents 

«<=, Display user documentation 

e Network settings 

e System monitor 


C) 
"Print" operating button in the flavigation bar 


The following options aré also displayed for selection if you have reached the "Test plan" 
mask: 


e Diagnostic log: From the test plan, you can print out a log of all previously run func- 
tion tests or save it to external memory drives. 


»« Function test log: From the test plan, you can print out a log of the last function test 
run or save it to external memory drives. 


See also Section 3.5, Section 6.13 and Section 6.14. 
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6.2 Start “Guided Fault Finding” 


Guided Fault Finding” is launched from the start mask. It begins with selection of the 
brand and the subsequent vehicle identification. 


Wi vas-Pc 








VAS5052A 


Vehicle diagnostic-, measuring- and information system 
Version -GB- 16.00.00 17/09/2009 








image 6-2 Start of “Guided Fault Finding” 


nov? 


in Dart n. 
IN part or in 
“140 SSauj9e1100 BU 


6.3 “Go to” menu 


= 


Uo Ju 


In the “Go to" i menu (“Go to” operating button), you are given various ZR for leaving 


the “Guided Fault Finding” application (see Section 6.12) and some administration func- 
tions (see ene o m 


S 





masks which have already been ru run, for exam d “Vehicle system test", "Fault memory 
contents", " 


Test plan," and the tílles-of the test steps alréady processed in the function 
test. User-guided masks such as "Complaint Report", "Function/Component Selection", 
and "Documents" are also contained in the list (for an example, see Fig. 6-35). You can 
return to any of these masks via the “Go to” menu, in order to start “Guided Fault Find- 
ing” up again at that point. 


Under “ECU identification data" you can obtain information about all vehicle systems 
which have been read as part of vehicle identification. 
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Example: 


19 — Databus OBD Interface 

4E0910468B 4E0907468 
Gateway H10 0080 
Long coding 

Dealership number 12345 


01 — Engine electronics 


4F0910560C 8E0907560 * 
E5F8C60 H10 ---XE09 
Coding 5711 


Dealership number 12345 


"Documents" displays only the documents of the last component selected in function/ 
component selection. 


If you use a Go to (or, where applicable, the "Back" operating button) to return to a previ- 
ous test step, you can browse through and have another look at the course of the test up 
to that point e.g. using the "Continue" operating button. Existing results and decisions 
made in test dialogs will be displayed to you. As you go through, you can also repeat and 
correct measurements and test dialogs. However, from this point on, you must run 
through the rest of function test as new, since new results and decisions could produce a 
different program run sequence. 


The "Export problem log book" item is another function in the “Go to” menu. If a fault 
occurs during a function test; you can use this function to save to a external memory 
drive the run sequence up to that point. Before you save the log you will need to enter a 
job code for the diagnostic session using the virtual keyboard under which the job can 
later be found and reloaded. The.saved run sequence will show all masks run through in 
the course of the diagnostic session and provides additional feedback for the manufac- 
turer. The program “Guided Fault Finding Light" (not included in current package) can be 
used by the manufacturer to import and.examine the data. {© 


E 
A removable disk can hold several diagnosisesessions and VaR 


You can switch over to other operating modes such as “Vehicle Self-Diagnosis” and 
"Guided Functions" via the "Operating mode" operating button on the navigation bar. 


If you change to Administration via the “Go to” menu, you receive a reduced selection 
of the functions, as can be found in the “Administration” operating mode. 

The following is possible from “Guided Fault Finding’: 

e Changing the dealer identification 

e Calling up the contents with the software changes VAS-PC of the previous versions 
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e Checking and configuring the network settings: display the destination URL for the 
VW database server, GeKo test and self-test online connection to check an existing 
online connection to the VW database server 


» Calling up the system monitor with precise details of regarding the PC, installed hard- 
ware, installed software and installed; modules of diagnostics software VAS-PC 


6.4 Vehicle identification 


The vehicle identification is forthe clear identification of the vehicle by means of basic 
features (type, model year, variant, engine code) and its control unit equipment as well 
as other data, such as e.g. the (Vehicle Identification Number; VIN). 


The basic feature components can be determined manually via a selection list provided 
on the platform or automatically. Vehicles with gateway and CAN diagnostics support the 
identification process, since the gateway provides an installation and status list contain- 
ing important data for the vehicle identification. In this respect, an identification process 
for a vehicle with gateway and CAN diagnostics differs from that for a vehicle without 
gateway and CAN diagnostics. 


The following description therefore distinguishes between: 


e Vehicle without CAN diagnostics 
e Vehicle with CAN diagnostics 


pe. 


ED 


6.4.1 Vehicle without CAN diagnostics 


After selecting the brand, the basic feature components are selected and entered manu- 
ally. The sequence is as follows: 


1. Type 
2. Model year 
3. Variant 


4. Engine code 

A request to confirm the vehicle identification follows. If there is no connection yet 
between tester and vehicle, the next picture is displayed and the request to establish the 
connection (Section 6.5). Then, the vehicle system test is performed (Section 6.6). 
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6.4.2 Vehicle with gateway and CAN diagnostics 


Provided that communication with the gateway is possible (also see Section 6.4.2.2), a 
message appears: 


Communication set-up with vehicle systems 


The tester reads the installation list and its status information from the gateway control 
unit and saves it for further evaluation. The installation list indicates e.g. whether a con- 
trol unit is registered in the gateway (coded) and/or its fault memory is set. 


If a non-coded control unit is registered, It can be coded without delay (see 
Section 6.4.2.1). The fault status is used during the vehicle system test, thus allowing the 
interrogation of the fault memory to be restricted to the indexed control units. 


Depending on the brand and the type, an identification test can already take place before 
selecting the first basic feature (type) that builds on the gateway data already read and 
further data can be identified, such as e.g. basic feature components, national variants 
(about questions) and the vehicle identification number (VIN). In the best case, all basic 
features can be determined, so that the identification process takes place fully automati- 
Cally. 


If the automatic identification of the basic feature components is not given, the tester 
offers the manual input of the non-identified values; 

e Type 

e Model year 

e Body version 

e Engine code 


The confirmation of the vehicle identification follows the specification of the basic fea- 
tures (see Section 6:5). 


i 
I 
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6.4.2.1 Electronic control unit not registered 


If individual control units are detected as being “not coded” (not registered) when the 
installation list is evaluated, you will have to recode these control units. Guided Fault 
Finding automatically activates the “Reading/writing long coding” self-diagnosis function 
for this purpose. 






Guided Fault Finding 
Vehicle Identification 


V08.64.00.27/04/2005 








01 - Engine electronics coded 
11 - Engine electronics Il not coded 
02 - Transmission electronics not coded 
22 - All-wheel drive electronics not coded 
42 - Driver door electronics coded 
52 - Passenger door electronics coded 
62 - Left rear door electronics coded 
72 - Right rear door electronics coded 
03 - Brake electronics coded 
53 - Parking brake not coded 
63 - Driver's Entry Assistance not coded 
73 - Right Entry Assistance not coded 
0A - Steerina anale coded 


ERR 
10:52 


image 6-3 "Select vehicle systems for coding" mask 


Proceed as follows to code: 


1. Select all entries marked as "not coded". They change to the “coded” status (regis- 
tered). 


2. Press the “Continue” button to start coding. Coding is'executed in the gateway. 


The installation list of the gateway is read again and checked for control units that are not 
coded. 


If the coding is once again incorrect, a fault report to that effect will appear. You can 
repeat coding or press the "Continue" operating button to begin vehicle identification. In 
this case, the subsequent vehicle system test generates an malfunction message since 
the gateway was not coded rectly or could not be read. For this purpose,a special 
communication test, adapted 4 the gateway; can be presented. 
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6.4.2.2 No communication with gateway 


If the tester was unable to set up communication with a Gateway-ECU, it will present you 
with the manual vehicle identification option. Here, select the vehicle's basic feature 
components one after the other from selection lists that you are shown. The previously 
selected basic feature components will appear in the urn information window of 
the following masks, for verification of the selection made. 





After selecting the fourth basic feature component, the “Check ene identification” 
mask appears. At any time, you can switch back to the previous screen using: ‘the “Back” 
operating button to make a different. sélection there. The next mask shows the next pic- 
ture (See Section 6.5). If you now press the "Continue" operating button, the tester ©, 
attempts to establish communication with the gateway again. If this does not work again. 


the following note appears: — — 


% 


Guided Fault Finding - [Volkswagen V11.76.00 24/04/2007 
Vehicle Identification 1F - Eos 2006 > 
2006 (6 








This is a CAN-vehicle, but no CAN-communication 
is possible. 3 





image 6-4 Note: “No CAN communication possible" 
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6.5 Confirm vehicle identification, diagnostic socket 


The following mask concludes vehicle identification. The basic feature components 
specified are shown in the right-hand information window. Check carefully whether the 
vehicle to be diagnosed matches the entries exactly. When doing manual vehicle identifi- 
cation, you can press the “Back” operating button to go back to the previous masks to 
make changes there, if necessary. 


V01.02.00 15/05/2003 











Volkswagen 
Golf 1998 > 


1998 (W) 

Saloon 

AEH 1.6L Simos / 74kW 

Press ">" button to confirm that the vehicle identification was performed 
correctly 


Guided Fault Finding 
Vehicle Identification 











Press "4" button to go back step by step. 


The "Go to" button and the "Abort" selection lead to the "Select brand" 
screen. 


The "Go to" button and the "End" selection lead to the Start screen. 


25.05.2007 
10:52 


image 6-5 “Confirm vehicle identification" mask 


When"*you press the "Continue" operating button, thesdiagnostic data for the specified 
vehicle isdoaded from the hard drive into the working memory and communication with 
the vehicle is;established. 


If you have not yet connected the diagnostic cable with the vehicle, you will be prompted 
to connect it after confirmation of the vehicle identification. To do so you will be shown a 
document displaying the fitting location of the diagnostic socket. 
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Guided Fault Finding Volkswagen 01.02.00 15/05/2003 


: ie nati Golf 1998 > 
Vehicle Identification 2000 (Y) 


Saloon 
AEH 1.6 L Simos / 74kW 


Connect the VAS 5051 tester using diagnostic cable 
VAS 5051/1 or VAS 5051/3 as follows: 
- Remove cover -1- in direction of arrow. 


- Plug the diagnostic cable into the diagnostic 
connection. 


- Now switch on the ignition. 


= 


image 6-6 “Connect VAS 505x to vehicle” mask 





If you press the "Continue" button, the tester attempts to establish communication with 
the vehicle again.?You can repeat the communication setup any number of times or can- 
cel it if you are unsuccessful continuously. In either case, the testér switches to the vehi- 
cle system test. 


If communication could not be: established duri S sis, the tester sets a spe- 
cial communication test in the test plan without previous vehicle system test (see 
Section 6.4.2.2). 
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6.6 Vehicle system test 


The vehicle system test checks whether electronic vehicle systems are present in vehi- 
cle and whether they have any saved fault entries. If automatic vehicle identification was 
possible via a gateway control unit, the list of possibly installed systems is compared with 
the coding of the Gateway-ECU as follows: 


e Systems shown in the gateway control unit as installed and which have no fault status 
are accepted without further checking. 

e The fault memories of systems shown with a fault status are read out and the contents 
saved in the tester. 

e Systems entered in the gateway control unit as not being installed are nonetheless 
checked to see if they are present and whether they have a fault status. 

In vehicles without a gateway, checks will be carried out generally for the presence and 

fault status of all possible systems and their variants. 


In the “Vehicle system test” mask (see Fig. 6-8) the vehicle systems that may be installed 
in the identified vehicle are classified in the following groups: 


e Drive (gateway, engine, gearbox) 

e Suspension (brakes, distance regulation, level control system, ...) 

e Body (instrument cluster, immobiliser, heating, ventilation, air condi- 
tioning, ...) 


To make the layout clearer, the systems in the individual groups are set apart from one 
another in the mask by different background colours. and a separating line. 


You can observe the progress of:the vehicle system test on the’screen. The system cur- 
rently being interrogated is marked with an arrow on the right in the ‘work window. Identi- 
fied vehicle systems are marked with a black bar and the colour of the lettering is 
inverted. The status of the vehicle system is entered in the column on the»right (see 
Table 6-1). 


The vehicle system-test works through the vehicle systems from top to bottom. Vehicle 
systems are skippéd if they are mutually exclusive with one that has already been identi- 
fied. 


If a control unit contained in the selection list was, for example, not identified because it 
was defective, you should select it manually (see Section 6.6.1.2 and Section 6:6.1.3). 
Its associated diagnostic data for “Guided Fault Finding” will only be made available if 
this is done. For vehicle systems definitely installed in the vehicle (standard fittings for 
the series), a corresponding message appears stating that the system could not be iden- 
tified. 


After the test has been carried out, the following message will appear in the information 
field on the left of the ‘mask: 


Control units have been interrogated 
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O, 


6.6.1 Possible problems ^ % 


6.6.1.1 Diagnostic bus faulty 


This message Fig. 6-7 appears in the following cases: 


e The diagnostic cable is not connected either to the tester or to the vehicle, or the con- ° 
nection has come loose at the vehicle end. g 


e The battery voltage from the vehicle is in a range critical for the tester (see /3/, section g 
“Technical data”). In thi§:case, start the engine or use a battery charger. You can then: Y 
repeat the communication attempt. 3 


e The diagnostic bus or cable i is defective. Perform the self-test as described in 
Section 9.6. 


e The connection to the diagnóstic head is interrupted. The Bluetooth connection. is roi 
correctly configured or the USB; DARII is not properly placed. D 


Nd 


Guided Fault Finding Toa V01.02.00 15/05/2003 


~ Golf 1998 > . c NP WA 
Vehicle System Test 2000 (Y) et oe 


No voltage or voltage too low on diagnostic bus. 


Is the battery voltage from the vehicle too low? 
Is the diagnostic connector connected to the vehicle? 





25.05.2007 
10:52 


image 6-7 “Diagnostic bus faulty” dialog box 


If you press “Cancel”, the vehicle system test will be ended. 
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6.6.1.2 Definitely installed control unit not recognised 
If communication is not possible with a definitely installed control unit, its entry in the list 
will not be marked and the following message will then appear: 
Communication with definitely installed control unit is not possible. 
Repeat Cancel 
If no communication is possible after “Repeat”, select "Cancel". 
You will be given the following message: 
Cannot recognize control unit. 
To enter it as installed anyway, press “OK” button. 


Select “OK” so that the data applicable to that definitely installed control unit (diagnostic 
objects) will be available. 


B8 = 


If all control units have been interrogated, you must manually select the “Definitely 
installed control units” afterwards in the “Vehicle system test” mask. Only this ensures 
that the corresponding diagnostic objects are visible in the functions / components 
selection. 








6.6.1.3 Optionally installed control unit not recognised 


If an optionally installed control unit could not be identified, its entry in the list will also-not 
be marked. No message will appear to indicate a non-recognised system. 


Check whether optional vehicle Systems are installed in the vehicle to be diagnosed and 
select them as required manually. That is the only way to guarantee that you will be 
shown the diagnostic data applicable to the vehicle in later masks, in particular in func- 
tion/component selection. 


DE) 


k 
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6.6.2 Observe vehicle system test 


While the vehicle system test is running, all operating buttons on the navigation bar will 
disappear except for “Help” and “Warnings / Notes’. 


After the vehicle system test has been carried out, you can navigate using the “Continue” 
or “Go to” operating buttons. 

AG. Volkswagen AG , 
Pressing the "Continüe" operani button wilbtake you into the start module if it is availa- 
ble, or to the. “Fault memory contents” mask (see Fig. 6-9). 


The "Got" e button in this mask makes it possible to access the “Function/compo- 
nent selection” mask for the first time (see Section 6.9). * 
Guided Fault Finding ELI V01.02.00 15/05/2003 
> 
Vehicle System Test E e 
Saloon 
AEH 1.6 L Simos / 74KW 






% 


a) 
90s 
Seujouoo eui 0? 


"AOL, 
Oju 
Jos 


25.05.2007 
10:52 


dd "ON 
image 6-8 "Vehicle system test" mask with identified Systems; test running 
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Table 6-1 Status symbols in the vehicle system test 














Symbol Meaning 
Vehicle system display 
Normal text Control unit not identified or deselected 
Inverted text Control unit identified (recognised) 





Status column 























Y Fault memory empty — no fault set 
? The vehicle system entered in the gateway as installed 
could not be recognised. 
Malfunction Malfunction set in fault memory 
v Control unit has no communication interface 
e Control unit selected manually 
© Control unit deselected manually 
<== Control unit.is currently being interrogated 














66.3 Start module 


The start module can run automatically in “Guided Fault Finding” after vehicle identifica- 
tion and before the fault memory entries are displayed. It cân contain one or more func- 
tion tests running separately to the test plan and not entered.in the test plan. In this way, 
it reads e.g. the vehicle identification number (VIN) or checks the software status (flash 

status) of control units. In some cases, the start module can:also request this data from 

you. 


After the start module is closed, processing continues with the “Fault memory contents” 
mask. Function tests in the start module are listed in the diagnosis log. 


DO 
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6.7 Fault memory contents 


The “Fault memory contents” mask informs you of faults with possible ambient conditions 
in the electronic vehicle systems. If no fault was detected, the following text will appear in 
the information window on the left: 


No fault detected 


If faults have been detected, they will be sorted by vehicle system and fault code in 
ascending order ("Standard" sorting). 


If a fault (Fig. 6-9 and Fig. 6-10) has been displayed, you are taken to the "Test plan" 
mask when you press the *Continue" operating button (see Fig. 6-25); otherwise you are 
taken to the "Complaint report" mask (see Section 6.8). 


Fault memory contents and their correlations 












Volkswagen 01.02.00 15/05/2003 
Golf 1998 > 

2000 (Y) 

Saloon 


AEH 1.6 L Simos / 74kVV 
4 Fault detected æ 


Guided Fault Finding 
Fault Memory Contents 



















01 - Engine electronics 






00522 029 
Sender for coolant temperature -G62 
Short to earth 









00282 041 
Throttle valve positioner-V60 
locked or has no voltage supply 









17978 P1570 035 
Engine control unit disabled ~| 


Sorting by: 
PAES 


image 6-9 “Fault memory contents” mask, “Standard” sorting 






The Scope and structure of t isplayed data.depend on the build status of the control 
unit. One;by one: 


». Number offaults 
The number of fault memory entries read appears at the top in the right-hand informa- 
tion window. 

e Malfunction code 
Example: 19461 P3005 035 001 Note 
Five-digit malfunction code followed by an SAE-standard code number, fault type 1, 
fault type 2 and the possible indicator "Note". 
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T hoy Guided Fault Finding 
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oo AZ" 
SS So 
Se cs 
S Yo, 
Not all wey are output with every malfunction code. % 
- Malfunction code/malfunction location %, 


The five- -digit malfunction code indicates the location of the fa uit; for example, 
“Relay for high heating output — J360”. 


_ SAE No. 3 
A code number according to the SAE standard can be assigned to the fault code. 
- Fault type 1 8 


The three- digit fault type 1 describes the fault symptom more closely — for example, 
"Short circuit to earth", "Implausible signal’, “Lower limit fallen a of’, etc. 

_ Fault type 2 
Fault type 2 describes how the fault manifested itself — for IE» a... "statically" or 
‘sporadically’. If the mask does not show an entry for fault type 2, this means the 
fault type i is "static". $ 

- Note ^ S 


9 


This fault memory entry does not indicate a fault but rather'a note. 


You can change thé’malfunction code sequ by pressing the corresponding sorting 
keys. With all types of sorting faults without g*sorting criterion will appear at the end of 
the list, sorted by control unit-and t ankd b avi gieWeckground. 


There is one special point to note when saring is on the basis of the time stamp. Faults 
which follow another fault within a particular prespecified time span (one minute, 

for example) are grouped together and shown with a dark blue background. This aims at 
showing faults and their consequent faults in context. Notwithstanding this, all faults will 
still be sorted in ascending time order. 


Guided Fault Findin 
Fault Memory Contents 


Sedan 
BMV 3.2 L 177kW 





image 6-10 “Fault memory contents” mask, “Time” sorting 


If you press the “Ambient conditions” operating button the fault memory entries will be 
displayed individually with their corresponding ambient conditions. Depending on the 
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vehicle system, these could be standard values and expanded ambient conditions in the 
form of measured values. 









volkswagen V07.53.00 28/07/2004 
7L - Touareg 2003 > 





Guided Fault Finding 
Ambient requirements 





BMV 3.2 L 177kW 


05 - Access and start permission 

00166 010 
Access/Start Authorization Switch -E415- 
Open/Short circuit to B+ 


Position 


Standard values: 
Date 00.00.00 
Time 00:00:00 Eu 
Mileage 0000000 
Priority 
Malfunction occurrence counter 


Unlearning counter / Driving cycle 





image 6-11 "Fault memory contents" mask, "Standard" sorting (without measured values) 


The following environment conditions-can bé-output: 


e Standard values (when:provided) ; 
The following ambient requirements are grouped under this: 


- Date, time:Time stamp at time when the fault was detected. 
- Odometer reading: Shows at what mileage the fault was detected. 


- Priority: The priority can have a value between 0 and 15: 
0 - 5: fault ID with descending priority; 5 = fault with lowest priority 
6 - 8: note, no fault. 


— Malfunction frequency counter: The counter can have a value between 0 and 
254. Every time the fault occurs (through all driving cycles) the counter is incre- 
mented by 1. 


- Unlearning counter/driving cycle: Shows the current counter status of the 
unlearning counter. When a fault occurs, the unlearning counter is set to a control- 
unit- and fault-code-specific value — for example, 40. If the fault does not occur dur- 
ing the next driving cycle it is marked as “sporadic”. Every subsequent fault-free 
driving cycle decrements the unlearning counter by 1. 


e Measured values (when provided, additional ambient conditions) 
Measured values can also be displayed exclusively or additionally for the individual 
fault codes. The ambient requirements (which may number up.to eight) can in each 
case consist of a default value and up to sev&r measured values, or up to eight meas- 
ured values without a default value. 


You can control the display via the:operating buttons:ori the right-hand part of the work 
window: 
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The first fault in the list displayed together with its ambient requirements takes the 
1st position. You can navigate between the faults by means of the two arrow keys. 


When the mask opens, the setting is always "Standard". With the displayed operating 
buttons you can, however, switch to sorting by other criteria: 


Sorting by standard: 

When you press the "Standard; operating button the faults are sorted 
in ascending order by: 

e Malfunction code 


e Time 
e Odometer reading 
e Priority 


e Frequency of occurrence 


Sorting by odometer reading: 

When you press the "Kilometer" operating button the faults are sorted 
by the registered odometer reading, starting:with the lowest. Fault 
codes without kilometre reading appear at the end of the list in the 
order in which they were read from the fault. memory. 


Sorting by Static/Sporadic: 

When you press this button, first the static faults are displayed sorted 
and then the sporadic faults. 

In the static faults group, the tester sorts by the change frequency of 
the malfunction occurrence counter starting with the lowest value 
(fault hardly changed to sporadic —1i.e., behaves almost statically). 
Sorting begins With the highest value for sporadic faults. 

Faults which A in the.malfunction occurrence counter are fol- 
lowed. by faults not inthe counter or with a value of "0". 

Sorting by time: 

If you press the "Time" operating button, the faults are sorted by the 
time stamp starting with the oldest. Fault codes without a complete 
time stamp (date, time) will appear at the end of the list in the order in 
which they were read from the fault memory. 





4) Note about ASAM-ODX control units 


The previous examples apply to control units with KW1281/2000/6000 protocol. Under 
ASAM-ODX there is only the 2nd fault type. Appropriate contents of fault type 1 are 
already included in the fault code / fault location. 


Usually, only the SAE code is displayed as fault code on the tester. 
The ambient requirements displayed may also differ here. 
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6.8 Complaint report 


The “Select complaint” mask is automatically displayed.if no faults were recognised from 
the vehicle systems in the “Fault memory contents” mask (See Fig. 6-9) and you then 
pressed the "Continue" operating button. Entering complaints is another option for enter- 
ing fault symptoms. 


The "Complaint report" masks contain predefined lists of terms from which you can 
select the complaints reported by the customer or observed by you yourself. You can 
input several complaints from each of the two groups, “Technical problem:solution” and 
"Repair group* The groups differ in the following way: 


» Technicalproblem solution: Here the complaints are sorted by solutions; to the prob- 
lem behaviour as currently known (function, fault number, and so on). 


e Repair groups: Here the complaints are sorted by vehicle structure and the symptoms 
you have:noticed (drive, engine, performance, and so on). 


You should enter as many of the known fault symptoms as possible in ordef to describe 
the complaints. You can also enter complaints if there are already entries in the fault 
memory. You can reach the input screen for complaints by selecting the “Complaint 
report” item in the “Go to” menu. 


You can select one element from the lists of terms on each mask. As each term is 
selected, it is immediately accepted and the screen switches to the next mask. You can 
use the "Back" operating button to jump back to.the previous mask at any time and 
change the selection on that mask. The steps S&fected are displayed one after the other 
in the information window ortthe right-hand sid&;óf the masks. 


If the "Overall selection display" mask appears, you can accept the new selection and 
select the already existing one for deletion. Only complaints appropriate to the vehicle 
will be presented for selection. 


You do not always have to specify something at all levels of a given complaint. As soon 
as the Continue operating button appears, you can switch over to the "Overall Selection 
Display" mask (see Fig. 6-14). In this case all of the symptoms coming under the step 
last reached will be included in the test plan. 
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Example of the mask sequence for “Complaint related to observation’: 






V01.02.00 15/05/2003 






Volkswagen 
Golf 1998 > 
2000 (Y) 
Saloon 
AEH 1.6 L Simos / 74kW 


Complaint related directly to repair group 


Complaint related to observation 


Guided Fault Finding 
Complaint Report 












3 | 
S B 
o 5 
B 8 
= 3 
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‘image 6-12 “Select complaint” mask 3 
& = 
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O 
V01.02.00 15/05/2003 






Volkswagen 
Golf 1998 > 
2000 (Y) 
Saloon 
AEH 1.6 L Simos / 74kW 


Guided Fault Finding 
Complaint Report 
Select subsystem / 
observation 

Start 
Closed throttle (idle) 
Acceleration 

Fuel, performance 

Noises, vibration 

Driving mode 

Lamps, lights and instruments 
Cooling performance 











25.05.2007 
10:52 


image 6-13 “Select subsystem / observation” mask 


Complete the complaint by selecting further phrases. 
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The “Accept” operating button appears when you have entered the complaint completely. 

It will be displayed again in the information window on the right. If you press the “Accept 
operating button, the complaint will be accepted into the “Overall Selection Display” (see 
Fig. 6-15). 


Guided Fault Finding 
Complaint Report 


Lamps, lights and instruments 
Airbag Malfunction Indicator Lamp (MIL 
ohne_Funktion 






QNO 


NS 
ys BN 
RSN 


90S?” 
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image 6 6-14 "Overall Selection Display" mask (ready for accepting the compl 


ar 
You cán formulate further complaints. Use the “Back” operating button to go to the point 
in complaint input where you wish to make entries. 
e» 


= 
LI 


"9 
Guided Fault Finding 
Complaint Report 


Lamps, lights and instruments 


Airbag Malfunction Indicator Lamp (MIL 
ohne Funktion 


Lamps, lights and instruments - Airbag Malfunction Indicator Lamp (MIL) -K 





:52 
image 6-15 "Overall Selection Display" mask (with "Continue" to test plan) 
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By pressing the “Continue” operating button, you will leave the “Complaint Report” func- 
tion and switch over to the “Test Plan” mask. As you switch over, the tester will prepare 
the test suggestion that matches the symptom and will enter it in the test plan. 


If suspect components have already been entered in the test plan, a Yes/No question will 
appear to ask whether you want to replace the current system test plan with a new one. 
Select “Yes” to enter the suspect component that matches the complaint into the test plan. 









Guided Fault Finding Lamps, lights and instruments 
Complaint Report Airbag Malfunction Indicator Lamp (MIL 
ohne_Funktion 


Lamps, lights an E ane — — pum r Lamp (MIL) -K 


The list of complaints has changed. 


Replace the current system test plan 
by a new one? 


Pressing "No" will cancel the 
change to the complaints. 


T eta 
PN 


image 6-16 “Overall Selection Display” before accepting the symptom 
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Volkswagen 
Golf 1998 > 
2000 (Y) 
Saloon 
AEH 1.6 L Simos / 74kW 


01 - Engine electronics - Engine control unit disabled The system and 





Guided Fault Finding 
Test Plan 




















Ee the matching sus- 
- Adapt engine control unit to dash panel insert pect component 
01 - Engine electronics - Sender for coolant temperature -G62 - Short to earth 5. 

- G62- Sender for coolant temperature appear here 


01 - Engine electronics - Throttle valve positioner-V60 
- V60 - Throttle valve positioner 








25.05.2007 
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image 6-17 Testplan with test suggestion based on an entered symptom E 


The rest of the procedure is as described in Section 6.10. S 


LUA or 
e. ig 
^ft Y 
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At any time, you can view, delete or add to entered complaints by selecting "Go to", 


"Complaint report", "View/delete complaint report". 


6.9 Function/Component selection 


The *Function/component selection" function gives you the option of applying your own 
personal expert knowledge in the context of "Guided Fault Finding". Here, in contrast to 
the evaluation of DTC memories (see Section 6.7) or complaint reports (see 

Section 6.8), you directly select functions or components that seem suspect for testing. 


In addition to function tests, other functions, documents (see Section 6.9.1) and informa- 
tion may also be stored here, which do not belong to the fault finding, such as e.g.: 

e Customer service functions. (coding, reading measured values, ...) 

» Information / documents on testingequipment, tools 

. Information on fuse / relay configuration 


NI 


The only functions and components definitely displayed are those for vehicle systems 
marked in the "Vehicle System Test" mask (Fig. 6-8), i.é., those that were automatically 
identified or manually selected. 








After the functions and/or components are selected, the tester automatically allocates 

the relevant function tests to them. In this way, you compile your own "User test plan". 

The names of the selected functions or components appear in the "Test plan" mask at 

"User test plan" (see Section 6.10) if there are already system-guided test suggestions 
available. This is presumed for the example which follows. 


The "Function / Component Selection" mask is accessed from the "Vehicle system test" 
mask by pressing the “Go to” operating button. Function, repair group, component group 
and component are selected from lists displayed over several masks, similar to the pro- 
cedure for the complaint report (see Section 6.8). 


rs 


^X^ 
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When selecting functions and components, the screen layout develops in the form of lev- 
els, with each level distinguished by an indent to the right when compared with the previ- 
ous item selected. If a row is proceeded by the “+” symbol, this indicates further options 


for selection. Example: 


+ Drive 
+ ADR engine 
+ 01 — Systems capable of self-diagnosis 
+ Motronic engine management system 
+ Electrical contponents 


etc. 
Each indent signifies a selection in a mask. If you want to jump back one level, select a 
higher level (not the “Back” operating button since this takes you directly back to the test 


plan!). Example: 


+ Drive 
+ ADR engine 
+01 — Systems-capable of self-diagnosis 
+ Motronic engine management system 


I3) 
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Example of a “Function / Component Selection” mask sequence: 


Volkswagen 01.02.00 15/05/2003 


Golf 1998 > 

2000 (Y) 

Saloon 

AEH 1.6 L Simos / 74KW 
+ Powertrain (Repair Group 01; 10 to 26; 28 to 39) 
+ Suspension (Repair Group 01; 40 to 49) 

+ Body (Repair Group 01; 27; 50 to 97) 

+ Special tools and equipment 












Guided Fault Finding 
Function / Component Selection 

















25.05.2007 
10:52 


ect function or component” ‘mask, 1st level 





Select ‘ + Drive’, for example. The next aiy ili be shown automatically when the 
sélection i is made. Specify the function or component i in more detail in the masks which 
S Š follow. If you want to change your selection, touch ipe eon selection. 


Guided Fault Finding Volkswagen 01.02.00 15/05/2003 


: i Golf 1998 > 
Function / Component Selection 2000 (Y) 


Saloon 
AEH 1.6 L Simos / 74kW 
* Powertrain (Repair Group 01; 10 to 26; 28 to 39) 
+ AEH - engine 
* 01 - Systems capable of self-diagnosis 
* Simos Engine Management System 
+ Electrical components 
G28 - Engine speed sender 
G39 - Lambda probe 
G40 - Hall sender 
G42 - Intake air temperature sender 
G61 - Knock sensor 1 
G62 - Sender for coolant temperature 
G70 - Air mass meter 


J17 - Fuel pump relay 
isi 


+ J338 - Throttle valve control part 
10:52 


image 6-19 “Select function or component” mask, 4th level 
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(è) Note 


If you do not go through all of the steps — after the confirmation of a message - all of the 
components and functions coming under the step last reached are included in the test 
plan. 





In this submask, select the desired component or a function. The selection will be dis- 
played until you touch the "Continue" operating button, which will take you to the test plan. 

















Guided Fault Finding 
Function / Component Selection 


Volkswagen 01.02.00 15/05/2003 
Golf 1998 > 

2000 (Y) 

Saloon 

AEH 1.6 L Simos / 74kW 


G39 - Lambda probe 
G40 - Hall sender 
G42 - Intake air temperature sender 
G61 - Knock sensor 1 
G62 - Sender for coolant temperature 
J17 - Fuel pump relay 
+ J338 - Throttle valve control part 
+ J361 - Simos control unit 

N30 - Cylinder 1 injector 

N31 - Cylinder 2 injector 

N32 - Cylinder 3 injector 

N33 - Cylinder 4 injector 

N80 - Activated charcoal filter system, solenoid valve 1 x| 


25.05.2007 
10:52 


image 6-20 “Select function or component” mask, 5th level 








The selected diagnosis object. is added to the "User test plan". 
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Guided Fault Finding Volkswagen 01.02.00 15/05/2003 


Golf 1998 > 
Test Plan 2000 (Y) 


Saloon 
AEH 1.6L Simos / 74kW 


Airbag Malfunction Indicator Lamp (MIL) -K75- - ohne_Funktion 


- K75 - Air bag warning lamp 
01 - Engine electronics - Idling switch-F60 


? F60 - Idling switch 
01 - Engine electronics - Engine control unit disabled 


- Adapt control unit to electronic immobilizer 


- Adapt engine control unit to dash panel insert 
01 - Engine electronics - Throttle valve positioner-V60 
w | 


- V60 - Throttle valve positioner 
User Test Plan 
G70 - Air mass meter 


25.05.2007 
10:52 


image 6-21 "Test plan" mask with "User Test Plan" section 





The rest of the procedure is üs described in Section 6.107 


6.9.1 Documents 


Available documents, such as installation locations, pin assignments and so on, can be 
selected and displayed in the "Function/component selection" mask. For this purpose, 
select the relévant function/component and then the "Go to" destination *Documents". 
After the first selection, the “Go to” destination “Documents” is available for selection per- 
manently insthe “Go to” destination menu. z 


Documents (graphics, text) are displayed in the work window. If they are larger than the 
work window, they will be provided with a vertical scroll bar. 


Documents are also found in the function test masks. There they are made available 
directly via asrow of up to six numbered and correspondingly labelled control buttons 
(see Section 6.11.1). 


4) Note 


If you selected a diagnosis object in cuanto selection, you can also access 





its documents directly by.selecting "DocumentSz/from the "Go:to" menu during the ongo- 
ing function test. The documents presented here. do not form part of the current function 
test, but rather the last selected function/component’selection. 
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Example of a mask sequence arising from “Function/Gomponent:selection”: 


oe) : “Qu, 
Guided Fault Finding Volkswagen V11.76.00 24/04/2007 
Function / Component Selection 1J - Bora 1999 > 









Ox 
® 


AEH 1.6 L Simos / 74kW 
+ Powertrain (Repair Group 01; 10 to 26; 28 to 39) 
+ AEH - engine 


ANS 
wor 


NN 


ycQ) 


+ Simos Engi 
+ Electrical (Cancel 
Clutch p4Exit 


Engine S|yehicle System Test 
ISI M Administration 


Qa? 
99 


' JOSseujoejoo eui OY 





25.05.2007 e 
10:49 S 
g 





image 6-22 Function/Component selection?“ Documents” selected as “Go to” destination e 

ee. | my A 
You can activate the "Select Document" dialog box for a selecteghfunction or Compo- 
nent via the "Go to" destination menu. Aapo New 


nu uae 
4d "OM u 


V01.02.00 15/05/2003 







Guided Fault Finding 
Function / Component Selection 


Volkswagen 
Golf 1998 > 
2000 (Y) 
Saloon 
AEH 1.6 L Simos / 74kW 














Select Document 
AEH, Heated Oxygen Sensor (HO2S) -G39-: Current flow diagram 
Heated Oxygen Sensor (HO2S) -G39-: Fitting location 
Connector to oxygen sensor: Pin assignment 
4-pin connector: Connector view 





image 6-23 "Select Document" dialog box 


The documents that can be displayed are listed in the "Select Document" dialog box. 
Select the desired document, and press the "Display" operating button. The document 
will then be displayed. 
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Guided Fault Finding Volkswagen 01.02.00 15/05/2003 


d Golf 1998 > 
Display Documents 2000 (Y) 
Saloon 
AEH 1.6 L Simos / 74kW 


Heated Oxygen Sensor (HO2S) -G39-: Fitting location 


sensitive 
range 





image 6-24 Displayed document with hotspot (red frame) % 


The displayed document can contain hotspots (sensitive rectangular areas). If you touch 
a hotspot on the screen, you will be shown the document associated with it. 2 
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6.10 Test plan 


When the transition is made to the “Test Plan” mask, the results of the previously run 

“Fault memory contents”, “Complaint Report” and “Function/component selection” masks are 
evaluated, and a test suggestion is created from that and shown as a list (see Fig. 6-25). The 
priority of the tests is expressed in their sequence. In the actual example, the contents of 
the fault memory lead to a test suggestion that is entered in the test plan and preselected 


there. Pressing the “Continue” operating button will begin the marked function test. 





Volkswagen 01.02.00 15/05/2003 
Golf 1998 > 

2000 (Y) 

Saloon 

AEH 1.6L Simos / 74kW 









Guided Fault Finding 
Test Plan 










System Test Plan 
Airbag Malfunction Indicator Lamp (MIL) -K75- - ohne_Funktion 


- K75 - Air bag warning lamp 
01 - Engine electronics - Idling switch-F60 


? F60 - Idling switch 







Symptoms (blue) 
































01 - Engine electronics - Engine control unit disabled Suspected 
- Adapt control unit to electronic immobilizer components or 
- Adapt engine control unit to dash panel insert functions 
01 - Engine electronics - Throttle valve positioner-V60 u 
- | V60- Throttle valve positioner had | 
User Test Plan 
G70 - Air mass meter 
i Component 
status 


25.05.2007 
10:52 


image 6-25 System test plan and'user test plan with several suspect components 


The test plan shows one or several symptoms (blue font) above the suspect module or 
function (diagnostic object). The diagnostic object is preceded by a status (see Table 6- 
2). If you select it and press "Continue", an appropriately linked function test is started. 
Afterwards, the status of the diagnostic object is updated. In addition, the function test 
can enter new diagnostic objects in the test plan or set existing ones to “OK”. Diagnostic 
objects entered in the test plan by a-function test, appear directly under the previously 
selected diagnostic object — slightly to«the right. 4 


You do not always have to adhere to the süggested sequence df'ithe function tests. 
Rather, you can deviate from it at any time and' select a differe st.in the automatic or 
user test plans (included via the functions / components selection, see Section 6.9) as 
the next function test. 
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The “static” or “sporadic* (fault no longer present at the moment) fault type plays a role 
for the sequence of the diagnostic objects. If only sporadic faults are assigned to a diag- 
nostic object, they.are placed at the end of the test plan. When you start the function test 
of such a diagnostic object, the following message may appear: 


Sporadic faults occurred. 
(possibly additional text) 


Would you like to see the details? 


If you confirm with “Yes”, the corresponding fault memory entry is displayed along with 
the ambient.requirements (if available). 


When all the-function tests for the diagnostic objects entered have been performed, the 
test plan is considered to have been processed. You can also repeat function tests by 
reselecting the diagnostic object and pressing the "Continue" button. 


The status preceding the diagnostic object corresponds to the current status of the func- 
tion test or the result of the linked function test. 


"OK" means, for example; the function test was:performed without any faults; the diag- 
nostic object (module or function) is OK. 
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Table 6-2 Meaning of symbols for the status of the diagnostic objects 





Symbol 


Meaning: Function test 





Not yet carried out 





OK 


OK 





OK! 


This status is a special case: A function test may end with the status 
"Diagnosis generated and component repaired". In this case, the tester 
does not go back to the test plan after completing the function test, but 
asks the question: 


e Repeat test after repair is completed? 


If you answer with "No", the status “OK” (already repaired, result not 
checked) is entered in the test plan in front of the diagnostic object. If 
you answer "Yes" instead, the function test is repeated in verification 
mode (examination of the repair). 

However, this concept requires appropriate program components in the 
function test, e.g. a short test. If these program components are not 
available, the entire function test is repeated and the reaction is the 
same as during the initial activation. 

You can also start the verification of a function test from the test plan by 
the repeated selection‘and start the "Test" selection. 





OK? 


Probably OK. 

It is not possible to make a statement with 100% certainty about the 
result of a particular function test, since e.g. not all the results are test- 
able. 





Not OK. 





Result unknown or cancelled 














Currently being carried out 
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6.11 Function test 


n Note 


Since the platforms (except for VAS 5051B) do not have any internal testing devices 
(multimeter, oscilloscope), external testing devices must be used and measurement 
results transferred to the function test via replacement value input. 


When using the external VAS 6356 measuring box, the multimeter measured values in 
the Guided Fault Finding are taken over automatically: 








A defined function test has been assigned in the test plan to every vehicle fünction, every 
component group and every component (diagnostic object that could indicate a fault). Its 
task is to test the requirements defined for each. It yields the results “OK”, “Not OK” or 
“Test result unknown”. 


A mask from a function test is shown in Fig. 6-26. Every function test consists of closed 
test steps that can also be repeated via the “Go to” destination menu after they have 
been executed. The information window on the left contains the title of the function test, 
while the name of the test step currently being processed is displayed as a heading in 
the work window. 


A function test can include the tester's communication via the diagnostic bus, as well as 
measuring instructions.-You become actively involved in the process at this point, e.g-to 
connect measuring leads, to make decisions or to enter values. For this purpose, the 
tester will provide you with up to two rows of appropriately labelled operating buttons in 
the work window, for example. The left row contains the control buttons for further 
processing of the test dialogs (see Section 6.11.1); the right row contains up to six num- 
bered control buttons for displaying documents. 


After the function test is finished,the tester will return to the ‘Test plan" mask: There, you 
can select the next diagnostic object and start its function'test or access alternative diag- 
nostic procedures via the "Go to" Destination menu (such/a$ complaints or function/com- 
ponent selection). 
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In this example of a function test, a question appears after starting: 


Volkswagen 
: Golf 1998 > 
Function Test 2000 (Y) 
Saloon 
APF 1.6 L Simos / 74kW 
DTC code allocation 


On Board Diagnostic (OBD) has not recognized any ! 


malfunctions at Engine Coolant Temperature (ECT) 
Sensor -G62-. 


Perform function test anyway? 





Different masks appéar later in the course of the function test depending on the actual 
tests done, e.g. a: message with the "Done" operating button: V. 





é % 
S 3 
Guided Fault Finding Volkswagen 01.02.00 15/05/2003 % 
Golf 1998 > 2A 
Function Test 2000 (Y) à 
Saloon $ 
AEH 1.6 L Simos / 74kW Z 
Checking sensor wires s 
o 
The Engine Control Module (ECM) detected a (an) S 
open circuit/short circuit to B+ or a short circuit to $ 
Ground (GND). D 
o 
o 
- Remove 4-pin connector -1- from Engine Coolant y 
Temperature (ECT) Sensor -G62- (-2-). 3 
- Next, check wires between test box and 4-pin = 
connector for open circuit. = 
2 
o 
Q 
S 
A 


25.05.2007 
c») 


"d "NVTT 
image 6-27 Function test, message for the user 
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Select the “1st Fitting location” operating button, for example. You are immediately 
shown the matching image document (see Fig. 6-28). 


Guided Fault Finding Volkswagen 01.02.00 15/05/2003 


: Golf 1998 > 
Function Test 2000 (Y) 
Saloon 
AEH 1.6L Simos / 74kW 


G62 - Sender for coolant temperature: 1 .Fitting location 


«CET [2D [^ 


image 6-28 Display Documents, "Fitting location" example 





Use the "Back" operating button to switch back to the previous mask and use the "Done" 
operating button to continue the test there after dealing with the message. 


One element of the function test shown in the example is a resistance measurement. 
The corresponding mask (see*Fig. 6-29) contains instructions as to which measuring 
points the measuring4ead should'be connected to. Press the "Measure" operating button 
to start the cyclic measurement on the VAS 5051B. If you press the "Measure" operating 
button again, the value last measured is retained. Press "Continue" to continue the func- 
tion test. You can also use this button to cancel an active cyclic measurement directly 


and continue the function test with the value last measured. 


(è) Note 


The button on the measurement lead's probe tip triggers the same function as the 
“Measure” operating button on the screen. It is recommended to use it if the tester 
screen is not visible or accessible from your working position on the vehicle. 
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Guided Fault Finding Volkswagen 01.02.00 15/05/2003 


z Golf 1998 > 
Function Test 2000 (Y) 


Saloon 
AEH 1.6 L Simos / 74kW 


Checking sensor wires 
Resistance measurement 


U/R/D measuring lead (+) on Connector Socket 3 

COM measuring lead (-) on Test box Socket 53 

Test for open circuit. 

Target value OK: < 0.002 kOhm 

Result field and 
activation of the 
0.000 <0.002 3 replacement 
value input. 





image 6-29 Function test, Resistance measurement 


G. Volkswagen 

7 gen A AG d 

oe? 96s, 
m Oto, 


Replacement value input < 


If no measurements is possible or if an external testing device must be used for the meas- 
urement, you can enter the value manually. To do so, touch the results field (Fig. 6-29). A 
numeric keyboard will appear for entering replacement values. On ‘the VAS 5052x, the 

virtual keyboard also appears after the "Measure" button is pressed. Z, 


G 


wn 
Ly go 
Aur jo SSƏu}991109 ƏU} oye" 


Feu, 





D, 
De 
My 
Ny 
Oy. /) 


image 6-30 Virtual. keyboard for entering measured values 
io 


Enter the measured value. The “Q” button i a 


At the end of the functiőntest, the “Guided Fault Finding* Spplication switches back to 
the “Test Plan” mask (see Fig:-6-25) and présents you with any more suspect diagnostic 


objects for testing. 


fey, 


r applying Ing, value you entered. 
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6.11.1 Test dialogs 


In the function test, you will find the following types of user/test dialogs: 


e Messages to the user with the “Done” operating button for continuing with the pro- 
gram. 


e Questions to be answered with the “Yes” and “No” operating buttons or the additional 
“Unknown” operating button. 


e Decisions with up to eight operating buttons for branching off on separate program 
paths. 


e Measuring instruction with the "Measure" operating button for starting and/or stopping 
the cyclical display for the measured value. 


» Displays of results from a control unit with the "Read" operating button for starting and/ 
or stopping the cyclical output of those results. 


e Displays without a special operating button for cyclical program runs (loops) and for 
any cyclical output of texts or values. A cyclical loop is interrupted either by the test 
program or by pressing a operating button. 


e Input instructions for entering a numerical valué‘or,text via a keyboard that appears 
on the screen. 


All test dialog steps-are only concluded when a operating button appropriate to the activ- 


ity is pressed, e.g: “Done”, “Yes”, “No” etc. 


All test dialog steps can include operating buttons for displayable image documents. 
They are displayed by pressing the corresponding operating button, switching to the doc- 
ument display and then back to the test dialog step. 


6.11.2 Measuring instruction (multimeter) 


The work area of the “Function test, G62 — Sender for coolant temperature” mask (see 
Fig. 6-29):contains a display of the type of measurement ("Resistance measurement"), 
the instruction for connecting the measuring lead, an optional description of the meas- 

urement (Example: *Resistance measurement on sender for coolant temperature), and 
the specification of the target value and the measured value as a bar display and as a 

numerical output. 


The bar display,contains a numbered scale. A rectangle indicates the range of tolerance 
for the measured-value. The measured value appears as a coloured horizontal bar in the 
numbered scale. Ifthe value is OK (green), the bar will jut into.the tolerance window. A 
red bar indicates an incorrect measured valle? the display.“+++++” indicates an over- 
load. La 


The numerical display also includes the physical unit of measurement. 


Measurements of numerical values are triggered by pressing the "Measure" operating 
button after the specified connections have been set up. 
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VAS 5051B: 


The measurement is repeated several times in a cycle, as long as the "Measure" operat- 
ing button is pressed; the last value measured is accepted after the "Continue" operating 
button is pressed. Pressing the "Measure" operating button again stops the continuous 
measurement, and the last value displayed will be kept. 


The "Measure" operating button can alternatively be activated via the switch in the red 
probe tip. 


If the internal testing device is defective or if you prefer a testing device of your own, you 
can enter the measured value thus determined via a keyboard on the screen. The key- 
board appears automatically when the results field is touched or if the internal test instru- 
ments are malfunctioning. It will disappear again after entries have been made when the 
"Q" or "Continue" operating buttons are pressed, or, if a genuine measurement is carried 
out, by pressing the "Measure" operating button. The physical unit for the entry (e.g.: V, 
mV) is preset automatically. 


VAS 5052x and VAS 61xx: 


Here, a numerical keyboard appears when the "Measure" operating button is pressed, 
for entering a measured value. 


When using the external VAS 6356 measuring box, the multimeter measured values in 
the Guided Fault Finding are taken over automatically. The DSO function is not available 
here. 
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6.11.3 Measuring instruction for vehicle systems 


The vehicle systems supply a wide variety of measured values relevant to diagnosis 
which can be interrogated and evaluated in a function test by so-called “measuring 
instructions”. Measuring results are displayed in some cases in a message (Fig. 6-31) or 
directly from the measuring instruction. 


Measuring instructions to vehicle systems require functioning communication with the 
vehicle system in question. 


6.11.3.1 Measuring instruction results in a message 


As a rule measurement results are displayed in messages. Here the measuring instruc- 
tion itself runs invii ifthe backgrounds. 


Guided Fault Finding volkswagen V07. 53. 00 28/07/2004 
Function Test 3B - Passat 1997 > 





Coolant temperature 36.3 °C 
Fuel temperature 28.8 ^C 
Manifold Temperature 24.2 ^C 
| Oil temperature 31.9 ^C 
:| Coolant temperature, fuel temperature, oil 
{q temperature and Intake Air Temperature (IAT) 
_| should all approximately resemble ambient 
“| temperature when engine is cold. 


Coolant temperature should differ considerably 
from Intake Air Temperature (IAT) when engine is 
warm. 





image 6- ^ RIED test, message with measurement from vehicle system 


Fig. 6-31 showie.a message whichfi incorporated i in a loop in the function test. Every 
time the loop runs, the.measured val ues: read from the vehicle system and updated in 
the mask. It is not possible to input à ‘replacement value here. 
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6.11.3.2 DSO combination Sues prement 


In addition to measuring an ual parameter, measurements are posset ifawhich 


two different sources are 'called up simultaneously. One of the values (such as voltage) 


can be directly read from the control unit and the other can be read in via the measuring 
instrument (such as the ee sure). 


g 


Geführte Fehlersuche 


V16.00.00 
Funktionsprüfung 


ECM 3,01 TDI A5 (ohne Travers.) 2 
Messwerte lesen 





09.09.2009 
11:58 


image 6-32 Example of a combination measurement: query of pressure and voltage 
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6.11.3.3 Measuring instruction with direct output 


In some special cases measuring instructions with vehicle systems are also programmed 
as direct output. The display is similar to the measuring instructions for multimeter appli- 
cations (see Fig. 6-29), but with the following differences: 


e Since it only uses internal measurements of the vehicle systems, it can also be 
accessed on the VAS 5052x without restrictions. 

e Instead of the “Measure” operating button, a “Read” operating button is displayed. If 
vehicle communication is possible, while it is activated the selected measured value 
is displayed cyclically in the result field. 

If vehicle communication is not working, you can input a replacement value manually. 

Touch the result field (see Fig. 6-29) to access the virtual numérical keyboard and input 

the replacement value. Next press the "Continue" operating button. The "Read" operat- 

ing button is not used in replacement value input. 


6.11.3.4 Measured values table 


This provides another way of displaying measurements from vehicle systems. The func- 
tion test can present you with a measured value list for selecting measured values or a 
preselected selection of measured values for displaying the results. 


Selecting measured values from a measured values table 


This display allows you-to select the desired measured values yourself from a measured 
values table. An entry consists of the ID (for EDIABAS = group number / number of the 
display field; for ASAM-ODX - text identifier) and measured value name. 


The measured values of different control units are given different colours to make.it eas- 
ier to differentiate them. 


After selecting at least one measured value, press the "Done" (starting from V18, upper 
right above the selection window)'operating button whichftakes you to the.rniext mask 
where you can perform the measurement. 


n 
The selection list of measured values has been. expanded by.an “ID” column starting 
from V18, replacing the two columns that had been displayed up till then for the respec- 
tive number of the measuring value block as well as the measured value. The two col- 
umns have been dropped. 


In the *ID" column, the so-called Textldentifiers (TI) are shown as they are included for 
the respective measured value in the ODX data. 


If there is no TI in the ODX data, an empty string will be output. 


If a measured value consists of several portions, then the respective Tls as well as the 
measured value designations are differentiated by the separator “>” for improved clarity. 


The “Done” operating button has been shifted above the selection list. 
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Guided Fault Finding Volkswagen V11.76.00 24/04/2007 
Function Test 3D - Phaeton 2003 > 


BGJ 4.2 L 228kW 
Reading measured values 
Selecting displayable measuring values | 
E 


1 3 Lambda control value bank 1 


2 3 Air mass 1 


3 3S Throttle valve angle (potentiometer) 





poses, IN par 
excial PUP Part or in Whole , 
o Sp 
xe Or», 
e e, 


NM 


Carrying out measurement 

2 Ò 
You’can go to this mask directly, from the function test or via the selection list of the 
measured values table (Fig. 6433). There can be any number of measured values. The 
“Result” column initially is e . Press the "Read" operating button to read the meas- 
ured values cyclically from the-vehicle system(s) (Fig. 6-34). 


Selecting individual measurements 

You can select a single line. With this, the name of the measured value and the result are 
displayed again in the long information bar in the lower part of the work window. At the 
same time, a “Message text” operating button and/or a “Test program” operating button 
may appear on the right (not illustrated). 

Message text: Information about the measured value is provided here. 


e Test program: If a result is outside the specified value and you select the relevant 

measured value, a function test for finding faults may be offered when you press the 
“Test program” operating button. If you press this operating button, the function test is 
entered in the test plan; an appropriate message is displayed. You can activate this 


test after the current test. 
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Press the “Go to” operating button to jump back to the selection list “Measured values: 
Read measured values” where you can make another measured-value selection. Press 
the "Continue" button to continue with the function test. In some cases the measured val- 
ues table is quit automatically; for example, if all values are OK. 










Guided Fault Finding 
Function Test 


Volkswagen V11.76.00 24/04/2007 
3D - Phaeton 2003 > 





BGJ 4.2 L 228kW 
Reading measured values 

Meas. value Result Specif. value 
Lambda control value bank 1 
Air mass 1 1 - 130 g/s 
Throttle valve angle (potentiometer) 0 - 100 % 


Information bar 
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The display frequency of the results ‘corresponds to that in vehicle self-diagnosis if the 
measured values to be displayed belong to a display group. Displaying measured val- 
ues from different display groups.and control devices will have a negative effect on time 
behaviour and evcnolievele £ 
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6.11.4 Digital Storage Oscilloscope (DSO) measuring instruction 


VAS 5051B: 


The DSO measures graphical curved lines cyclically using parameters preset by the 
function test and displays them. Press the “Freeze Frame” operating button to pause the 
cyclical repetition of the measurement. The last display will freeze on the screen. Press 
the “Freeze Frame” operating button again to start the cyclical repetition of the measure- 
ment up again. The “Freeze Frame” operating button can also be operated by activating 
the switch in the red probe tip of the measurement.cable. 


With measurements that are triggered by a particular conditionevents), the “Measure” 
operating button is used to enable triggering. The measurement iS'then automatically ini- 
tiated when the trigger event occurs. 


The measurement instruction is followed by a question regarding the evaluation of the 
signal curve. 


VAS 5052x and VAS 61xx: 


A DSO measurement must be carried out using an external device. 


6.11.5 Cancel function test 


Normally, you can only move from the “Function test” mask to the “Test plan” if all opera- 
tor entries have been properly concluded and a clear test status has been achieved. 
Missing informatiorr.or operator actions that are still outstanding are displayed via mes- 
sages. 


Nonetheless, you can cancel an ongoing function test in the following way: 
1. Use the "Go to" destination menu to switch ovérfo the "Test plan" mask. 


2. There, select the ongoing function test and preSs.the "Continue" button. 


3. In the dialog which appears, press the *Abort function test" operating button. Note that 
the status “?”, i.e. “unknown”, will now be entered next to the function test. 
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6.12 Leaving the “Guided Fault Finding” application 


You leave the “Guided Fault Finding” application via the functions contained in the 
“Go to” destination menu. These include: 


e Interrupt, 
e Cancel and 
e. Exit. 


The "Interrupt" function is only offered if you have accessed the “Test plan” mask at least 
once. The “Cancel” function is offered from the “Select type” mask onwards. 






Volkswagen V11.76.00 24/04/2007 
1J - Bora 1999 > 


Guided Fault Finding 
Test Plan 









AEH 1.6 L Simos / 74kW 
Lambda probe -G39- 


Interrupt 


Administration 

Vehicle System Test 

Fault Memory Contents 
ECU-identification data 
Complaint Report 

Function / Component Selection 
Export problem-log book 


25.05.2007 
10:50 


image 6-35 Leaving the “Guided Fault Finding” application via “Go to” destination 


Before returning to the start mask (in the case of Exit) or to the basic screen for Guided 
Fault Finding (in the case of Cancel), you will go through various additional run 


sequences (“Interrogate fault memory”, “Generate readiness code?”, end module) (see 
Section 6.12.2, Section 6.12.3 and Section 6.15). 
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6.12.1 Interrupt 


You can interrupt the diagnosis s session fora, short. peak 1 (pause) or save your work to 
continue with it at another b» lo 





D 


Volkswagen V11.76.00 24/04/2007 So > 
1J - Bora 1999 > 










Guided Fault Finding 
Test Plan 





Lambda probe -G39- 


To interrupt work for a short period 
and then continue press "Pause" 

or to interrupt for a long period and 
save all data press "Interrupt". 












image 6-36 Work interruption dialog box X 


After the “Interrupt” function is activated within the “Go to” menu, a dialog box appears 
where you can choose whether you want a short pause or a longer interruption. If you 
choose the short break, the following text will be displayed: 


6.12.1.1 Briefly interrupt work: “Pause” 


Work has been interrupted for a short time ("Pause"). 
Press "OK" to end pause. 
Do not cancel pause without consent or good reason. 


When the “OK” operating button is pressed: 


Work can be continued in the current mask. 
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6.12.1.2 Interrupt work for a extended period: save job 


You can interrupt a diagnosis job and save all relevant diagnostic data up to that point in 


the tester for later retrieval by specifying a job code. After saving, you will automatically 
switch over to the first mask of “Guided Fault Finding’. 


After saving, you can activate any other diagnostic functions. 
Enter job code: 


V11.76.00 24/04/2007 








image 6-37 “Enter job code” dialog box 


agen AG. Volkswagen AG go, 
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You can use the “Enter job code” dialog box to enter a job Boig Viaan onscreen key- 
board for the diagnosis job thatis to be saved, and acknowledge it with the "Q" operating 
button. The current date and tir ime will also be saved, alongside the job code. 
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6.12.1.3 Load diagnosis job 


You can reload saved diagnosis jobs after the selection of brands in the masks of the 
basic feature components (type, model year, body version, motor). To do so, select the 
“Diagnosis job” function in the “Go to” destination menu. Choose the desired job and 
select “Edit”. An instruction follows with the job name and the corresponding vehicle that 
must be connected. When you acknowledge the instruction with “OK”, the “Test plan” 
mask will follow. It shows the status achiéved for the interrupted diagnosis job when it 
was saved. 


After the saved diagnosis job is loaded, the saved item:will be deleted. Therefore, you 
should save the diagnosis job again if you need to, in which case it will be stored again 
under thé same name. 


(à) Note 


The top right-hand information window shows the name of the loaded job instead of the 
loaded brand data. 








Example for a “Load diagnosis job” mask sequence: 


Select “Diagnosis job” as “Go to” destination: 


Volkswagen V11.76.00 24/04/2007 





Guided Fault Finding 
Vehicle Identification 












1C - New Beetle 1998 > only USA / Canada 
1C/9C - New Beetle 1998 > 

1F - Eos 2006 > 

1F - Eos 2006 > only USA/Canada 

1J - Bora 1999 > 

1J - Golf 1998 > 

1J - Golf 1998 > only 












1T - Touran 2003 > Wi 

1Y - New Beetle Conv 

1Y - New Beetle Conv Function Test Editore A / Canada hd 
«I e|? la 


image 6-38 “Select type” submask, “Diagnosis job” selected as “Go to” destination 
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Volkswagen 
1J - Bora 1999 > 





Guided Fault Finding 
Diagnosis Job 














AEH 1.6 L Simos / 74kW 
25.05.2007 10:51 





25.05.2007 
10:52 
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image 6-39 Diagnosis job, “Use/delete interrupted job” submask 
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Select the interrupted diagnosis job and press the “Edit” operating button. 
















= à 
z Fulfil prerequisites and press the “OK” operating button: $ 
E Volkswagen V11.76.00 24/04/2007 a 
$ 1J - Bora 1999 » e 
ao 
à 1999 (X) P 
á R 









The vehicle pertaining to this job 


WI-PI 349 1J - Bora 1999 > 1999 (X) Sedan 
AEH 1.6 L Simos / 74kW 25.05.2007 10:51 






must be connected to the diagnostic bus. 





image 6-40 Diagnosis job, “Job Administration” dialog box 


Press the “OK” control button to leave the dialog box and switch over to the test plan 
(see Section 6.10). 
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6.12.2 Cancel 


The “Cancel?function corresponds to the “Exit” function with the difference that you 
return to the basic “Select brand” mask of “Guided Fault Finding”. In other words, you 
remain.in the “Guided Fault Finding” operating mode. With Exit, the “Guided Fault Find- 
ing” operating mode is exited and you go to the start mask. 


6.12.3 Exit 


You can leave “Guided Fault Finding” using the “Exit” destination in the “Go to” destina- 
tion menu. A question appears with information for exiting and:the answer options “Do 


not exit", "Diagnosis log" and "Exit". 


Select “Do not exit" if you want to continue working instead. Select "Exit" to initiate the 
return to the start mask. All operating modes will be closed. 


Before returning to the start mask, all vehicle systems identified will be tested again by a 
system test. If there are faults set, the fault memories will be-erased and then read out 
again, to display any static faults that may be present. 


If there is still a fault memory set, the following message:appears: 
All fault memories have been.erased 
However, relevant faults are st set or havebeen set again. 
= 


Therefore, if the “Fault memory.contents” mask is to be restarted, press the “OK” 
button. 


If you still wish to cancel or exit, press “Cancel”. 


You now have the option of continuing with “Guided Fault Finding” or of exiting the pro- 
gram. Before you really do quit, a stop module (if present) will also be started (see 
Section 6.15) and you will be asked if you wish to print the diagnostic log. 


“Permanent Fault Codes” are emissions-relevant malfunction codes which can only be 
deleted after successfully eliminating the errors according to the specifications for the 
OBD. 
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OBD vehicles 


In the case of OBD vehicles, the readiness code will be:checked afterthe, system test or 
before the end module runs. If this code is deleted or incorrect, these case examples 
show how to proceed next: 


Example 1: Faults were set in the engine control unit 
When the fault memory was erased, the engine control unit's readiness code was also 
erased. The following message thien appears, with a Yes/No question: 


The readiness code has been erased. Do you want to generate the readiness code 
again now? 


If the answer is “No”, the readiness code remains erased. If you select "Yes", the function 
test for generating the readiness: code will be started. 


After the function test has ended; it will be entered with a status symbol in the "User test 
plan", which will then be displayed. You now have the option of continuing with "Guided 
Fault Finding" or of cancelling it again via "Go to/Exit". 


The readiness code query will only be shown if there is a corresponding function test 
available for generating the code. 


Example 2: No fault set in the engine control unit 


When diagnosis is exited, the engine control unit's readiness code is interrogated. If the 
code is not OK, a note appears with the question: 


The readiness code is not OK. Do you want to generate the readiness code again 
now? 


If the answer is "No", the readiness code remains unchanged. If you select "Yes", the 
function test as per Example 1 for generating the readiness code will be started. 


,8 = 


Currently, the readiness code is only evaluated for an engine control unit. 
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6.13 Diagnostic protocol 


If you have accessed the “Test Plan” mask at least once, you can use the “Print/diagnos- 
tic protocol” function to print out a “Guided Fault Finding” protocol or save it to an exter- 
nal memory drive. In the latter case, you must enter the vehicle ID number and the 
license plate number in the print menu, provided the data is not already known from the 
diagnostic procedure. For printing, refer also to Section 3.5. 


Prior to the actual output, you are asked whether you would like to output the diagnostic 
protocol in short or in complete form. 


The “Diagnostic protocol” functiom'is also offeréd-after the end of the end module by 
means of a dialog box. 


The complete diagnostic protocol contains the following information: 


e Workshop code, dealership identifier 


e Version ofthe currently installed software system (base CD, brand data and vehicle 
project name/version of the ODX run-time data for ASAM-ODX control units) 


e License plate number and vehicle ID number, if available 
e Vehicle brand and identification characteristics (basic feature components) 


e Timerequired for diagnosis in VW units of time (time record for the diagnosis session, 
derived from the sum of fixed values and actual time required) 


e Event memory: List of the detected vehicle systems, their identification data and fault 
status. If there is a fault, also their fault memory contents with possible ambient 
requirements 


e Work steps performed (list of the main actions in running order), such as: beginning 
of diagnosis, vehicle identification, vehicle system test (selection), vehicle system test 
(performance), event memory (fault memory contents), test plan; function tests! 
including Start and end modules, beginning and end of an interruption (saving and 
loading of a diagnostic session) 


e Numbered test’plans corresponding to the work steps, each subdivided into system 
test plan and user test plan (where theséhexist) 


. Function tests that have ‘been carried out, numbered according to the work steps 
listed. The title of a test according to the test plan can be taken from the work steps. 
All test steps run will be logged, with message output, results and dialog decisions. 
The communication jobs with control units and their results will be listed under “Diag- 
nosis”. The sections “Beginning sub-function: ...” and “End sub-function: ...” show 
subprograms loaded during the function test. 
At the end of a function test, the full results will be displayed according to the test 
plan, e.g.: “Function Test OK” 

e Malfunction messages of the run-time system are listed together at the end of the pro- 
tocol. At “Diagnosis job”: messages that were generated during the processing of the 
test plan are listed. 





1. With the ID code. For tests from the test plan, also with the title of the corresponding diagnostic object, as 
entered in the test plan. 
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Short form 


The short diagnostic protocol does not contain any list of the test plans and function 
tests. 


6.14 Function test log 


The “Print/Function Test Log” function corresponds to a different short version of the 
“Diagnostic protocol’. The list of work stéps and test plans is left out and only the last 
function test carried out is logged. 


6.15 End module 


The stop module is automatically started when you quit the Guided Fault Finding applica- 
tion and can contain one or more function tests (also see Section 6.1). 


Once the end module has finished and before the diagnostic session finally terminates 
you will be asked whether the diagnostic log should be output. The diagnostic log thus 
output also includes the progress of the end module function test. 


} 


20 


k 
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6.16 Online feedback log 


During a function test or in the end module of the “Guided Fault Finding” application and 
depending on the vehicle and manufacturer, a diagnostic protocol or a fault protocol may 
be sent to the vehicle manufacturer. The tester must be connected to your workshop net- 
work for this function. 


The online feedback protocol can contain data such as the number of the vehicle (VIN), 
the number of the tester (equipment no.), the dealership identifier and the fault memory 
contents read out for-all control units. Questions may,also be displayed, e.g.: “Was the 
repair successful?” 


If the tester isnot connected via the VW workshop network, you need to enter the login 
for the online connection. 


Aborted or unsent online feedback logs are kept on the tester for‘up to forty days. On 
starting, the tester checks whether protocols have been saved and:whether there is a 
network connection. If that is the case, the tester offers to send the saved protocols now. 


DE) 
= 
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7 Guided Functions 


7.1 Overview 


Some function tests-correspond to vehicle-specific, customer service orientéd tasks, 
such as adaptations, coding etc. The “Guided Functions” operating mode allows you to 
access these tests directly, after vehicle identification (without always having to run the 
vehicle system test). Fault-finding programs are not provided here; start and end module 
do not run. 


These tasks can‘also be accessed in “Guided Fault Finding” after the vehicle-system test 
and selection of function/component selection. 


The run sequence described in the following is depicted in Fig. 7-1; the numbers refer to 
the numbering in the flow diagram. 


(1) Start mask 


Guided Functions is launched from the start mask (f 


y 


Section 7.2). - 


aos 


or further information, see 
D 


(2) Vehicle identification, gateway installation list, basic feature components 
After activating “Guided Functions”, you must enter the brand and the Vehicle identifi- 
cation with the basic feature components type, year of make, variant and engine code 


(as in “Guided Fault Finding”) and confirm them. Depending on the type of vehicle, auto- 
matic or mixed vehicle identification of the basic feature components may be possible. 


(3) Display vehicle systems 


The vehicle systems for which “Guided Functions” are available will be displayed. 


(4) Select vehicle systems or function 


Select the desired vehicle system or function. 


Operating manual for VAS PC software V08.0 — 02/11 — All rights reserved. 
A5E00330050/080 7-1 


Guided Functions 








Fig. 7-2 
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image 7-1 Sequence of the “Guided Functions” operating mode 


Actualize test status 








The numbers represent the individual stations and referto the detailed explanations in the 


text. 
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(5) Identify vehicle system, interrogate fault memory 


When you select a function, only the control unit that relates directly to itis control unit 
identified autómatically and its fault memory read. Questions to help clarify possible vari- 
ants could be displayed as well. Press the "Vehicle system test" operating: button to dis- 
play the control unit which has been identified. A complete vehicle system test will not be 
carried out here but it can still be launched with the “Start system test” operating button in 
the "Vehicle.system test" menu. In the case of non-automatic identification:of control 
units, here too it is possible to make a manual selection of individual control units. 


(6) Fault memory entries available? 


If a fault is detected when the control unit is interrogated, this message will appear: 


Faults have been recognised. The faults can be located specifically by switching to 
the "Guided Fault Finding" operating moge, 


When you acknowledge the message, Ads» willcontinue. However, switch- 
ing to “Guided Fault Finding” tolocate the faultS is recommended. 


You can see which faults occurred by pressing the “Vehicle system test” operating button 
and then “Continue”. You then return to continuing your function selection by pressing 
“Continue” once again. 


(7) Display vehicle systems, selection of further functions 


Further function selection is handled the same way as function / component selection 
in guided fault-finding. You can go back to a higher level of function selection by select- 
ing the corresponding level on the same mask. 


You can use the operating mode operating button to switch to the operating modes “Test 
Instruments" (VAS 5051B only), "Vehicle Self-Diagnosis" or “Guided Fault Finding’. 
Here, quitting and returning to the start mask is only possible from “Guided Functions” 
(from the original operating mode). 


(8) Enter functions in test plan, function test 


After a function is selected, it is entered in the test plan. The procedure from that point 
on is identical to that in Guided Fault Finding (see Section 6.10). 


(9) Perform function test 


Carry out the function test. The function appears with its status in the Test Plan. From 
there, you can use the "Back" operating button to switch back to the "Select function" 
mask. 
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Switching operating mode 


When you switch to the “Guided Fault Finding” operating mode, the identification that 
has already been carried out will be noted and utilised. The same applies when you 
switch between the operating modes "Guided Fault Finding" and "Guided Functions". 


The protocols are continued when you change the operating mode. The same protocols 
apply to both operating modes. 


Print functions 


The following print functions are available: 


e Screen (see Section 3.5) 

e Diagnostic protocol (see Section 3.5, Section 6.13) 

e Function test log (Section23:5, Section 6:14) 

The print functions correspond to those of “Guided Fault Finding”. 
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7.2 “Guided Functions” run sequence 


"Guided Functions" is activated by pressing the operating button of the same name in the 
start mask. 





CESI 


VAS5052A 


Vehicle diagnostic-, measuring- and information system 
Version -GB- 16.00.00 17/09/2009 





image 7-2 Start of “Guided Functions” 


It starts as in Guided Fault Finding (Section 6.4), with selection of the brand and defini- 
tion of the basic - features (type, model year, variant and engine code), either automati- 
cally (with ! gateway) or manually. ^, = 

M 


After.ébnfirmation of the vehicle identification, the variants for vehicle fittings might also 
be queried. In the following mask, the vehicle’ ee are presented for selection 
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Guided Functions volkswagen V07.53.00 28/07/2004 
Functions 1J - Golf 1998 > 


APF 1.6 L Simos / 74kW 
APF - engine 
4-speed automatic gearbox 01M 
Airbag 
Parking aid 
Convenience system 
Seat adjustment 
Central locking 
Automatic vertical headlight aim control 
Diagnostic interface for data-bus 
Digital Sound Package (DSP) 
Navigation system MCD 
Navigation system MFD 
Radio system Alpha / Beta / Gamma 
Instrument cluster 


image 7-3 Selecting vehicle system or function 





After: the vehicle system has been selected, the platform: ‘sets up communication to the 
vehicle system in order to identify it and subsequently read’ its fault memory. If there are 
entries i in the fault memory, “Guided Fault Finding” is recommended. It uses a knowledge 


plan automatically. 1 


[Guided Functions volkswagen 07.53.00 28/07/2004 8 
«| Functions 1J - Golf 1998 > 





APF - engine 3 
4-speed automatic d 3 
Airbag 


Parking aid 
Vadis syste Malfunctions were detected, 


Seat adjustment the troubleshooting for this can 
Central locking be performed by switching 


Automatic vertical 
Diagnostic interfac 
Digital Sound Pack 
Navigation system MCD 

Navigation system MFD 

Radio system Alpha / Beta / Gamma 
Instrument cluster 


to GFF! 


image 7-4 Fault memory entries in the selected vehicle system 
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When you press the OK operating button (see Fig. 7-4) or, dep ER ón the situation, 
answer any questions there may be about variants, the functions available: for the vehicle 
system will be e a % 





volkswagen 07.53.00 28/07/2004 


1J - Golf 1998 > 








Guided Functions a 
Functions 





APF 1 .6 L Simos / 74kW 












APF - engine 
Adapting Contr. mod. -361- to throt. valve contr. and EGR Va 
Adapting Control module for Simos -J361- to electrical immob 
Control module for Simos -J361- coding control module 





image 7-5 Functions that can be selected for the vehicle system 


After selecting the function and pressing the "Continue" button, you switch over to the 
test plan. There you can carry out the corresponding function test that will perform the 
customer service oriented task. The procedure in the test plan corresponds to that in 
Guided Fault Finding (see Section 6.10). 





volkswagen V07.53.00 28/07/2004 
1J - Golf 1998 » 


Guided Functions 
Test Plan 








APF 1.6 L Simos / 74kW 
Adapting Contr. mod. -361- to throt. valve contr. and EGR Va 





25.05.2007 
10:52 


image 7-6 Test plan (after carrying out the function) 
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8 Audi flashing 


8.1 Overview 


The “Audi Flashing” operating mode allows quick access to the functions for the Audi- 
software version management (SVM). 


By “flashing”, the updating of new software into the internal “flash memory” of the vehi- 
cle's control units is meant. Along with the flashing function, other functions are available 
in SVM, such as checking the flash status of control units. 


The “Audi Flashing” operating button is only displayed in the start mask if an Audi brand 
CD is installed. 


The functions of the SVM can also be listed in “Guided Fault Finding", the "Function / 
Component Selection” and “Guided Functions”. To perform the SVM functions, you need 
the current flash data that you will receive through an inserted CD/DVD or the connected 
workshop network. 


(1) Start mask 


The “Audi Flashing” operating mode is retrieved’from the start mask (section 8.2). 


(2) Vehicle identification and selection of the function 


You select the vehicle type after selecting the brand. After that, the function selection of 
the SVM starts directly. Here, the functions are displayed in thé same way as in the func- 
tion/component selection in Guided Fault Finding (section 6.9). You can go back in the 
functions by selecting one of the higher ordered levels. 


In:contrast to "Guided Fault Finding", no Gateway functions, no further vehicle identifica- 
tion, no start module, and no “Vehicle System Test” run here. Fault memory entries are 
also neither read nor issued. 


(3) Enter functions in test plan, function test 


Whervyou have selected a function and pressed the “Continue” key, this function is 
entered:in the test plan. The procedure from that point on is:identical to that in Guided 
Fault Finding (section 6.9),. (section 6.10). 


G 


^X. 
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(4) Perform function test 


Carry out the function test. The function appears with, its:status*inthe Test Plan. From 
there, you can use the "Back" operating button.to Switch back to the “Select function” 
mask. 


Switching operating mode 


You cannot switch to another operating mode from the “Audi Flashing” operating mode. 
You can only switch to another operating mode by exiting “Audi Flashing” via the “Go to” 
functions. 


“Go to” functions 


There is a limited amount of “Go to” functions available (section 3.3.6), (section 6.3). 


e Administration 

e Test plan 

e Documents, analogous to the activation in the “Function / Component Selection” 
e Export problem log book 

e Test steps already run through 


f£ 
Print functions 


The following print functions are available: 


¢ Screen (section 3.5) 
e Flash protocol, analogous to the diagnostic protocol (section 3.5),(section 6.13) 
e Flash function test log, analogous to the function test log (section 3.5) (section 6.14) 
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8.2 Audi Flashing sequence 


The “Audi Flashing” operating mode is activated by pressing the operating button of the 
same name in the start mask. 


[EARS 


VAS5052A 


Vehicle diagnostic-, measuring- and information system 
V16.00.00 17/09/2009 


Version -GB- 





image 8-1 "Audi Flashing" start 


This operating mode starts as in “Guided Fault Finding”, with the selection of the brand 
and the definition of the “Vehicle type” basic feature component. 


«e 


Vehicle Identification 


S 
V15.02.00 13/01/2009 





19.01.2009 
10:37 


image 8-2 Audi Flashing, select brand 
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When you have selected the brand and type and confirmed this with “Continue”, you will 
be in the function selection. 


Audi Flashing Audi V15.02.00 13/01/2009 
Functions Audi A5 2008> 





SVM - Specified/actual comparison 
+ SVM - Problem-related hardware and software update 
* SVM - Vehicle conversion 

Check SVM communication 





19.01.2009 
Len 


image 8-3 Audi Flashing, select function 
Select a function by selecting the relevant line and press the "Continue" key. This is how 
you reach the test plan (image 8-4). 


From sublevels in the function display, you can get back into the basic screen by select- 
ing the uppermost level. 


In "Function selection", you can open a list of the available:documents on the relevant 
function via the “Go to" button and the "Documents" function (section 6.9:1). 
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- [Audi 


Audi A5 2008» 


SVM - Specified/actual comparison 





image 8-4 Audi Flashing, test plan 


V15.02.00 13/01/ 


Audi flashing 


The start and execution of a function test are in accordance with Guided Fault Finding 


(section 6.10). 


After the function test has finished, return to Function selection via the “Back” key. 
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9 Administration 


9.1 Overview 


The “Administration” operating mode provides you with functions for internal administra- 
tion of the tester. Use the following table to find out which functions are available on your 


platform. 


+ Function available 
- Function not available. 


Some of these functions can also be accessed in other operating modes via the Go to 


Destination Menu, see Section 3.3.6. 


Table 9-1 Functions in “Administration” 


Functions 


VAS 
5051B 


VAS 
5052A 


VAS 61xx 


EU5 
licence 





install update 


+ 





net-update 





self-test 





For initial/new installation: 

Enter workshop code 

then: 

Changing the dealership identifier 


+ 


+ 


+ 


+ 





signal generator 





date/time 





Expanded functions 





Select Initial Graphic 





Contents 


+ +| +| ++ 


+ +| +| ++ 





Touch screen calibration 





Display user documentation 


+ 





application statistics 





dimension pressure / temperature 





Network settings 





Display network settings 





Change CentralPartnerNet password 


+| +) +{ +] +] +] +] 4] +] E H c 


+| +) +) +) +] +] +] +] +] +] +] +] + 


+| +| +| +| +| +| + 


+| +| +| + 





Displaying target-URL 





GeKo test 








tection) 


(confidentiality and component pro- 





+ 





+ 





+ 


+ 
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Table 9-1 Functions in “Administration” 














Functions VAS VAS VAS 61xx EU5 
5051B | 5052A licence 
Online-connection * + + + 
Importing importer settings 1 * * + + 
Application tests + + + - 





Activating/deactivating a “Net-update” 









































+ + + - 
after restart? 

Exporting function test files + + + - 
Import function test files + + + E 
Battery service? + + : : 
Vehicle communication configuration 4 + 2 - - 
Screen resolution + + + + 
System monitor + + z : 

1. “Import importer settings” is available only after previous enabling. 


“Net-update” is activated after installation. Deactivation and activating alternate. 
Replaced by SAM (Siemens Accumulation Manager); “Battery Service” function is only available in the 
“Administration” of AS 5051B until SAM is installed. 


4. Only available for VAS5051B with Windows 2000 


ON 


Vehicle communication configuration 


Depending on the platform used, the vehicle communication is configured internally via 
the “Vehicle communication configuration” or externally by other software. The following 
table has information about this. 


Table 9-2 Availability of the “Vehicle communication configuration" function 





VAS5 | VAS5 | VAS6 | VAS 6 EU5 
051B 052A 150x 160 licenc 
e 





“Vehicle communication + - - = = 
configuration” available” 


























1. Only available for VAS5051B with Windows 2000 


For platforms whose vehicle communication is configured via external software, three 
software packages arẹ always also installed: “DTS Configurator”, “EDIC Hardware 
Installation” and “EDIG Software Configuration”. For configuration, the “DTS Configura- 
tor" is always needed;the EDIC applications are only needed when EDIC diagnostic 
heads for VAS 5054 and VAS 5055 are to be used. The pass-through box is not config- 
ured using the EDIC applications. 
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Table 9-3 Configuration of vehicle communication via external software 


Administration 









































VAS 5052A VAS 5051B VAS 615x VAS 6160 EUS licence 
WXP 
Configuration of the * * + + * 
"DTS Configurator" 
Hardware configu- + + + + " 
ration: 
ae Manwa re e AG. Volkswagen AG does 
Installation Se ‘ah 
Software cénfigura- + + o. + + - 
tion: af KN 
*«. 
EDIC:;Software e 
Configuration Re 
Q Ze 
Gountry selection + XQ d : 
yia BT-Country soft- $ 
|-ware t 
5 $ 
t 3 
9.2 Starting “Administration” 8 
Press the "Administration" operating button in the start menu to call up the "Administra- 


Ly 


tion” mask. 
9 


ili vas-PC 


VAS5052A 


Vehicle diagnostic-, measuring- and information system 
V16.00.00 17/09/2009 


Version -GB- 





image 9-1 Starting Administration 
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9.3 Š Selecting function 


The “Administration” mask contains a list of all functions that can be activated in “Admin- 
istration” operating mode (also see Table 9-1). 


iix 
Equipment Number: 80019 

Importer Number: 123 
Dealership Number: 99968 
SIEMENS AG 
Karlsruhe 























Change Dealership Identifier 
Signal Generator 

Date/Time 

Expanded Functions 

Select Initial Graphic 
Contents 

Touch Screen Calibration 
Display User Documentation 
Application Statistic 
Dimension Pressure / Temperature 
Network Settings 





19.01.2009 
10:00 


image 9-2 "Administration" mask "Select function" (example VAS 5051B) 





You can select the desired function by selecting the corresponding row. Then another 
mask will be activated for that function, in which you can edit it and execute it. You can 
access further functions by moving the scroll bar downwards. 
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9.4 Install update 


You can use this function to install brand and flash CDs. When installing, a distinction is 
make between an: 


» Installation 
Installing a complete version. 


«e Install update 
Update of a version already loaded. An update is currently only applied for a brand 
CD. 


«e Increment 
An increment (addition) is possible for brand and flash CDs. Increments can only be 
loaded by means of a network update (see Section 9.5). 


When installing, be sure to check the language and compatibility between base and 
brand CDs. The version of the data of the base CD appears in the start mask, for exam- 
ple (Fig. 2-1). 


If an attempt is made to install a brand CD with a different version code, the installation 
attempt is aborted with information that the base installation and the brand CD are not 
compatible. 


The version code can be seen in the start menu. 


VAS 5051B 


Vehicle diagnostic-, measuring- and information system 
Version -GB |V19.00.00 | 06/04/2011 





It is composed of: 


V17. 00. 00 


Version. Version status. Increment number 


Update CDs, brand CDs and Flash CDs can be installed via the “Install update" function 
in the "Administration" operating mode, however not via base CDs. Attempting to rein- 
stall the diagnosis software VAS-PC by this method will be aborted with an error mes- 
sage. 


iJ 
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9.4.1 Base CD 


The base CD contains the installation data and the run-time systems:for the individual 
operating modes. It cannot-be booted. Once the base CD has been loaded, you can use 
all operating modes apart from “Guided fault-finding’, “Guided functions” and “Audi 
Flashing”. The use of these three diagnostic modules requires a loaded brand CD 


(see Section 9.4.2). 


The "VAS-PC" base:CD is used to install or reinstall the diagnostic software. Before 
installing a new version, the previous version must be completely uninstalled. 


9.4.1.1 Reinstallation of a base CD 


(à) Note 


For a reinstallation, all VAS-PC data already installed is deleted. During this, the work- 
shop code, the loaded brand CDs and the diagnosis jobs which are saved at Guided 
Fault Finding" are lost: 








The installation generally starts automatically when yeu insert the base CD. If this is not 
the case, start the installation by.calling up Setupstarpigxe manually,\Proceed as follows: 


1. Activate the "Start" button of the Windows operating system and select the menu entry 
“Run”. 

2. Enter the drive letter of the CD drive in the dialog line (it is generally drive E), followed 
by calling up the program. 

If the E drive is your CD drive, the request looks as follows: 
E:\setupstart.exe. 

3. The “VAS-PC Installation Suite” dialog box opens. Select the “Install update” operat- 
ing button. The installation of the diagnostic software starts now. Follow the installa- 
tion procedure as specified in the installation routine. 

4. Remove the base CD from the drive after a successful installation. A new link for 
“VAS-PC” to the diagnosis software is now installed on the desktop. 


9.4.2 Brand CD 


You can install new or additional brand CDs on the tester. 
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a Note 


You can only ever load brand CDs whose compatibility number and language match the 
base CD; refer here to the description supplied with the CD. 

If you try to install a brand CD which does not have the same compatibility number, the 
installation will be interrupted with the warning that the brand is not compatible with the 
system. 

When a brand CD is installed, saved diagnosis jobs of this brand are lost (see 

Section 6.12.1). For this reason you should first complete any jobs that may have been 
saved. 

Several brand CDs for different brands can be installed on the tester (VW, Audi, ...). 
When a new brand CD is installed, it overwrites any previous installation of the same 
brand. 





) 


Di) 


f 
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e Insert the desired brand CD in the:©D/DVD drive. To avoid réad_ errors, the tester 
should not be tilted more thanc15°. 


e In "Administration" select the "Install update" function. 

e Confirm the security query regarding the installation of the inserted brand;CD. 

e The contents of the brand CD are now installed on the tester. As soon as installation 
is complete, the tester switches from "Administration" operating mode back to the start 
mask (see Fig. 9-1). 

» Remove the CD from the drive. 

Install additional brand CDs if necessary by repeating steps 1 through 5. 


9.4.3 Flash CD 


A flash CD is installed in exactly the same way as a brand CD. 


n Note 


If the flash CD cannot be installed, the data for update pregramming of the control unit 
are loaded directly from the CD inserted in the drive. Pipgse refer to the description 
accompanying the CD to find out whatkind of flash CDAtis. 
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9.5 Network update 


Net-update When this menu item is.caárried out, the tester searches via the active LAN 
connection for a software update under the relevant URL address * Mirror server" (see 
Section 9.17.3). This can;be data otherwise located on a brand'or a flash CD. 


Automatic net-update on start-up 


If a LAN connection exists, updates are searched for each time the tester is switched on 
and started up-If updates are found, a query appears asking whether you want to install 
the data. The tester should therefore be connected to the LAN network once each day 
when it is switched on. If the tester is not regularly connected to the LAN network, you 
should start the "Net-update" function manually. 


You can use the “Deactivate network settings/network update after restart” function to 
deactivate this automatic search for updates, if desired (see Section 9.17.8): 


Network update run sequence 


If you select the "Network update" function, the tester attempts to connect via its LAN 
connection to the local dealership mirror server. 


If it is not possible to set'up a connection, the folighing fault report appears: 


The contacted HTTP server, could not be found. 
Please check the connection infrastructure and' the "MirrorServer" URL (Adminis- 
tration). 


If the tester is able to establish the connection, it will compare the version levels (of base, 
brand and flash data). If an update is found, a dialog box appears with a query as to 
whether this update should be installed. If not, a message is displayed, informing you 
that no new updates are available. 


The data from the mirror server are initially stored temporarily on the tester and are then 
installed. 


If the network connection is interrupted during communication, the tester will attempt to 

restore the connection. If this does not succeed, a question will appear asking whether 

further attempts should be made to establish the connection, or whether communication 
should be cancelled. 
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Brand data 


An update can make changes here up to and including complete replacement of all data. 
A brand can only be updated on the tester if it is already there on the tester (it must have 
been installed at least once previously from a CD). 


Flash data 


During an update, the tester is informed of the flash data present on the mirror server 
without them being loaded. Any flash data required will only be loaded onto the tester 
when needed, via online connection. 


a 5 
le r 


k 
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9.6 Self-test 


The “Self-test” functions starts a built-in self-test of the test instruments (only 

VAS 5051B) or the diagnostic bus. In doing so, you test the diagnostic vehicle connec- 
tion inthe tester, including the diagnostic cable and the internal test Instruments unit. If 
the diagnostic head (VAS 5054 or VAS 5055) is connected, the "Self-test" can test a sig- 
nificant proportion of the diagnostic head's functions. 


4) Note 


The self-test of the test instruments does not cover the connected measurement cables. 
How to test these manually is described in Operating Manual VAS: 505x Hardware /3l, 
chapter "troubleshooting. 








The result willbe displayed in the working window: 


OK: the self-test is,error-free 


Not OK: the self-test results in an error. d. number is transmitted for the "Not OK" 
message. Please consult the service centré responsible for your region (see Operating 
Manual VAS 505x Hardware/3/). 








Administration Equipment Number: 80113 
Self-test Importer Number: 123 
Dealership Number: 12345 
Volkswagen/Audi Service 
Siemensallee 50, 76187 Karlsruhe 








Diagnostic bus - unit (internal) 


PIU 
11:04 


image 9-3  "Self-test" mask 
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9.6.1 Diagnostic interface VAS 5055 and VAS 5054 


The “Self-test” function checks the main functions of the diagnostic device and the con- 
nection to the diagnostic device. If no faults are found during the self-test, “OK” is dis- 
played; if a fault is found, then "not OK" is displayed. In this case, the appropriate DTC 
number will be issued. 


You can find more information in the VAS 5054/5055 Operating manual /4/. 
9.6.2 Test instruments unit (VAS 5051B) 


1. To carry out a self-test of the test instruments, select the "Test Instrument — Unit" line 
in the function list. The following request appears on the VAS 5051B: 


Disconnect all measurement cables from tester. 


2. Confirm with the “OK” operating button when you have disconnected all the measure- 
ment cables from the tester. 


a Note , 


This request appears even if no measurement cables are connec gd to the tester; In this 
case, simply confirm with the "OK" operating Dütton. I. 








3. The self-test that will now be performed can take several minutes. No entries can be 
made during this time. The results of the self-test are displayed in the right-hand sec- 
tion of the work window. 


4. Reconnect all the required measurement cables to the tester. 
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9.6.3 Diagnostic Bus — Unit 


In order to start a self-test of the diagnostic bus, select the “Diagnostic Bus — Unit (Inter- 
nal)” function in the function list. Depending on the tester, various prompts appear to 
check the diagnostic bus and possibly the connection to the diagnostic unit. 


While the self-test is running, follow the instructions that appear on the screen regarding 
the removal and connection of the diagnostic cable, test adapter (VAS 5052/4) or test 
adapter cable (VAS 5051B/4). After a few seconds, the results of the self-test are dis- 
played in the right-hand section of the work window. 


VAS 5051B sequence: 


1. A note appears with instructions on how to connect the diagnostic cables and test 
adapters. 
Terminal 30 is required on the OBD plug ofthe vehicle for the test; the vehicle model 
is unimportant. ^ 


The self-test will complete witliout any further Tnessages. The result is displayed on the 
right of the working window. The self-test may last several minutes. 


VAS 5052A, VAS 6150x, VAS 6160 and laptop sequence: 


1. A message will appear that an active connection must exist with a Bluetooth diagnos- 
tic unit. If the connection is active, press the “OK” operating button. 

2. The self-test starts and can last a short time. The diagnostic bus is also checked and 
the connection with the diagnostic interface. 

3. The result of the self-test is displayed in the working window, possibly with an error 
number. 
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9.7 Entering the workshop code/changing the dealership identifier 


After an installation, the workshop code is to be entered, consisting of the importer and 
dealership number. Once the workshop code has been saved, it can no longer be 
changed. After you have entered the workshop code, the function “Enter workshop code” 
is replaced by “Change Dealership Identifier”. With this function, you can change your 
dealership identifier at any time. 


4) Note 


If it becomes necessary to change the workshop code, please contact your distributor. 








enter workshop code 


When you activate the'*Enter workshop code" function from the function list in the 
"Administration" mask when the tester is started up for the first time, you can enter your 
importer number, your dealership number and then your dealership identifier. For further 
information. on initial start-up of a new — or replaced - tester, refer to Chapter 2. 


Note about this: the workshop code can only be entered once. Changes are no longer 
possible-after saving the data. 


Changing the dealership identifier 


The dealership identifier contains the description of the dealership and can be changed 
at any time after entering the fixed workshop codes. 


Two lines are available for the input. They can be activated with the arrow keys. You con- 
firm the input with the white “Q” special key; you use the white “C” special key to delete 
the last‘entered character. Confirm with the green “Back” arrow key and cancel the input. 
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9.8 Signal generator 


When certain events occur, e.g. incorrect entries on a virtual keyboard, the tester emits 
an acoustic signal. You can adjust the duration and pitch of this signal in the “Signal Gen- 
erator” function. The setting has no effect on the “Battery charge too low” alarm. 


Select “Signal generator” in the function list to display the following mask: 






Administration Equipment Number: 80113 
Importer Number: 123 
Dealership Number: 12345 
Volkswagen/Audi Service 
Siemensallee 50, 76187 Karlsruhe 














Signal Generator 









300 


ee 


Time [ms] 


0 





1000 


hl EENNNNNBNNBNMNMNNNNENNN - 


Pitch [Hz] 


PV 
11:04 


image 9-4 "Signal Generator" mask 


You can use the two slide controls to modify the acoustic;signal (see Section 3.3.7 for 
operating instructions). The numeric, values above the dicate the currently set values. 


e You can modify the time the signal lasts-using the upper-stide control, marked “Dura- 
tion”. The setting is continuously adjustable between 0 (furthest setting on the left) and 
3000 ms (furthest setting on the right). 


«e The lower slide control, marked “Pitch”, controls the frequency of the signal. The set- 
ting is continuously adjustable between 0 (furthest setting on the left) and 4000 Hz 
(furthest setting on the right). Values under 37 Hz are not implemented. 

When you move a slide control, the tester generates a signal with the last pitch and dura- 

tion set. A low setting is recommended, e.g. a duration of 300 ms and a pitch between 

500 and 1000 Hz. The volume of the signal cannot be adjusted. 
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9.9 Date/time 


You can correct the date and time via the "Date/Time" function in the “Administration” 
mask. 


Note about this: you can only change the date once. After that, only time can be cor- 
rected. 


Select the "Date/Time" function in the "Administration" operating mode. 


Select the field (day, month, year, hour or minute) you would like to correct. Two change 
arrows appear on the right and left of the time display. Activate the respective arrow key 
to adjust the time display. 


Confirm the entry with the "Back" operating button. You will return to the previous screen 
menu. The set values are accepted as new system time details. 


In order to cancel the entry, select the “Go To” operating button and select the “Exit” 
entry. 


9.10 Expanded functions 


The "Expanded Functions" allow other functions on the tester to be enabled for servicing 
and development purposes. They are only available with the use of special key CDs, 
which are not included in the tester package. 


9.11 Select initial graphic 


The “Select initial graphic” defines the graphic that appears in the start mask of the 
tester. You can select a different graphic via the “Continue” operating button. Ehe 
selected graphic:is shown as soon as you switch over to the start mask by pressing the 
“Back” operating button. 


9.12 Contents 


If you select the "Contents" function in the function/ffist, the installed. base and brand CDs 
will be displayed for selectiortin a new mask, alongwith their version information. Select 
a CD to view more information aboutit. Its contents ile wilhthen be shown. 


Information will be displayed on the software loaded: modifications, new features, con- 
tents. 


The contents list thus displayed can also be output via the “Contents” function in the print 
menu. 
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9.13 Touch Screen Calibration 


The touch screen can only be calibrated on the VAS 5051B and VAS 5052x testers. 


You can calibrate the touch screen by selecting the “Touch Screen Calibration” function 
in “Administration”. This might be necessary if the cursor does not follow your touch pen 
or finger exactly on the screen. 


First, a prompt appears asking whether you really wantto\calibrate the screen. Confirm 
with "OK". The calibration starts. 


If you are working with VAS 5051B or VAS 5052, read Chapter 9.13.1. 
If you are working with VAS 50524, read Chapter 9.13.2. 


O Caution! 


Exercise great care when adjusting this function. Incorrect or improper usage may 
cause the touch screen to be<put irrevocably out of alignment and thus become inoper- 
able. 


If this happens, re-install the-sbase CD (Section 9.4.1). 


Tap the indicated touch targets once, quickly and lightly. Tapping with force will actually 
input for the next touch target which should be somewhere entirely different: the result 
will be that the touch screen will be very poorly calibrated. 

For this reason, it is recommended to calibrate the touch screen with the touch pen to 
ensure exact positioning of the<calibration. 








DO 


k 
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9.13.1 Calibration on VAS. 5051B and on VAS 5052 


B = 


Use a touch pen for calibration in order to achieve as precise a calibration às possible. 








You have already started the calibration via the "Touch Screen Calibration" function and 
answered the security query with "OK". 


Now calibrate the screen by touching it with the touch pen. 


Touch the calibration target to start the calibration 


The following message will appear first: Lx 
Touch the calibration target to start the calibration. 


In order to start the calibration, touch the red calibration circle on the screen. A series of 
circles marked with four arrows will then appear on the screen with a red dot at the cen- 
tre of each. Touch each dot as precisely as possible until the tester shows the following 

message: 


Touch the screen to see if the cursor jumps to your finger. Press No to calibrate 
again or Yes to accept the calibration. 


Now touch the screen in different places and check whether the cursor jumps to the 
touching position of the touch pen. Select "No" to repeat the calibration or "Yes" to accept 
it. Calibration is ended when a setting is accepted. 
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9.13.2 Calibration of VAS 5052A 


B = 


Use a touch pen for calibration in order to achieve as precise a calibration as possible. 








You have already started the calibration via the “Touch Screen Calibration” function and 
answered the security query with “OK”. 


Now calibrate the screen by touching it with the touch pen. 


The red cross hairs successively display four positions which you are to touch on the 
screen as precisely as possible. 





— Touch the screen with the touch pen. 
SE 

Je 
~ TOUCH 


Hold the position and do not move the pen (duration, 


HORD about one second). 
Ji 
ir 
“LF 
-— Let go of the-point. 
e The cross hairs jump to the next target-point. 
RELEASE 





After the fourth test point, the message appears: 


"Touch the screen to verify the target moves to your finger." 


Touch the screen at àny point and observe whether the cross hairs jump to the contact 
point. If this is the case, save the new settings with "Accept". 


Abort the process with. "Cancel" if you are dissatisfied with the result. The new settings 
will not be saved. 


If you do not do anything?for the next 90 seconds, the new settings will be deleted. The 
old settings are retained. 


t3 
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9.14 Display user documentation 


The “Display user documentation” function offers you access to the operating manuals in 
pdf format. When you select the function, the “Select user documentation” mask opens. 
All documents available on the tester are listed in the list of the working window. The size 
of the list displayed may vary. 


Select the desired document to open the pdf file. The file is displayed in a second win- 
dow. 
















Geratenummer: 883145 
Importeursnummer: 123 
Betriebsnummer: 99968 
Siemens AG 

Karlsruhe 







Administration 
Anwender-Dokumentation anzeigen 





Handbuch Hardware ^ 
Handbuch Software 


Handbuch Eigendiagnose 
Inbetriebnahme- und Auspackanleitung 
Service-Information 

Handbuch Installationsanleitung 


Sonstige Dokumente: 

HW. VAS5052A GER VO020.pdf 
HW. VAS5052X GER VO086.pdf 
IA VAS5052A GER VO020.pdf 
IA VAS5052X GER VO057.pdf 
IA VAS6150 GER V100.pdf 
REC, VAS6150 GER V100.pdf 


image 9-5 Selecting the user documentation 








\ 08.10.2009 
y 17:00 


Close or minimise the document to return to the VAS-PC in order to return to the docu- 
ment at any time by selecting the “Select user documentation” mask. If you select addi- 
tional documents, they will also be opened. 


If you have minimised the document, switch back to VAS-PC via the task bar. 


Close Acrobat Reader to close all open pdf documents-and return to the VAS-PC. 


o 
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9.14.1 Displaying a document on the platform 


When you call up the “Display user documentation” function, you will receive a list of 
available documents in pdf format. Select the desired document. It will be opened in a 
second window outside the VAS-PC in Acrobat Reader. You can use the menu bar there 
to scroll through the document, print pages or search for additional information. 
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image 9-6 Opened PDF document on the VAS 5052A 
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9.15 Application statistics 


You can use the “Application statistic” X CHEER m Bispici Statistics indicating how often 
you have activated the individüal operating modes or installed applications (e.g. ELSA, 
erWin, Bentley Assist) and'how long you have used them for. The "Lingering time" col- 
umn adds the periods of time between the activation of an operating mode at the start 
mask and deactivating it by returning to the start mask. The “OBD” operating mode is 
incorporated under the “Vehicle self-diagnosis” operating mode. 


Administration Equipment Number: 80113 
Application statistic Importer Number: 123 
Dealership Number: 12345 
Volkswagen/Audi Service 
Siemensallee 50, 76187 Karlsruhe 








Workshop code Version = 
80113 123 12345 11.00.00 02/04/2007 
Dealership identifier 
Volkswagen/Audi Service 
Siemensallee 50, 76187 Karlsruhe 
Initiation point in time: — 07.05.2007 12:06 Ending point in time: — 25.05.2007 11:06 
Operating mode Frequency of occurance Lingering time 

Hours : Minutes : Seconds 
Guided Fault Finding 14 2:23:15 
Guided Functions 3 0:00:13 
Vehicle Self-Diagnosis 28 20:38:28 
Test Instruments 10 0:39:25 
Administration 48 7:53:29 
Applications 2 0:00:09 
ELSA 0 0:00:00 
erwin 1 0:02:17 

S 








image 9-7 — Application statistic (here VAS 5051B) 


Erase 

The application statistics begin to count after a base CD is installed. The “Erase” operat- 
ing button, however, manually resets the specified frequencies and times to zero. 

print 


You can use the “Print” function to print out a protocol of the application statistics. 
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9.16 Dimension pressure / temperature 


Country-specific units for pressures and temperatures can be set in the “Dimension pres- 
sure / témperature" function. There you configure whether the values for the measure- 


mentare displayed in bar or b/in? and measurements of the temperature in °C or °F in 
independent test instruments (see Section 5.3.8 and Section-5.3.9). 


9.17 Network settings 


Fhe following mask will appear when you select “Network settings” in the “Administra- 
tion” mask (see Fig. 9-2). 








Ce zix 
Administration Equipment Number: 80019 
Network Settings Importer Number: 123 
Dealership Number : 99968 
SIEMENS AG 
Karlsruhe 
Display network settings 
Changing CentralPartnerNet Password 
Displaying Target URL 
GeKo-test 


Online-connection 
Application tests 
Deactivating network update after restart 











19.01.2009 
à 10:38 


image 9-8 Network settings 


B Note 


The functions described in the following are used for connecting the tester online to the 
VW database server and enable the exchange of data between the tester and the 
server. Normally online operation takes place via the workshop network that is enabled 
for the database server. Independent workshops need to activate the secure client for 


this purpose (see /8/) and enter an appropriate login with password prior to connection 
setup. 
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IP address 


The testersis to be set so that it will automatically adopt an address from a DHCP server 
in the workshop network. It is not possible to enter the address in the network manually. 
If there is a connection, you can use "Display network settings" to have the assigned IP 
address displayed (see Section 9.17.1). 


9.17.1 Display network settings 


When you select this function, all network settings will be listed. The information is 
designed for a network administrator. The settings can be printed by pressing the "Print" 
operating button and selecting the "Network settings" menu item. 


9.17.2 Changing CentralPartnerNet-password 


The password cannot be changed directly on the tester. The following message will 
appear: C 


Please change thé password centrallysin ACG (user administration dealer sys- 
tems), or have your administrator change it. 


9.17.3 Displaying target-URL 


In the "Displaying target-URL" mask you can choose between "General URLs" and (with 
the brand CD installed) "Brand-specific URLs". The URL addresses available for selec- 

tion are displayed. These addresses are permanently set by the loaded base and brand 
CDs and cannot be changed later at the tester. 


9.17.4 GeKo test (confidentiality and component protection) 


The GeKo-test checks the transmission of data for the Audi brand between the tester 
and the company database, including user ID verification. The GeKo-test is a more exact 
test than the "Online connection self-test". The self-test essentially checks the online 
connection only, albeit with any destination address you choose. 


The GeKo-test requires the user ID issued for authorised persons and the password. An 
Audi brand CD must be installed for the test, but a vehicle connection is not required. 
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9.17.5 Online-connection 


Before carrying out a self-test of the online connection, ensure that the tester is con- 
nected to the workshop network and thus has access to the VW database server. 


If you select the “Online-connection” line, a prompt will then.be:displayed asking you to 

select a URL address. Select the destination address via which an onliné-connection is 

to be set up and tested, e.g. "LogonUrl", "MirrorServer". 

If the connection could not be established, a note will appear to that effect, e.g.: 
Mirror server "Online-connection" not OK. 


You can view further details via a protocol file. The detailed information is designed for an 
administrator. 


9.17.6 Importing importer settings 
This function is only accessible after enabling via "Expanded functions" (Section 9.10) 


and can then be viewed and selected in the "Network settings" mask (Fig. 9-8). 


In different markets, different settings are sometimes necessary within networks regard- 
ing security aspects, destination addresses (URLs) in networks and also for telediagnos- 
tic procedures. These settings are provided on what is referred to as an "importer CD" for 
the market in question. 


You can use this function to load the.data from an inserted importer CD on to the tester. 


> 
Ix 
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9.17.7 Application tests 


You can use these to activate specially stored function tests via brand data. You test net- 
work access including user application, like e.g. for the GeKo-test (see Section 9.17.4). 


Prior to the application test, make sure that the tester is connected to the workshop net- 
work and thus has,access to the VWidatabase server. 


If you select the “Application test” line, a general message appears first, prompting you 
to selectan installed vehicle brand. If tests are available for the selected brand, these are 
displayed to you in a separate selection mask. If nécessary, enter the login and pass- 
word for your online connection. The application test expires and ends with a success or 
failure message. 


9.17.8 Activating/deactivating network update after restart 


This function switches off the automatic activation of the "Network update" function on 
starting the tester (see Section 9.5). If you select it, your display changes to: "Activating 
network update after restart". On selecting this function youccan resume the automatic 
search for network updates, if necessary. 


9.18 Export function test files 


Yoü;can use this function to export to a removable storage device files which have been 
stored.on the tester's hard drive by a function test. 


The tester“presents a list of all gafevant files for selection. Choose the desired data and 
press “Continue’,to write them tethe removable storage device. Non-exported files more 
than 60 days old are deleted from the tester. 


9.19 Importing function test files 


You can use this function to import files of type "*.tpr" onto the tester from an external 
memory drive. The data is stored on the tester's hard drive. A function test that requires 
these files can then access them. 
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9.20 Battery service 


4) Note 


The battery service via the "Administration" operating mode described in the following is 
valid only for testers that do not have the independent application for the battery service 
(Siemens Accumulator Maintainer/SAM) installed. It is included in the utility CD. 

As soon as SAM is installed; the "Battery service" function is no longer needed and is 
removed from the "Administration" operating mode. 

The battery service for the various types of batteries used in the VAS 5051B is 
described in SAM. 








The battery service serves to maintain the installed battery as long as possible at its full 
capacity. The memory effect shoüld thereby be avoided. It occurs if a battery is repeat- 
edly only partially discharged before.it is recharged. The capacity of the battery is 
exhausted after several of such short cycles — it can no longer be completely recharged. 
To prevent this effect, the battery service generally discharges fe battery, but not up to 
the complete discharge. Then the battery is completely recharged up toits maximum 
capacity. 


Depending on the current state of charge, this may take a few hours; the tester cannot be 
operated during this time. That is why it is ideal to perform battery service at night or dur- 
ing a long stationary phase. As soon as the charging status of the battery has 

reached 30%, the tester can no longer be operated as usual. 


It is recommended to perform the battery service regularly, but not more often than once 
a month. 





a Note: battery service for the VAS 5052A and 5051B with lithium battery 


To maintain the performance of the battery, you should regularly run the tester from the 
battery. When doing this, be sure the battery periodically runs till it is empty (recom- 
mended, every four to six weeks). 





VAS 5051B sequence (with NiMH battery): 


The batteries of the VAS 5051B automatically detect whether a maintenance cycle 
needs to be performed. On starting up and with each change back to the start mask, the 
tester displays a query asking whether to start a maintenance cycle. If you confirm it with 
“Yes”, the “Battery service” function starts automatically. If you answer with “No”, you can 
continue to work with your tester as usual. 


Whether you start the battery service after being prompted by the menu or start it manu- 
ally, the software guides you through the following steps. After the confirmation of the 
security query, the maintenance cycle starts. 
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9.21 Vehicle communication configuration 


The operating system of the VAS5051B can be updated with the recovery DVD V2.0 for 
VAS5051B on Windows XP. The “Vehicle communication configuration” menu point is no 
longer present in VAS-PC for Windows XP. The recovery DVD has its own application for 
configuration of the, vehiclescommunication. 


9.21.1 For VAS 5051B with Windows 2000 operating system 


O Caution! 


The diagnostic head VAS 5054A is connected via a Bluetooth interface. This is only 
permitted if approval has been granted in the relevant country. 
Authorised countries are listed in the installation manual. 














Note 


See the diagnostic head 5054 / diagnostic interface 5055:operating manual/4/ for 
instructions on how to configure the Bluetooth connection for the VAS 5052A, VAS 61xx 
and the laptop. 


This chapter gives detailed instructions on how to configure the VAS 5051B. 





The Vehicle communication configuration" switches between wired ("internal") vehicle 
communication via the diagndstic cable or thesUSB diagnostics interface VAS 5055 and 
wireless (“external”) communigation via the'diagnostic head VAS 5054. 


The VAS 5051B, VAS 5052A and’61xx testers have already an integrated Bluetooth 
interface and a USB interface. With this, these testers can be connected by Bluetooth to 
the VAS 5054 or by USB to the VAS 5055 diagnostic devices. 


The connection and handling of wireless communication may be taken from the descrip- 
tion that is enclosed with the relevant units. However, the VAS 5054 can, as with the 
VAS 5055, also be connected to the tester via USB cable. 


After switching on the tester the “internal” configuration is preset. For communication via 
the VAS 5054, select “external” as connection type. 


B Note 


Please refer to the installation manual for VAS 5054 and VAS 5055 for information on 
installation and start-up. For more details, see Diagnostic head VAS 5054 /4/. 
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Table 9-4 Connection types of the testers 








Diagnostic cable USB Bluetooth 
VAS 5051B + - + 
VAS5052A - + + 
VAS 6150x / 6160 - + + 
Connection type internal external external 




















9.21.2 For VAS 5051B with Windows XP operating system 


O Caution! 


The diagnostic head VAS 5054A is connected via a Bluetooth interface. This is only 
permitted ifapproval has been granted in the relevant country. 
Authorised countries are listed in the a allation manual. Please select only countries in 





the BT-Country application where BI oth is permitted. 





9.21.2.1 BT-Country selection 


The BT-Country application for country selection for Bluetooth communication is also 
installed by the recovery DVD V2.0 for VAS5051B with a main memory of more than 
500 MB. 


After the start of the BT-Country application, a warning appears. 
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£. Bluetooth Country Selection f x| 
A Warning! 


Data transmission between vehicle and 
diagnostic tester can be performed via cable 
or radio. Using the radio is permitted only in 
those countries where the diagnostic tester 
is approved for radio use. 


The current overview of countries with 
bluetooth approvals can be found in the 
online edition of the Workshop Equipment 
Catalog in the ServiceNet. 


Please note that you may be subject to legal 


liability if you operate the diagnostic tester 
via radio in a country without approval. 


Accept | 








image 9-9 Warning 


After confirming with “Accept”, the:selection dialog opens. 


a 
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£. Bluetooth Country Selection m [cu xl 


3 Select the country where you are located. 


FAROE ISLANDS a 
FIJI 

FINLAND 

FRANCE 

FRENCH GUIANA, 

FRENCH POLYNESIA d 
FRENCH SOUTHERN TERRITORIES 





GUADELOUPE z| 


Cancel | 





image 9-10 Selection dialog 


Select the desired country and confirm with “OK”. After that, you will receive a confirma- 
tion that Bluetooth has been successfully activated. Please confirm this with “OK”. 





Bluetooth Country Selection x| 


^ 
1 ) Bluetooth activation successfull, 





4) Note 


See the diagnostic head 5054 / diagnostic interface 5055 operating manual/4/ for 
instructions on how to configure the Bluetooth connection for the VAS 5051B with Win- 
dows XP operating system. 


This chapter gives detailed instructions on how to configure the VAS 5051B. 








The VAS 5051B tester with Windows operating system already has an integrated Blue- 
tooth interface and a USB interface. With this, this tester can be connected by Bluetooth 
or by USB to the VAS 5054 diagnostic devices. 
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The connection and handling of wireless communication may be taken from the descrip- 
tion that is enclosed with the relevant units. The VAS 5054 can also be connected to the 
tester via USB cable. 





Note 


Please refer to the installation manual for VAS 5054 and VAS 5055 for information-on 
installation and start-up. For more details, see Diagnostic head VAS 5054 /4/. 





9.21.3 Vehicle communication via VAS 5054 diagnostic head 


9.21.3.1 Installation of the VAS 5054 diagnostic radio head 


Before you use the VAS 5054-diagnostic radio head atthe tester, it has to’be installed as 
hardware in the operating system.and set up. Only aftemvards can yoü set-up and use 
the diagnostic radio head in the VAC-PC software. — 5x. 


4) Note 


You can find further information about the installation and the setting up of the 
VAS 5055 in the installation manual “VAS 5054A diagnostic radio head, VAS 5054 diag- 
nostic interface/4/”. 





Once the diagnostic head is installed as Bluetooth device in the operating system and 
the corresponding drivers are in use, you can configure the radio connection between 
the tester and the diagnostic head. 





Note 


Make sure that no more than one Bluetooth device is configured at one time. If need be, 
remove the diagnostic heads that are not being used now from the EDIC hardware con- 
figuration. Otherwise, no connection can be established. 





9.21.3.2 Establishing a radio connection with the VAS 5054 


e Open the “Configuration of vehicle communication” function in the “Administration” 
operating mode. 


«+ When you select this function for the first time, the “Country selection” mask appears. 
First of all, select your country. The country selection is not repeated during future acti- 
vation. Acknowledge the note on the country authorization with “Ok”. 


» Select the “External” connection type. 
e The mask for displaying the available diagnostic heads is displayed (still blank). 
e Torecognize the available diagnostic heads, these must be connected to the power 
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supply (connect the VAS 5054 to the diagnostic socket on the vehicle and switch on 
the ignition). 

e Press the "New search" operating button to activate the available diagnostic heads: 
"VAS 5054 «name» «serial number?". VAS 5054 devices already connected to other 
testers are not displayed. 


e Select the desired VAS 5054 and press the "Connect" operating button. 


e A dialog requesting entry of a PIN is displayed. Select the “PIN:” field. A virtual key- 
board appears for entering the identification number of the VAS 5054 which you 
received along with the tester. The entered PIN is stored on the tester until you acti- 
vate another VAS 5054 or the PIN no longer matches the VAS 5054 connected. 


A correct connection setup is displayed at the top, in the work window. The "Config- 
ure" operating button appears next to it. This button can be used, e.g., to change the 
PIN. 


e When you switch to the “Guided Fault Finding” and “Guided Functions” operating 
modes, the radio connection to the VAS 5054 is checked. A warning appears if there 
is no connection, 


The “external?-connection is maintained until itis switched to “internal” or until the tester 
is switched'off. 

If a conriection to the VAS 5054 cannot be established correctly, disconnect it from the 
vehicle once and re-establish the connection. 


k 
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9.21.3.3 Configuring 


You can use “Configure” to display and change the VAS 5054 settings: 


VASS5054 
052700292 


L1Mode 1 OMode 2 


OMode 3 BIMode 4 





image 9-11 “VAS 5054 configuration” mask 


e Local name: 

You can change the name of the VAS 5054 here, e.g., to be able to distinguish multi- 
ple diagnostic heads more easily. The name is automatically added to the serial 
number. 

- PIN: 

You can change the PIN number of the VAS 5054 here. 

»« Time Buzzer:lf the connection to the tester is disconnected while the diagnostic head 
is switched on (ignition on); the buzzer of the VAS 5054 sounds when the set interval 
passes. The value "0" switches the buzzing off. 

e Security Mode and Timer. Power Off: Both values are fixed values that cannot be 
changed. 

e. OK 
Press “OK” to accept the changed settings. 

e Set standard 
This reactivates the original default settings, including the PIN number. 


AN Caution! 


Only select the “Set standard” function if you still Know, the original PINenumber. 








After accepting the settings, you are asked to disconnect the diagnostic head from the 
vehicle once and reconnect it. 
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9.21.3.4 Disconnecting the VAS 5054 


The “internal” selection disconnects the VAS 5054. You can re-establish the connection 
either with the same tester or a different one. 


9.21.4 Vehicle communication via USB cable (VAS 5052A) 


Installation of the USB connection 


e Connect the diagnostics head VAS 5055/VAS 5054 with the tester's diagnostic socket 
and connect the USB cable with the tester's USB interface. The hardware assistant of 
the operating system automatically starts. 


e Select “No, not this time.” as the answer to the question whether you want to connect 
with the Windows Update. Select automatic software configuration in the next dialog 
box and close the assistant with “Finish”. 


. lfinstalled correctly, the diagnostic,head is automatically registered in the EDIC hard- 
ware installation andthe EDIC API software configuration. Besides the USB connec- 
tion, Bluetooth connections can also be entered ‘in,the EDIC API software 
configuration These are irrelevant for the operation `of, the USB connection. The con- 
figuration:does not have to be checked. 


Now you can use the diagnostics interface VAS 5055 or VAS 5054 via USB cable con- 
nection. 


4) Note 


Please refer to the installation manual for VAS 5054 and VAS 5055 for information on 
installation and start-up under section diagnostic head VAS 5054/ diagnosis interface 
VAS 5055 /4/. 
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9.22 Screen resolution 


4) Note 


The “Screen resolution” function does not require you to confirm your selection of reso- 
lution. You cannot change your selection as the selected resolution is immediately 
implemented. The system closes down and is restarted. 








The “Screen Resolution” function changes the set resolution of the screen and adjusts it 
to the existing conditions. The supported resolution of the screen is selected via the 
“Automatic” selection, in order to use it optimally. 


9.23 System monitor 


You will receive more detailed information of the following items via the “System monitor” 
function: 

e Hardware of the PC 

e Installed operating system 

. Installed software 

. Parameters and applications of VAS-PC software 

. Libraries used by VAS-PC 

. Installed brand CDs 


Select the line of the:entry for which you w int more detailed'information. 


The individual properties ofthe parameters-are displayed on the right hand side of the 
working window with their values: 


In order to exit the mask, activate the “Back” arrow key or the “Go To” operating button 
and the following entry “Exit”. 


In order to forward information, you can transmit it. Activate the "Printer" operating button 
and select the following entry: 

e Screen: to print or store the parameters as a screenshot 

e Print: to print the parameters on an installed printer 


e Save: to store the parameters in the PC or another connected storage medium in XML 
format 


e Send online: sending the parameter via the online connection. 
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10 Help 


10.1 Overview 


You can call up context-related general operating instructions and function explanations 
with the “Help” function. The “Help” function does not replace the operating manual but it 
can still be useful in the workshop in the event of uncertainty in using masks and control 
buttons, making it unnecessary for you to call up operating manual. 


10.2 Starting and closing Help 


Every mask of the tester has the “Help” button. It is always at the same position on the 
navigation bar. Press this button to open the help overview (Section 10.3). When you 
close the help overview, the “Help” function stays active until you press the “Help” 
control button a second time. In this mode when you touch a control button you get 
“Help with control button pressed” (Section 10.4). 


Help is activated — Help is not activated 
the button is engaged 
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10.3 Help Overview 


After the start of the “Help” function, the “Help Overview” dialog appears. It offers a list of 
one or more topics for which brief information is available (see Fig. 10-1). 


A selection bar highlights the current selected topic. You can move the bar to any entry in 
the list; the selected topic will be opened once you activate the touchscreen. 


Use of buttons - press any button for information on it use. 
Other subjects - by selection from following list. 
Press "Close" to close this wi 


Help on use of the mask 
Help on function test 





image 10-1 Help overview in the “Test Plan” mask, “Guided Functions” operating mode 


The "Close" operating button closes the “Help Overview” to reveal any operating buttons € 
underneath it. However, the tester stays in the “Help” function. 


Help on use of the mask 


Help with using the mask (foran example, see Fig. 10-2) explains what the mask is for, 
the symbols on it, and the functions of the operating buttons which are available. 


7 
Press "Close" to display overlayed information. 
Press "Overview" to display the "Help Overview" dialogue box. 
"Test plan" screen 


This screen serves for selecting and starting function test 
programs to be performed. 

The test result of the already performed function tests will 
be displayed at left in front of the name. 

For every entry in the screen, the test plan will be 
determined anew. Successf repair procedures or 
changed or erased malfunction patterns influence the 
sequence of the function tests. 


Selecting test object: 
The system suggests the test of a specific test object 
black background}. By pressing "Continue" button, this {v 


ciiiiaction will hà accantad and tha firct ctam af tha 





image 10-2 Help on use of the mask 


e Ifthe help text in this mask cannot be displayed in its entirety, you can move it up and 
down with a scroll bar at the right of the screen to read parts which are not visible. 
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e The "Overview" operating button calls the “Help Overview” again. 


e The "Close" operating button closes the "Help" dialog to reveal any operating buttons 
underneath it. However, the tester stays in the "Help" function. 


Help on function test 


The “Help on function test” calls up a help text on the selected function test. It includes 
more explanatory material about the function test provided a help text is available in the 
program. The following cases are distinguished: 


«e "Help on function test" in the test plan: If you select a function test in the test plan 
and open the corresponding help, you are given general information on the selected 
function test (if available). 

- “Help on function test" during a function test: Help text can be stored at any points 
in the functión test. Observe appropriate messages or check whether a required help 
text is available as required. As a rule, help text is displayed via the document display. 
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10.4 Help on.pressed button 


You can have help displayed for the available operating buttons in every mask. 


You press any visible operating button while the tester is in the “Help” function and a brief 
information<of its meaning and use in the respective mask is output in a‘dialog box (see 
Fig. 10-3). 


Press “Close to display overlayed information. 
Press “Overview" to display the "Help Overview" dialogue box. 


"Test Instruments” button 
Press to switch to the operating mode 
"Test Instruments". 





image 10-3 Help with “Test Instruments” operating button pressed (example VAS 5051B) 


e The "Overview" operating button calls the “Help Overview” again. 


e The "Close" operating button closes the "Help on pressed operating button" dialog box 
to reveal any operating buttons underneath it. However, the tester stays in the "Help" 
function. 


(è) Note 


You cannot call Help for the “Overview”, “Close” and “Help” operating buttons themselves. 
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11 Abbreviations and.terms 





Term 


Explanation 





Acoustic signal 


A beeping or whistling tone created by the tester when, for exam- 
ple, the voltage of the battery reaches a limit value in buffer 
mode. 





Adaptation 


This service permits interactive changing of parameters of the 
addressed control system. These changed values (e.g., correc- 
tion values for idling speed) can be saved (also permanently) in 
the control units. 


The user has the possibility of changing the value-and transfer- 
ring it to the control unit's RAM for checking. Thescontrol unit 
then applies the new value to its outputs and the:user can check 
the reaction of the system. If the right correction value has been 
found, the tester has the control unit transfer.the value and the 
workshop code to the writable EEPROM. 


In.contrast to the basics tting, the control loop in question is in a 
closed,state. With ad tion, system-specific parameters are 


determined’and saved in:the vehicle system. 





Adaptation value 


A set value saved in the control unit which can be adapted to a 
defined range at the vehicle. 





Administration 


Operating mode of the diagnosis software; is used for the admin- 
istration of the platform and the software functions. 





Alphanumeric key- 
board 


Keyboard which can be used to enter numbers and text. See: 
Numerical keyboard, Hexadecimal keyboard. 





Ambient condition 


In addition to sending the fault memory entries, newer control 
units also deliver so-called ambient conditions, by saving further 
environmental parameters for the error. The time stamp may also 
be contained here. 





Amplitude 


The maximum displacement possible for the oscillation of, for 
example, an alternating current or alternating voltage. 





Application operat- 
ing mode 








Sub-group of the operating mode. Application operating modes 
include: Vehicle self-diagnosis, OBD, Guided Fault Finding and 
Guided Functions. 
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Term 


Explanation 





ASAM-ODX 


Association for Standardisation of Automation and Measuring 
Systems — Open Diagnostic data eXchange. 

ASAM ODX electronic control units are built in LT3 commercial 
vehicles in accordance with this standard. 

The diagnostic procedure and the diagnostics data may differ 
from those of the electronic control units in the protocols 
KWP1281/2000/6000, e.g. for the fault memory contents. ASAM 
ODX electronic control units work in accordance with the UDS 
protocol. 





Audi Flashing 


Operating mode of the VAS-PC. This makes it possible to quickly 
access the customer service functions for flashing and checking 
the flash status of control units. By “flashing”, the loading of new 
software into the “flash memory” of control units is meant. 





Base CD 


Installation CD. Contains the VAS-PC diagnostic software, the 
Vehicle Self-Diagnosis, programs of the operating modes, help 
files and documentation. Can be used for a new installation or 
(starting from CD V17.00) for an update installation. See: brand 
CD, recovery DVD. 





Basic feature com- 
ponent 


A vehicle is identified by the basic feature components of type, 
year of make, variant and engine code. Its fittings are determined 
in the vehicle system test. 





Basic setting 


Gontrol units are adapted to peripheral.devices with the basic 
settings. 





Bluetooth 


Wireless communication link for the more immediate vicinity. 





Body version 


Body version refers to a defined configuration of equipment pos- 
sibilities for vehicle system. Some fittings, for example an airbag, 
may be available in various variants for an identified vehicle. The 
most important task of the vehicle system test is to find out which 
variant is actually installed. 





Brand CD 


Installation CD containing vehicle-specific data, divided by auto 
brands, required for “Guided Fault Finding” and “Guided Func- 
tions”. See: base CD. 





Buffered 


The power supply of the tester is buffered; that it, in the event of 
a power failure or change of workstation without.a connected 
power cable, a built-in battery provides power for a limited time. 





Calibration 
(test instruments) 








Precise adaptation of a measuring device (e;g.: current pick-up) 
based on specifications and the correction‘of a measurement 








+ 
a 


Operating manual for VAS PC software V08.0 — 02/11 — All rights reserved. 
A5E00330050/080 


deviation by NA TE of systematic faults. 


Abbreviations and terms 








Term 


Explanation 





Touch screen: 


Sets the touch screen so that the actual position of the points 





calibration touched corresponds to the coordinate values transmitted to the 
PC. 
CD-ROM Compact Disk — Read Only Memory; data carrier for mass data. 


A CD-ROM can also be read by a DVD drive. 





Channel number 


Number of a measured value channel in the control units. 





Client 


A PC program that ensures the connection to a server. A network 
client is, for example, the program that establishes the connec- 
tion to a server in the network so that the PC can be operated as 
a workstation in the network. Also see: server. 


























COM Short for “common”, corresponds to "earth" or *0 V"; see: testing 
devices input. 

Compatibility Version code of the base, brand and flash CDs, based on the 

number first numeral block of the version code (e.g., "V17"). AIl versions 
(independent of version and incremental update) are compatible 
with each other. Brand and flash CDs can be installed with the 
respective base CD. 

Confirm, A confirming user answer to a question of the platform's which 

confirmation then ends a function of a dialog. 

Control unit Electronic device for control°and monitoring of vehicle functions, 
for example, engine control unit. See: ECU, vehicle system. 

Degree of Sequence in the probability in which the diagnostic objects are 

suspicion suspected of having a fault. 

Deselection A selection of program functions or list entries is undone. See: 
selection. 

DHCP: Abbreviation for “Dynamic Host Configuration Protocol”. DHCP is 
a protocol file which makes it possible to assign a network con- 
figuration to devices via a server. This means that a PC in a net- 
work is automatically assigned an IP address as well as further 
IP settings for the time when it is logged into the network. 

Diagnosis Multi-staged process to find the cause of the fault from the fault 





characteristics. When this is done, possible faulty functions, 
component groups, or components are ruled out as faulty one 
after the other until the faulty component has been localised. 

In VAS-PC, diagnosis is based on the fault memory entries which 
are read from a vehicle system, on selected customer 
complaints, direct function and component selection, or 
combined procedures. 


cw 
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Term 


Explanation 





Diagnosis object 


The diagnostic function examines different functions, component 
groups or components of the vehicle for possible faults. These 
functions, component groups or components are included in the 
collective term “diagnostic objects”. 





Diagnostic cable 


Connection between vehicle and tester 





Diagnostic radio 
head 


A diagnostic radio head supports the wireless diagnostic opera- 
tion between the vehicle and platform via a Bluetooth or WLAN 
interface. 





Diagnostic socket 


Connecting socket for the diagnostic cable or at the vehicle. 





Diagnostic 
strategy 


Course taken by “Guided Fault Finding” on the basis of the infor- 
mation available about a fault, such as: 
1... Malfunction codes are read out of the vehicle system 


2. The user selects terms from the masks which describe symp- 
toms or fault characteristics as complaints 
or 


3. The user selects functions and components of the vehicle 
directly from the mask as possible sources of the fault. User 
test plan 


The three approaches, used either individually or in combination, 
lead to a calculated test suggestion in the test plan. The strate- 
gies (1) and (2) are also designated as system-guided fault find- 
ing while (3) is user-guided fault finding. 





Dialog box 


Information field on the screen which presents messages and 
accepts user inputs. 





Direct current 


Current measurement during which the tester is inserted directly 




















measurement in the current circuit like an ammeter. The opposite of inductive 

(inline current current measurement using a current pick-up clamped to the 

measurement) cable. 

Display group A defined group of measured' values which is read out of a vehi- 
cle system. 

DNS dómain Generally: Domain Name Server. In this case the name of the 
workshop: domain: 

Document The documents available in the platform contain information (pic- 
tures, tests) which the user can use if need be. 

DSO Digital Storage Oscilloscope 

DTC Diagnostic Trouble Code, DTC memory entry, consisting of fault 








location, type of fault, and, if relevant, ambient conditions. 
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DTC memory 


Data storage of the electronic control unit in which all recognised 
faults are stored. See: DTC. 








DVD Digital Versatile Disk. a data carrier similar in appearance to the 
CD but with a larger storage capacity. 
ECU Electronic Control Unit 





ECU identification 
data 


A printable protocol file which is created during vehicle identifica- 
tion. It contains control unit identification data such as control unit 
designation, software part numbers, and so on. 





Empirical rule 


If workshop experiences (field experiences) with the diagnostic 
system are communicated to the diagnostic author, it can convert 
them into so-called empirical rules and bring them into the diag- 
nostic system. Often these are complex fault symptoms consist- 
ing of a unique combination of fault memory entries and any 
additions communicated by the customer. If the described expe- 
rience situation occurs in the workshop, the tester can now rec- 
ognize it automatically and put the relevant suspicious diagnostic 
objects into the test plan. 





End module 


An end module can consist of one or more function tests which 
are started aütomatically when:quitting "Guided Fault Finding" or 
"Guided Functions". This is used to provide to the vehicle manu- 
facturer, for example. 





Energy-saving 
mode (stand-by: 
mode) 


Advanced Power Management (APM). This is a function for sav- 
ing energy. If the platform is not used for a certain time, the 
screen switches off. After touching the screen, the platform is 
activated again and goes into its normal mode. To:activate, 
select the upper left edge of the screen to avoid faults. 








Ethernet The most common form of network. Here, the connected com- 
puters exchange signals via a cable or another medium. Each 
client checks to see if the other is currently transmitting, and 
sends his own signals if not. 

EU5 licence Operating mode of VAS-PC software for commercially available 


computers with a reduced number of operating modes (“Guided 


Fault Finding", "Guided Functions", "Administration"). 





External memory 
drive 


Depending on the tester/platform type, data is saved to disk or 
USB memory. If both storage media are connected, output to the 
USB memory will be preferred. 





Fault characteris- 
tics 








All.effects (fault symptom) of a malfunction of vehicle functions, 
component groups or components: 
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Fault symptom 


A describable effect of a malfunction of vehicle functions, compo- 
nent groups or components. Together, the symptoms produce 
the fault characteristics. The platform's data contains the data 
concerning known symptoms with assignments to suspect diag- 
nosis objects. See: diagnosis. 





Flash CD 


Data carrier for flash data. On vehicle systems which are flash 
compatible, its firmware can be updated using a flash CD and 
the platform. This procedure runs automatically in the vehicle 
self-diagnosis when the vehicle system is selected. If the plat- 
form finds an older version of the firmware in the vehicle system 
compared to the version on the inserted flash CD (cannot be 
installed) or the flash data saved in the vehicle system, the 
“Update programming’ function will become available. The flash 
procedure is then carried out through several masks and the 
vehicle system is updated. 


There are also flash CDs.which can be installed. In this, case, 
you can save the flash.data on the platform's hard drive using the 
"Administration" function "Update Installation"; then, the data Will 
be available at any time for comparing firmware versions by call: 
ing up vehicle self-diagnosis. 





Flash data 


Flash data consists of loadable program components for a vehi- 
cle system.which are stored in the permanent memory. The 
tester offers various ways of comparing the version of the flash 
data in the vehicle system and loading more recent data onto it. 





Flash Memory 


EEROM whose data is retained even if there is no power supply. 
In contrast to factory-programmed memory modules, a flash 
memory can be updated by a respective update procedure 

(by flash CD). 





Function 


An operating mode is composed of different, self-contained activ- 
ities, the functions. A function starts a goal-oriented action of the 
platform. Example: “Administration” operating mode, function 
“Touch Screen’Calibration” starts the recalibration. 





Function test 


The function test includes all measures for garrying out a func- 
tion test (test program), These include: dialóg/with the tester, 
establishing test connections, installation offadapters, carrying 
out measurements, execution óf'actions on the vehicle, etc. 





Gateway 








The central control unit in the vehicle which administers the sub- 
ordinate control units or vehicle systems. It monitors the vehicle 
systems and draws up a status list. 
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Gateway installa- 
tion list 


By interrogating the gateway installation list, it is possible to find 
out for a vehicle system whether its fault memory is set, whether 
it is registered (coded), or whether communication is possible. 


The installation list is evaluated as part of vehicle identification 
and all in all results in a more powerful identification process. 








GeKo-test GeKo: German abbreviation for Geheimnis- (confidentiality) and 
Komponentenschutz (component protection). Way of testing the 
code clearance and user logon for online access. 

Guided Fault Operating mode of the platform; abbreviation: “GFF”. Here the 

Finding diagnostic procedure is embedded in an optimised run sequence 


consisting of vehicle identification, vehicle system test, test plan 
and function test. 





Guided Functions 


Hardware 


Operating mode of the platform. This makes it possible to quickly 
access the customer service functions for the vehicle identified, 
e.g. “Adapt valve throttle control unit”. 


Hardware primarily refers to the device itself with its mechanical 
and electrical structure and display and control elements. 





Hexadecimal key- 
board 


Keyboard with which only numbers:and letters A to F can be 
input as hexadecimal numeric values: 
Also see: alphanumeric keyboard, numeric keyboard. 





Inductive current 
measurement 


Measurement of the current using a current pick-up. 
The opposite of direct current measurement. 





Information win- 
dow (left and right) 


The two information windows are located in.the upper area of a 
mask above the work window. 

The left-hand information window generally contains the follow- 
ing information: operating mode, active function, task. 

The right-hand information window shows the currently selected 
components or status messages (operating mode test instru- 
ments) or a separate selection list of control units working in con- 
junction (operating mode vehicle self-diagnosis). 

















Initial graphic Replaceable image in which the start mask appears. 
Inline current See: direct current measurement. 
measurement C2 

Ix 
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IP address 


Abbreviation for “Internet Protocol address”. Every computer 
which is connected to a computer network has a unique IP 
address for identification by name. The IP address consists of 
four groups of numbers which are separated by points (e.g. 
194.0.0.135). IP addresses can be allocated automatically by 
DHCP servers. 





IrDA 


Infrared Data Association; describes physical specifications and 
protocol standards of an infrared interface for the exchange of 
data using infrared light in the light wave range of 850 to 900 nm. 
The IrDA interface can create a wireless, infrared contact 
between the tester and a printer. 





ISDN 


Abbreviation for “Integrated Services Digital Network”. Designa- 
tion for a digital telephone network with higher bandwidth as a 
conventional telephone network which is conceived for tele- 
phone calls, remote data transmission, faxes and other services. 





Job code 


A unique combination of symbols and letters used to identify 
interrupted and saved diagnosis jobs. 





Key CD 


CD-ROM for enabling the expanded functions. It needs to be 
inserted in the tester's CD/DVD drive for the “expanded func- 
tions” to be accessible. 





LAN 


Abbreviation for Local Area Network, local tightly limited compu- 
ter network which generally includes several rooms but does not 
extend beyond.a property. The cabling is usually done by Ether- 
net with CAT5 cables.or fibreglass cables. Wireless LAN are 
radio networks and not bound by cable. They make encryption 
technology necessary. 





Mask 


Screen display with fixed division in different graphic elements, 
such as subordinate dialog boxes; operating buttons, entry lines, 
scroll bars, etc. 





Measuring value 
block 


See: display group. 





Mirror server 








1:1 image of a central server. For VAS-PC, a small area of the 
dealership server is used for a copy of the data from the central 
network. There are, for example, the current updates for the plat- 
form. The dealership server is connected to the central office and 
receives the current updates from there. Within a workshop, 
each tester connected to a LAN fetches the current programs 
from the dealership server, either automatically when it is 
switched on or when the “Administration” function “Net-update” is 
carried out. 
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Term Explanation 
Mode The mode determines (“normal” or “EU5”) the range of available 
operating modes and is dependent on type of licensing. 
Mode See: mode 





Navigation bar 


Function in the lower part of the mask in order to change from 
the current mask to another mask as well as to call up help, 
memory and print functions via operating buttons. 











Numerical Keypad which can be used:to enter numbers but not letters. See: 

keyboard alphanumeric keyboard, hexadecimal keyboard. 

OBD vehicle Vehicle system of the “On-Board Diagnosis” system, which is 

system integrated into the engine management system and constantly 
monitors the components related to exhaust and safety. 

Old vehicle Older vehicle models for which no diagnostic data is available 


Online connection 


(also termed “remainder vehicle”). Only the vehicle identification 
with vehicle system test and sometimes, ‘depending on the vehi- 
cle, a few customer-specific instructions are available for old 
vehicles which appear in the masks for entering basic feature 
components. 


External connection, e.g. to the Internet or to the VW server. 





Online protocol 


A protocol that is sent via an online connection to the vehicle 
manufacturer. 





Operating mode 


Each of the basic functions of the tester which can be called up 
from the start mask: "Vehicle Self-Diagnosis", "OBD", "Test 


Instruments", Guided Fault Finding", "Guided Functions", 
ey VS "Applications". Every operating mode has a 
series of individual functions. Also see: application operating 


modes. 





Oscilloscope 


Measuring and display devices for electrical signals, which rep- 
resents the timely course of the signal power in the display (e.g. 
oscillations). 








PCMCIA card 





Abbreviation for Personal Computer Memory Card International 
Association. A card as big as a credit card which is usually used 
for installation in a laptops or notebook. PCMCIA is what the 
standardised interface is called which has to hold these devices. 
PCMCIA cards can be, for example, network cards, ISDN cards 
or modems. The newest version is called the PC Card Standard. 





Operating manual for VAS PC software V08.0 — 02/11 — All rights reserved. 


A5E00330050/080 





Abbreviations and terms 








Term 


Explanation 





Platform 


Overall designation for the hardware upon which the VAS-PC 
software is installed. Among such devices covered in this operat- 
ing manual are the testers in the VAS series (VAS 5051B, 

VAS 5052, VAS 5052A, diagnosis laptop VAS 6150) and com- 
mercially available computers (PC or laptop) with EU5 licence. 





Potential-free 


There is no connection to mains power or to earth. 





Preselection 


Suggestion of the tester to call up one of several functions from 
the current mask. The preselection will be marked with a black 
bar on the screen. It can be changed at any time. 





Protocols 
KW1281, 
KW2000, KW6000 
UDS 


Proxy server 


The keyword protocols specify the precise procedure to be used 
for the exchange of data between the control unit and the tester. 
Older control units use the KW1281 protocol to communicate. 
Newer control units use KW2000 or KW6000 (CAN diagnosis); 
ASAM electronic control.unit use UDS. In vehicle self-diagnosis 
the tester automatically ascertains the keyword protocol variants 
for a control unit before selection of the diagnostic functions. 


A proxy server functions as a switching centre between clients 
and another network. It receives the client's requests and for- 
wards them (sometimes modified or made anonymous) to the 
original target (in another network, e.g. Internet). Proxies can 
also save data locally on a temporary basis for future accessing 
(cache). 





Readiness code 


8-position binary code which indicates whether all diagnostics 
relevant to exhaust gas and safety have been run through by 
engine management. 





Recovery DVD 


DVD-with adapted complete installation of the operating system. 
It contains all necessary drivers and basic programs in order to 
carry out a complete new installation of the computer. When this 
is done, all old data and installations are deleted to enable fault- 
free function. After the new installation by the recovery DVD, the 
diagnostic software has to be reinstalled via the base CD. 





Replacement 
value 


If the tester (VAS 5051B) has an interralpymeasurement.module, 
then values can be directly accepted. rt platforms which do not 
have their own measurement module (&g., VAS^5052x, 

VAS 6150), the necessary measuremerit'is carried out with an 
external measuring unit. The values from this measurement are 
entered manually as replacement value in the diagnosis soft- 
ware. 





Reversed polarity 


Erroneous switching of the connection lines for the voltage supply. 





Runtime system 








The software installed in the tester. 
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Screen printout 


also: hardcopy, screenshot. Paper printout of the screen content 
(masks, etc.). 





Scroll bar 


4| Ifthe.complete'text.cannot be shown in a dialog box or a 
mask, a scroll bar will appear on the right-hand side. You can 
scroll up or down with the arrow.symbols or the scroll button. 


zl 





Selection bar 


Marking a selected line by inverting the colours. 





Selection, select 


Selection of a program function or a text entry from a list. The 
selected element will be marked on the screen. by a black bar. 
Also see: deselection. 





Self-diagnosis 


Vehicle systems can also carry out self-diagnosis. That is, they 
have methods of constantly checking their own functions, con- 
nected sensors and control elements. A fault results in an entry 
of a malfunction code being made in the DTC memory of the 
vehicle system. The tester knows all the faults saved in its knowl- 
edge base, so that on reading the DTC memory:it is able to 
attribute the malfunction code to a fault type and a fault location 
and thus to make a test suggestion. 








Sensor Technical component that records physical or chemical proper- 
ties qualitatively or as measured values quantitatively. 
Server In computer technolggy, the server is.acentral network computer 


which provides othe 7 mputers certain services (printing, e-mail 
administration) or data: A computer which uses the services of a 
service is á client. 





Shutdown delay 


The time between activating the on/off switch to switch off the 
tester and when it actually switches itself off. 








Sporadic fault Type of fault which only occurs once or occurs irregularly, 
caused, for example, by loose connections, condensation, or 
loose components. A sporadic fault is removed via an unlearning 
counter from the DTC memory. 

Start mask The display that the tester shows on the screen after start of 


operation. The operating modes can be called up from here. 





Start module 








A start module can consist of one or more than one function tests 
which are started automatically after the vehicle system test. 
They are use to check e.g. whether there is new flash data for 

a vehicle system. 
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Term Explanation 
Start-up The activity ofthe tester between switching on and first display of 
the start mask includes loading data, a self-test, etc. During this 
time no entries are possible. 
Static fault Suspected type of fault which is considered to be permanent, in 


contrast to a sporadic fault. The unlearning counter controls the 
classification of static and sporadic faults. 





Station name 


A tester Connected to the LAN requires a unique name in the net- 
work. Normally, the device designation (e.g., VAS 5052) is used 
as name.-You can have the station name that is currently set dis- 
played by selecting the "Display network settings" function in 
Administration, Network settings. If there are several testers of 
the same type in the network, their names must be different. 





Subnet mask 


SVM 


All computers which are part of the same computer network (for 
example, workshop network, company network) have the same 
subnet mask. It consists of four groups of numbers which are 
separated by points (e.9/255.255.0.0). ft 


The Audi-Software-Versions-Management is used to flash elec- 
tronic control units, to check the flash status and to execute func- 
tions for control unit programming. See: Audi flashing, flash data. 





Test instruments 


Operating mode of the 5051B. You can use the test instruments 
to carry out tests yourself, the results of which are then displayed 
on the tester numerically or graphically. Both a multimeter and an 
oscilloscope (DSO) are available. For platforms without their own 
test instruments, the measured values are determined by exter- 
nal measuring devices and manually entered. 





Test plan 


Test step 








In “Guided Fault Finding” and “Guided Functions”, the diagnostic 
objects are added to the test plan during the diagnosis session 
and managed. Particularly in the case of multiple suspicious 
diagnostic objects the test plan allows the user to keep an over- 
view of things. 

Each diagnostic object is preceded by a status symbol. The diag- 
nostic objects are added to the test plan via read-out fault mem- 
ory entries, selected observations, or the function and 
component selection. In addition, new diagnostic objects can be 
added to the test plan even from a function test or existing ones 
set to OK. 

Also see: User Test Plan 


A single, complete stage in a function test. 
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Term 


Explanation 





Time record 


The time taken for the diagnosis session is calculated. This 
occurs in.part by recording times which have actually elapsed, 
and through standard times for particular actions. In the individ- 
ual phases of "Guided Fault Finding", the time is calculated, 
added up and written into the diagnosis log in temporal units. 





Time stamp 


Additional information about the fault, with the date and time at 
which the corresponding fault occurred. Control units of the new 
generation provide ambient conditions as well as fault memory 
entries. Among these is the time stamp. 





Touch screen 
(sensitive surface, 
touch screen) 


A screen which has a touch-sensitive surface. The correspond- 
ing hardware.and software reacts to it being touched with a touch 
pen or finger, detects the place touched and launches the func- 
tion linked with this location (an operating button, for example): 
The touch screen replaces externally conneéted input devices 
such as keyboard or mouse. ( 


ab 








Trigger level Voltage value at which the measurement of atest signal's curve 
is started. 
Trigger signal The signal used for the start of the curve of a test signal. 





Type of measure- 
ment 


In the “Test Instruments” operating mode, the type of measure- 
ment defines whether the measurement will be carried out with 
direct or alternating voltage. In the “Guided Fault Finding” operat- 
ing mode, the type of measurement defines whether a current or 
a voltage will be measured. 





UDS 


Unified Diagnostic Services; a protocol for electronic control unit 
Communication setup, unified per ISO 14229, building on 
KW2000 for ASAM ODX electronic control units. 





Unlearning counter 








Should an error occur during a driving cycle (terminal 15 on until 
terminal 15 off) it is first entered as "static" in the fault memory. 
If it is not detected during the next driving cycle, the designation 
is changed to "sporadic" and an unlearning counter with an out- 
put value of, for example, 40 is decremented by 1. This is 
repeated during each fault-free driving cycle until the unlearning 
counter reaches 0, thus automatically clearing the fault. How- 
ever, if the registered fault should reoccur during a later driving 
cycle, then the unlearning cycle is set to its output value and the 
error provisionally set back to “static” again. 
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Term 


Explanation 





Update 


Software modification package for updating an existing program 

to a later version. 

1. New version of the run-time system, which is updated from 
the CD ROM. Updates of VAS-PC software can only be 
installed starting from compatibility number V17. 


2. New program version of a vehicle system which is imported 
by the tester. 








URL Abbreviation for “Uniform Resource Locator’. A URL designates 
a resource (Website, file, Email, ...) in the Internet with a unique 
name. 

Example: http://www.automation.siemens.com 
USB Abbreviation of Universal Serial Bus. USB is a standardised 


interface for connecting, for example, keyboard, USB memory. 





USB storage 
device 


A mobile, easy-to-handle memory unit with a USB interface. It is 
plugged into the USB port on the tester and is detected automat- 
ically by the tester. Assignment takes place with the function "Set 
output medium on exchangeable data medium" (navigation bar, 
print). Now you can send, for example, logs or screen shots to 
the USB memory. 





User Test Plan 


Diagnostic strategy whereby users select possibly defective 
functions or components. themselves. If faults in:the vehicle sys- 
tem are recognised during the diagnostic session or are entered 
as a complaint report, a distinction is always made between the 
system test plan and the user test plan. 














another source 


tion 





Variant rule Rule-driven procedure to determine a model version by yes/no 
questions: The results of the rule queries determine, among 
other things, which diagnosis data should be made available. 

VAS 5052x Overall designation of the two testers, VAS 5052 and VAS 5052A 

VAS 505x Higher-order designation of all testers of the VAS family of 
devices: VAS 5051B, VAS 5052 and VAS 5052A, diagnosis lap- 
top VAS 6150 

Vehicle from Vehicle type which is not part of the Volkswagen-Konzern. 


Vehicle identifica- 





Vehicle identification is defined by the vehicle's basic feature 
components (type, model year, body version, engine code) that 
can be determined automatically or partly automatically in an 
existing gateway. This data is used to check a list of the possibly 
installed electronic control units and deviags and their installation 


Jj 


in the vehicle system test. à 








p 
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Term 


Explanation 





Vehicle self-diag- 
nosis 


Dialog-box-guided operating mode of the platforms in which the 
vehicle systems available in the vehicle are communicated with 
and thorough diagnosis can be conducted. 





Vehicle system 


An electronic control unit known by its name, including the 
respective sensors, control elements, and wiring. 





Vehicle system 
test 


Alist of al possibly installed vehicle systems (electronic control 
units, devices) is generated from the vehicle identification. In the 
vehicle system test, all systems are examined for availability and 
their error status is queried. If. necessary, inquiries about equip- 
ment also appear here. 





Version code 


Three-part block consisting of several digit sequences which pro- 
vide information about the installed version, the version status 
and the installed increment. 

Example: V16.01.04 

V16: installed version or compatibility number 

01: version status 01 (first version) 

04: installed increment 04 

At the end of the version code, there is-the date of the version 
release. The installed version defines whether a brand CD can 
be installed on the platform. Differing version numbers lead to 
cancelling of the brand installation. 





VIN 


Vehicle Identification Number 





Virtual keyboard 


Graphic representation of a keyboard on a touch screen. The 
individual operating buttons can be operated by touching them 
with a touchspen in the same way as those of a real keyboard. 
A virtual on. can hàve alphanumerical, numerical or hexa- 
decimal eléffients,.depending on the required application. 





Work window 








The work window takes up the largest part of the mask and is 
located in the middle area. The display changes according to the 
operating mode and current progress. Results (e.g. in the "Test 
Instruments") are shown in the work window. Here you make 
your selection. See: navigation bar, information window. 








Version: 2009-11-01. 
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Terms that are explained in the “Abbreviations 
and terms" section are designated by "Glos- 


sary”. 


Index 


A 

AC measurement 

IRVING 25 Beo t eagle e aE 5-8 
AC voltage 

voltage measurement ...................... 5-5 
acoustic signal 

[e| icis ce E 11-1 

SB. cud crieor toco del pem eit eoe 9-15 
adaptation 

e|e [a c —— rn: 11-1 
adaptation value 

glossary .............................. Cel 11-1 
administration 

glossary .................... SEP ..... 11-1 

overview and functions .................... 9-1 

starting .................2 8B ........ am 9-3 
alphanumeric keyboard ...................... 3-11 

glossary ............¢ EB .......... ME 11-1 
ambient requirements 

glossary .........5 BEBE... ....... 11-1 
amplitude 

Ce i on A... 11-1 
application operating mode 

glossary ....... 99998 . WEE... 11-1 
application statistics ........................... 9-22 
application test 

function .............29 W89........ WV. 9-26 
arrow 

CUISOF ..................... 2 ERR..." 3-7 
ASAM-ODX 

fault finding for A. control ünit ........ 6-24 

glossary .............................. 2, ND 11-2 
Audi Flashing ................................. 9g 8-1 

glossary oc dion idet or eee 11-2 
auto level 

for measuring mode ....................... 5-26 

trigger signal erre 5-41 


auto mode 
for measuring mode ....................... 5-26 
trigger signal ............. ree 5-41 
auto setup 
for measuring mode ....................... 5-26 
inode Tor-DSQ «sous uocis tee pes 5-40 
no curve displayed ......................... 5-40 
NO GJE e e iee ea 5-40 
B 
a-ge[-ie- tm 5-4 
Dase GD' octo emp to ens 9-6 
GIOSSANY MR ees 11-2 
installations iiec dE neret 9-6 
installed versiori .................- 5. 2-3 
basic feature component 
elei MS 11-2 
basic settings 
a ee 11-2 
battery service 
Via SAM .......- EE s, 9-27 
Bluetooth 
configuration of diagnostic 
head ...... > ¥ 9-28, 9-31 
ulgssary ARES ......... 959 5... 11-2 
brand CD 
glossam m .......A...... n... 11-2 
installation ............................... 2-16, 9-6 
lend EN" ........ A29 ...... ee 2-17 
brief instructions .... AI ...... Mam... i-x 
button 
see operating button ...............5....... 3-1 
buttons 
see operating button ............2.......... 3-5 
C 
calibration A ee 5-5 
for suring withecurrent clamp .....5-9 
for resistancemeasurement .......... 5-10 
13191162] cz Tc D 5-5 
pressure sensor ....................ssesssss 5-16 
temperature sensor ........................ 5-17 
test instruments (glossary) ............. 11-2 
test instruments (manual) .............. 5-18 
touch screen (function) .................. 9-17 
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touch screen (glossary) .................. 11-3 
cancel 

operating button ............................... 3-5 
CD-ROM 

e| e D D— ÁÓ 11-3 
CentralPartnerNet password .............. 9-24 
changing dealership identifier 

EDS-AXIoQB uictorem did deor 2-13 

normal mode .................................s 2-7 
channel 

select coupling for DSO ................. 5-23 

select for DSO ....................... 5-20-5-21 


select test connection for trigger ....5-29 
channel number 


glossa satiat Rina 11-3 
client 

glösSSary annar nn ees 11-3 

see server (glossary) ................... 11-11 
close 

operating button ......................ssss 3-5 
colour 

of the measurement curves ........... 5-19 
COM 

glossary AP"... ess i 11-3 
comparison value 

Create Via CUISOIS «...........::.sccceeeeeees 5-34 
compatibility 

fof CD installation ............................. 9-7 
compatibility number 

glossary ee. ............. 11-3 
complaint 

message for Guided Fault 

7, Ci. > iAP 6-25 
complaints 

Be ES. SF... A. 6-6 
configuration of online connection 

tester and VW server ..................... 9-23 
confirm 

glosSaN E ........9 .... M 11-3 
contents 

eh... e esa 9-16 
continuity test = 

measurement fünction ................. -11 

result (symbol) ........-224...........sss 5-12 


continuity test U/R/D 

operating button ............................. 5-11 
control unit 

accept defect control unit in Guided 


Fault Finding .....:...5.-: eee 6-16 
also see ECU (glossary) ................ 11-5 
definitely installed control unit 
not recognised .............. eee 6-18 
GIOSSaAny eccceck acetates ek ssh ace 11-3 
not registered 
(for Guided Fault Finding) .............. 6-12 
optional installed control unit not 
l'eCcOOS GU. -:5: ese Seco oer 6-18 
coupling 
select for DSO ............................... 5-23 
select for trigger ............................. 5-29 
current measurement 
calibration with current pick-up ........ 5-9 
GIOSSALY P —— 11-4 
inductive (glossary) ........................ 11-7 
ININE osos ras Cetote cet ee sage es 5-8 
inline (glossary) .............................. 11-4 
wit current pick-up .......................... 5-9 
current U/R/D 
opsSraling Sutton ............................... 5-8 
Bursor SEES eee ees cee eee ceeceneerereeeeeee 3-7 
determining voltage difference 
a re 5-34 
operating button, ............................. 5-33 
two curves for comparisons ........... 5-34 
curve 
determining difference values ........ 5-34 
for compressing long-term meas. ..5-36 
for draw mode ..5............................ 5-27 
for DSO, no curve displayed .......... 5-40 
for two-channekdisplay .................. 5-21 
min/max values of the curve .......... 5-24 
SARAI SO -A 5-33 
shifting the.curve ............................ 5-20 
shifting the curve vertically ............. 5-23 
use preset measurement ............... 5-24 
zero point of the curve for 
COUDIIFI 3 sates oet ether ees oaks 5-23 
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D 

date/time 

TUFICLOD: vo rte ea Cota 9-16 
DC measurement 

IAE oio etse t hb tA Le t 5-8 
dealership identifier 

change einan n E i Races 9-14 

input for EU5 mode ........................ 2-12 

input for normal mode ...................... 2-7 

parameter keen cuter kt oe ek oe ae 2-5 
dealership number 

input for EU5 mode ............... 2-11-2-12 

input for normal mode ...................... 2-5 
decimal keyboard .........................ss- 3-14 
definitely installed control unit 

not recognised 2... desee 6-18 
degree of suspicion 

[era m T —MÁ— 11-3 
deselection 

GIOSS any carseat cotton etis hs 11-3 
DHCP 

glossary ....................... e coo 11-3 
diagnosis 

glossary ............. 5 dE ......... 11-3 
diagnosis job 

cs aa een 6-53 

load .........2 ABE" ....... EA... 6-54 

work interruption ............................ 6-52 
diagnosis object 

glossarys BEBE.............. MEA... 11-4 
diagnostic bus 

faulty for Guided Fault Finding ....... 6-17 
diagnostic cable 

glossary S ...... 0... 11-4 
diagnostic interface 

configura elm ...... WEN .......w.... 9-28 
diagnostic protocol ............................. 6-58 

print ........9 W99....... ERA ........... 3-19 
diagnostic radio. head ......................... 9-28 

glossary ...... 5 Ee... sss 11-4 

not installed during start-up .............. 2-2 
diagnostic socket 

glossary ................... ERA RP. 11-4 
diagnostic strategy 

QIOSSANY REMEDIUM SS 11-4 


dialog box 
glossary 
overview (masks) 
dialog field 
see mask (glossary) 
digital storage oscilloscope 
see DSO 
dimension pressure / temperature 
country-specific setting 
diode test 
measurement function 
result (symbol) 
diode test U/R/D 
operating button 
direct voltage measurement 
display 
operating button 
display documents 
for Guided Fault Finding 
display group 
glossary 
DNS.domain 
glossary 
document 
select for Guided Fault Finding 
document (available:at the tester) 
glossary 
draw mode 
for measuring mode 
long-term measurement 
DSO 
auto setup mode 
basic settings 
coloured marking, measurement 
signal 
glossary 
in test instruments 
long-term measurement 
mask 
measuring instruction 
no curve displayed 
_. no trigger 
a preset measurement 
f select channel 
select coupling 
select image position and 
time base 


m 
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select measurement range ............ 5-22 

select test connection. 09255... 5-22 
DSO combinationsmeasurement ........ 6-46 
DSO measuring 

parallel:mode, self diagnosis .......... 5-43 
DTC 

also see fault memory (glossary) ...11-4 
DTC memory 

entry in fault memory (glossary, 

E)... wm wo 11-4 

ca a ae. 11-5 
DVD 

BlDssamu ....... VENE ........... 11-5 

E 

ECU 


electronic control unit (glossary) ....11-5 
EGCU-identification data 


gossa ....... a... A... 11-5 
edge 

trigger mode operating button ........ 5-30 
empirical rule t3 

glossary .'2,, E A 11-5 
end module cm 

TlOW Cl'iBFE ose his erra eade 6-5 

for Guided Fault Finding ................ 6-59 

GlOSSdE V Siete tes oer esaet tae 11-5 
energy saving mode 

GlOSSdbV ois creo etie uer rette 11-5 
enter workshop code 

function for normal mode ................. 2-4 

input for EU5 mode ........................ 2-11 
equipment number 

ElJ5 mode: eai vera d epe 2-11 

NONMAl iode: aoctor demteibc 2-4 
erWin server 

logging on for EU5 mode ............... 2-10 
Ethernet 

GIOSSANY cit tesa teme scu eit ede 11-5 
EUS licence 

e| e ca M —"—— — 11-5 

notes about start-up ....................... 2-13 

prerequisites, Start-Up ...................... 2-9 

SEattelp denen de tecti us 2-9 
EU5 mode 

logging on to erWin server ............. 2-10 
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operating button ............................... 3-5 
expanded functions ............................ 9-16 
importer settings ............................ 9-25 
external memory drive 
BEBE OV. codeine emen 11-5 
extreme value 
display f DSO .............................. 5-24 
voltage measurement ...................... 5-6 
F 
fault characteristics 
ORE s........................-.--.--. 11-5 
fault finding 
also see Guided Fault Finding ......... 6-1 
dues —EMMEEMMMMMMm 6-2 
for ASAM-ODX control unit ............ 6-24 
guided (glossary) ........................... 11-7 
guided (mode) .........................sssssse 6-1 
fault memory contents 
MOY GPA ..........ueeeeeeeeeeeeeeeeeer 6-4 
for-Guided Fault Finding ................ 6-21 
fault symptom 
glossary aries tseotsnenececeteverereeedeanannteds 11-6 
fault type 
in the test plan ............................... 6-37 
FCC Certification ..........................sssssse i-xvi 
flash CD 
eje p c 11-6 
ifistallallolt «3:5 onore rest 9-8 
flow chart 
Guided Fault Finding ....................... 6-2 
Guided Functions ............................. 7-2 
freeze frame ein angele 5-6 
operating button ............................. 5-32 
remote control (measurement 
Cabl8)u sr dee Leben nets i 5-32 
Vie GUESOFE oomen dezepeéxeveckelte besos 5-33 
function 
at the tester (glossary) ................... 11-6 
guided functions (glossary) ............ 11-7 
function block 
for measurement function ................ 5-4 
function test 
Calling: tip Felp: «2: 2 tite ees 10-3 
Gabel Erria ode ona de 6-50 
12-4 


Index 





Call V OUL £c uec esto ope eec sete regio de 6-40 
enter replacement value ................ 6-42 
exporting files ................................. 9-26 
TlOW Chat 5e C eret es 6-4 
for Guided Fault Finding ................ 6-39 
GIOSSaPy cocer a E 11-6 
importrg fills: zie be 9-26 
measuring instruction ..................... 6-43 
symbol in the test plan ................... 6-38 
test dialog cie teec ett aes 6-43 
function test protocol .......................... 6-59 
function/component.seléction 
flow chart e. a eee 6-6 
mask for'Guided Fault Finding ....... 6-29 
functions 
flow chart, guided functions ............. 7-2 
G 
gateway 
for vehicle identification .................. 6-10 
Jugs) a ew 11-6 
installation list EE... A 6-3 
installation list (glossary) ................ 11-7 
GeKo test 
a ....... 99 .......4.......9 9-24 
glossary WRA .......V....... AM. 11-7 
geNEDAURLSESS. ........... 2E» ...... 9-24 
goto 
from vehicle self-diagnosis in "Adminis- 
trato E .............. EE .... 6-9 
operating button (overview) ... g,.....3-9 
operating-button in Guided Faulk£'inding 
e a Se IO fan.....6-7 
Guided Fault Finding 
connecting tester to vehicle ........... 6-15 
electronic control unit not 
recognised biel oe ded 6-12 
OXIDE ouo ai pbi ende eens 6-56 
EXIM ere entene P eese tutore 6-51 
TIOW'GIIBlE s aii toot eo ueni 6-2 
for ASAM-ODX control unit ............ 6-24 
glossy i Nee te alee Sete oes als 11-7 
interrupt diagnosis job .................... 6-53 
TOMS ME ETHER a 6-1 
pause occisi esit ges: 6-52 
select document ...................... 6-34 


Operating manual for VAS PC software V08.0 — 02/11 — All rights reserved. 


A5E00330050/080 


select function or component ......... 6-29 

start function test ........................... 6-39 

test plan mask ................................ 6-36 

vehicle with gateway and CAN diagnos- 

UCS ACD EET 6-11 

vehicle without CAN ....................... 6-10 

work interruption ............................ 6-52 
guided fault finding 

GlaSSarW. secet eL ode eee are, 11-7 
Guided Fault Finding (operating mode) 

see Guided Fault Finding ................. 6-1 
Guided Functions 

flowchart oaeee ee ea aE 7-2 

GİOSSAFY dauid ds duse situ cette 11-7 

H 

hardcopy 

see screen printout ...................... 11-11 
hardware 

gigssar mme s.................. ss ssssssssssse. 11-7 
help 

^ dj A S... 10-1 

OVerview ......&....eessssssessseeeeeeeeeennnne 10-2 

starting and closing Help ............... 10-1 

with button pressed ........................ 10-2 

with function test ............................ 10-3 

with use ofthe mask ...................... 10-2 
hexadecimal keyboard ....................... 3-15 

COMME S Loo nme acides 11-7 
hourglass 

tS once bob eene 3-7 

I 

image position 

Select for DSQ: ect 5-20 
importer number 

input for EU5 mode ............... 2-11-2-12 

input for normal mode ...................... 2-5 
information window ............................- 3-3 

glo9sary 3: ecce se eee iu inte 11-7 
initial graphic 

[e [ecc p NER OR RN UN 11-7 

SBlBe]- Istetiid b Rs alli tete RUE 9-16 
inline current 

operating button. ................ eene 5-8 
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inline current measurement 


glossy sescenti ae E 11-4 
install update ........................................ 9-5 
installation 

base CD. «x escape tdteiete neis 9-6 

brani: D osa teeth 2-16, 9-6 

Tias D, cixcuomios sot optet 9-8 
instrument connection 

select for trigger signal ................... 5-29 
IP address cete tec ioter pateret eain 9-24 

[e||er-i- c: [a cst C at 11-8 
IrDA 

GIOSSANY x scien totu ede tu cud 11-8 
ISDN 

GIOSSALY dssdo tese aatis 11-8 

J 
job code 
[Jara T 11-8 
K 
key CD 

for expanded functions ................... 9-16 

JgIoSslV uci deas o og titius 11-8 
keyboard 

alphanumeric ............................... 3-11 

alphanumeric (glossary) .............—... 11-1 

decimal ..................................... S OR 3-14 

hexadecimal ...........................5 BERE 3-15 

hexadecimal (glossary) .................. 11-7 

numerical ............................... ERR 3-13 

numerical (glossary) ...............5....... 11-9 

vi Me" 3-10 

virtual (glossary) ......................—.... 11-15 
keyword protocol 

glossary DE 11-10 

L 
LAN 

glossary ia na aeeie arie 11-8 
long-term measurement 

evaluate signal curve ..................... 5-38 

in draw mode n.se 5-36 
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malfunction 
sporadic (glossary) ...................... 11-11 
static (glossary) ............................ 11-12 
malfunction code 
for Guided Fault Finding ................ 6-21 
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Cautions & Warnings 


Please read these WARNINGS and CAUTIONS before proceeding with maintenance 
and repair work. You must answer that you have read and you understand these 
WARNINGS and CAUTIONS before you will be allowed to view this information. 


e |f you lack the skills, tools and equipment, or a suitable workshop for any procedure described in this manual, we 
suggest you leave such repairs to an authorized Volkswagen retailer or other qualified shop. We especially urge 
you to consult an authorized Volkswagen retailer before beginning repairs on any vehicle that may still be covered 
wholly or in part by any of the extensive. warranties-issued by Volkswagen. 


e Disconnect the battery negative terminal (ground strap) whenever you, work on the fuel system or the electrical 
system. Do not smoke. or work near heaters or other fire hazards. Keep'an approved fire extinguisher handy. 


e Volkswagen is constantly improving its vehicles and sometimes these changes, both in parts and specifications, 
are made applicable to earlier models. Therefore, part numbers listed in this manual are for reference only. Always 
check with your authorized Volkswagen retailer parts department for the latest information. 


e Anytime thé battery has been disconnected on an automatic transmission vehicle, it will be necessary to 
reestablish} Transmission Control Module (TCM) basic settings using the VAG 1551 Scan Tool (ST). 


e Never work under a lifted vehicle unless it is solidly supported on stands designed forthe purpose. Do not support 
a vehicle-on cinder blocks, hollow tiles or other props that may crumble under continuous load. Never work under a 
vehicle that is supported solely by a jack. Never work under the vehicle while the engine is running. 


e For vehicles equipped with an anti-theft radio, be sure of the correct radio activation code before disconnecting the 
battery ofremoving the radio. If the wrong code is entered when the power is restored, the radio may lock up and 
become inoperable, even if the correct code is used in a later attempt. 


e |f you are going to work under a vehicle on the ground, make sure that the ground is level. Block the wheels to 
keep the vehicle from rolling. Disconnect the battery negative terminal (ground strap) to prevent others from 
starting the vehicle while you are under it. 


e Do not attempt towork on your vehicle if you do not feel well. You increase the danger of injury to yourself and 
others if you are tired; upset or have taken medicine.or any other substances that may impair you or keep you from 


being fully alert. Ez 
e Never run the engine unless the'/work area is well vefitilated.,Cárbon monoxide (CO) kills. 


e Always observe good workshop practices. Wear goggles when you operate machine tools or work with acid. Wear 
goggles, gloves and other protective clothing whenever the job requires working with harmful substances. 


e Tie long hair behind your head. Do not wear a necktie, a scarf, loose clothing, or a necklace when you work near 
machine tools or running engines. If your hair, clothing, or jewelry were to get caught in the machinery, severe 
injury could result. 


e Do not re-use any fasteners that are worn or deformed in normal use. Some fasteners are designed to be used 
only once and are unreliable and may fail if used a second time. This includes, but is not limited to, nuts, bolts, 
washers, circlips and cotter pins. Always follow the recommendations in this manual - replace these fasteners with 
new parts where indicated, and any other time it is deemed necessary by inspection. 


Page 1 of 3 
© 2002 Volkswagen of America, Inc. 
All rights reserved. Information contained in this document is based on the latest information available at the time of printing and is subject to the copyright and other intellectual property rights of 
Volkswagen of America, Inc., its affiliated companies and its licensors. All rights are reserved to make changes at any time without notice. No part of this document may be reproduced, stored in a 
retrieval system, or transmitted in any form or by any means, electronic, mechanical, photocopying, recording, or otherwise, nor may these materials be modified or reposted to other sites, without 
the prior expressed written permission of the publisher. 
Version 1.0 





Cautions & Warnings 


e Illuminate the work area adequately but safely. Use a portable safety light for working inside or under the vehicle. 
Make sure the bulb is enclosed by a wire cage. The hot filament of an accidentally broken bulb can ignite spilled 
fuel or oil. 


e Friction materials such as brake pads and clutch, discs, may contain asbestos fibers. Do not create dust by 
grinding, sanding, or by cleaning with compréssed air. Avoid breathing asbestos fibers and asbestos dust. 
Breathing asbestos can cause serious diseases such as asbestosis or cancer, and may result in death. 


e Finger rings should be removed so that they cannot cause electrical shorts, get'caught in running machinery, or be 
crushed by heavy parts. 


e Before starting a job, make certain that you have all the necessary tools and parts on hand. Read all the 
instructions thoroughly; do not attempt shortcuts. Use tools that are appropriate to the work and use only 
replacement parts meeting Volkswagen specifications. Makeshift tools, parts and procedures will not make good 
repairs. 


e Catch draining fuel, oil or brake fluid in suitable containers. Do not use empty food or beverage containers that 
might mislead someone into drinking from them. Store flammable fluids away from fire hazards. Wipe up spills at 
once, but do not store the oily rags, which can ignite and burn spontaneously. 


e Use pneumatic and electric tools only to loosen threaded parts and fasteners. Never use these tools to tighten 
fasteners, especially on light alloy parts. Always use a torque wrench to tighten fasteners to the tightening torque 
listed. 


e Keep sparks, lighted matches, and open flame away from the top of the battery. If escaping hydrogen gas is 
ignited, it will ignitecgas trapped in the cells and cause the battery to explode. 


e Be mindful of the environment and ecology. Before you drain the crankcase, find out the proper way to dispose of 
the oil. Do not pour oil Onto the ground, down a drain, or into a stream, pond, or lake©Consult local ordinances that 
govern the disposal of wastes. 


e The air-conditioning (A/C) systempis filled with a chemical [8 igerant that is hazardous. The A/C system should be 
serviced only by trained automotive Service technicians using, approved;refrigerant recovery/recycling equipment, 
trained in related safety precautions, and familiar with regulationssgoverning the discharging and disposal of 


automotive chemical refrigerants. 


e Before doing any electrical welding on vehicles equipped with anti-lock brakes (ABS), disconnect the battery 
negative terminal (ground strap) and the ABS control module connector. 


e Do not expose any part of the A/C system to high temperatures such as open flame. Excessive heat will increase 
system pressure and may cause the system to burst. 


e When boost-charging the battery, first remove the fuses for the Engine Control Module (ECM), the Transmission 
Control Module (TCM), the ABS control module, and the trip computer. In cases where one or more of these 
components is not separately fused, disconnect the control module connector(s). 


e Some of the vehicles covered by this manual are equipped with a supplemental restraint system (SRS), that 
automatically deploys an airbag in the event of a frontal impact. The airbag is operated by an explosive device. 
Handled improperly or without adequate safeguards, it can be accidentally activated and cause serious personal 
injury. To guard against personal injury or airbag system failure, only trained Volkswagen Service technicians 
should test, disassemble or service the airbag system. 
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Cautions & Warnings 


Do not quick-charge the battery (for boost starting) for longer than one minute, and do not exceed 16.5 volts at the 
battery with the boosting cables attached. Wait at least.one.minute before boosting the battery a second time. 


Never use a test light to conduct electrical tests of the airbag system. The?system must only be tested by trained 
Volkswagen Service technicians using the VAG 1551 Scan Tool (ST) or an approved equivalent. The airbag unit 
must never be electrically tested while it is not installed in the vehicle. 

Some aerosol tire inflators are highly flammable. Be extremely cautious when repairing a tire that may have been 
inflated using an aerosoftire inflator. Keep sparks, open flame or other sources of ignition-away from the tire repair 
area. Inflate and deflate the tire at least four times before breaking the bead from the rim. Completely remove the 
tire from the rim before attempting any repair. 


e When driving or riding in an airbag-equipped vehicle, never hold test equipment in your hands‘or lap while the 
vehicle is in motion: Objects between you and the airbag can increase the risk of injury in an accident. 


| have read and | understand these Cautions and Warnings. 


| back | M 


F 
- 3 
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